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System Application

PV Panel EJB-16-M4

CP-1000-B

300~820V

300~820V

300~820V

  820V

  820V

  820V

520V 10~35kV

Transforemer Grid

More power generation
Equipped with 4 MPPT units
Higher DC voltage for lower power loss

High reliability
P-V curve scanning, monitoring the module status
Natural air cooling without fans for long life

Easy O&M
IP65 for outdoor use
String monitoring, easy for checking abnormal strings

EJB-16-M4/EJB-24-M4
Intelligent MPPT optimizer

Protection

General data

Output (AC)

Input (DC)

Rated output voltage 

Output voltage range 

Max. output current

Input protection switch

Input over-current protection

Reverse polarity protection

String fault detection

String flowing backwards protection

DC surging protection

Output protection switch

Output over-current protection

Max. efficiency 

Degree of protection 

Temperature 

Allowed humidity(non condensing)

Cooling mode 

Altitude at full load 

Communication port

Dimensions (W×H×D) 

Weight 

Max. PV input voltage

MPP voltage range for nominal power

Number of DC inputs

Maximum input power of each MPPT unit

Rated input power of each MPPT unit

Number of MPPT

Number of strings per MPPT unit

820V

750~850V

130A

Yes

Yes

Yes

Yes

Yes 

Yes

Yes

Yes

99.50%

IP65

 ﹣30℃～+60℃

0~100%

Natural air cooling

3000m

 RS485

900×800×270mm

65kg

1000V

300~820V

16

27.5kW

25kW

4

4

(1)

(2)

820V

750~850V

188A

Yes

Yes

Yes

Yes

Yes 

Yes

Yes

Yes

99.50%

IP65

 ﹣30℃～+60℃

0~100%

Natural air cooling

3000m

 RS485

1100×800×270mm

70kg

1000V

300~820V

24

44kW

40kW

4

6

Model EJB-16-M4 EJB-24-M4


