


Electrical Specifications                  FREEDOM X1000                             FREEDOM X2000                                            FREEDOM X3000          

Operating Voltage Options                       120, 110, 108 VAC                                      120,110, 108 VAC                                                120,110, 108 VAC                                                                                                          

Continuous Power                                    Continuous Power 1000 W @40ºC              Continuous Power 2000 W @40ºC                     Continuous Power 3000 W @40ºC

                                                                
 True sine wave                                             True sine wave                                                    True sine wave

 

Continuous Current                                   8.4 A                                                          16.7 A                       25A

Surge Power                                              2000 W                                                       4000 W                       6000W

Frequency                                                  60 (or 50) Hz                                              60 (or 50) Hz                       60 (or 50) Hz

Peak Efficiency                                           91%                                                           91%                       91%

Full load Efficiency                                     > 87%                                                         > 87.5%                       > 85%

Operating Voltage Range                           85-140 VAC                                                85-140 VAC                      85-140 VAC

Safe Non-Operating Voltage Range           Up to 240 VAC                                            Up to 240 VAC                                                   Up to 240 VAC

General Specifications 

Operating Temperature Range                  -4 to 140 ºF (-20 to 60 ºC), with output derated    -4 to 140 ºF (-20 to 60 ºC), with output derated             -4 to 140 ºF (-20 to 60 ºC), with output derated

                                                                                          above 104 ºF (40 °C)                               above 104 ºF (40 °C)                                      above 104 ºF (40 °C)             

Storage Temperature Range                           -40 to 158 ºF (-40 to 70 ºC)                              -40 to 158 ºF (-40 to 70 ºC)                                     -40 to 158 ºF (-40 to 70 ºC)

Humidity                                                        5 to 95% RH, non-condensing                          5 to 95% RH, non-condensing                                 5 to 95% RH, non-condensing

Transfer Relay Rating                                      30A                                            30A                                                                          30A

Operating voltage range                                LBCO voltage - 18.0 VDC                                  LBCO voltage - 18.0 VDC                                          LBCO voltage - 18.0 VDC

Maximum Non-Operating Voltage                  24.0 VDC                                            24.0 VDC                                                                 24.0 VDC 

Nominal Voltage (Inverting and Charging)      12.0 VDC                                            12.0 VDC                                                                 12.0 VDC 

Nominal Current at Full Load                          100 ADC                                            192 ADC                                                                  288 ADC

Part Number                                                   817-1000                                            817-2000                                                                 817-3000 

L x W x H                                                       13.4”(340mm) x 9.1”(232mm) x 3.7”(95mm)           14.6”(370mm) x 10.8”(275mm) x 3.9”(100mm)                 15.4”(390mm) x 10.8”(275mm) x 4.0”(102mm)

Net Weight                                                    11.5 lbs (5.2kgs)                                            14.7 lbs (6.7kgs)                                                       16.5 lbs (7.5kgs) 

Accessories   

Remote Panel (with 25’ Cable)             808-0817-01                                      808-0817-01                                                 808-0817-01

GFCI Option                                         808-9817                                      808-9817                                                      808-9817

Remote Panel Cable                             31-6257-00 (25 ft)                                   31-6257-00 (25 ft)                                        31-6257-00 (25 ft)

                                                            31-6262-00 (50 ft)                                   31-6262-00 (50 ft)                                        31-6262-00 (50 ft)

Regulatory Approvals  

EMC and Safety ETL listed to CSA 107.1, UL458 and UL458 Marine Supplement (drip shield with product number

   

 808-1050 required) ABYC E11, A20, A25, A31 
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Bluetooth Remote Panel 
(with 25’ Cable)             
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