
Duraklick-Eco is available in three versions:

Eco 10° - spacing between 1.35 m and 1.75 m
Eco 15° - spacing between 1.50 m and 2.00 m
Eco 20° - spacing between 1.80 m and 2.50 m 

South mounting system
Eco

Technical description
Tilt	 20° 
Rail length	 0.7 - 6.0 m 
Module width	 950 - 1065 mm 
Surface load	 ca. 9.8 kg/m² * 
Linear load	 ca. 16.8 kg/m * 
Material	 Aluminium / stainless steel

* with a module weight of 19 kg

…ffor photovoltaic modules with a width 
of 950-1065 mm and a 20° tilt
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…for photovoltaic modules with a width of 
950-1065 mm and a 15° tilt

Technical description
Tilt	 15° 
Rail length	 0.7 - 6.0 m 
Module width	 950 - 1065 mm 
Surface load	 ca. 10.7 kg/m² * 
Linear load	 ca. 18.1 kg/m * 
Material	 Aluminium / stainless steel

* with a module weight of 19 kg
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…for photovoltaic modules with a width of 
950-1065 mm and a 10° tilt

Technical description
Tilt	 10° 
Rail length	 0.7 - 6.0 m 
Module width	 950 - 1065 mm 
Surface load	 ca. 10.7 kg/m² * 
Linear load	 ca. 18.1 kg/m * 
Material	 Aluminium / stainless steel

* with a module weight of 19 kg
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