®  CTYPE STEEL GROUND MOUNTING SYSTEM- ®
ARTNGN LANDSCAPE PANEL MAIN COMPONENTS ARTNIGN

B ' i AS-BCP-C62 AS-C62-PTB / AS-C62-BTB

: Base C62 Post Post / Bracing Triangle bracket

! 3.460kg/m-C88 section, 0.845kg/pcs-steel plate P 0.573kg/pcs

i Base plate: 120*120*8mm g ) ¢ L150*W49.5%*H74.75mm

; C62 section: W42*H61*T2.5mm o Ao Material: hot dipped galvanized steel
J Material: hot dipped galvanized steel \'< ~ Allen bolt: M10*30mm 2pcs or

¢ Design Features
Panel fixing: easy for fixing landscape panel

End panel fixing Inter panel fixing

¢ Surface treatment:
80um thk. Hot dipped galvanizing steel, 10um thk. Anodized aluminum, Stainless steel 304
bolts and nuts.

¢ Design Strength:
The structure is designed according to the wind load and snow load request.

o Certification:
Australia AS/NZS 1170.2-Wind load report; SGS report-Chemical&Physical test.

Triangle bracket: post connection N clip: beam connection rail splice: rails connection
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Application: flat roof / ground

AS-C42

C42x22 section

1.510kg/m

W42*H22mm

Material: hot dipped galvanized steel
Application:bracing

AS-C62

C62x42 section

3.460kg/m/ 2.667kg/m
W42*H62*T2.5mm / W42*H62*T2mm
Material: hot dipped galvanized steel

AS-SRS-C62

€62 splice

0.765kg/pcs

L215*W51.5*H40mm

Material: Hot dipped galvanized steel Q235
Allen bolt M10*30mm with flange nut 4 pcs
Application: AS-C62

Y

Pre-assembly structure
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M10*30mm 2pcs
Hexagon bolt: M12*70mm 1pcs

AS-C62-NC

C62 N clip

0.324kg/pcs

L135*W45*H66mm

Material: hot dipped galvanized steel
Allen bolt: M8*30mm 2pcs

AS-RS-C62

C62splice

0.480kg/pcs

L=320mm

Material: aluminum 6005-T5
Allen bolt:M10*50mm with
flat and spring washer 4pcs

AS-AL-MD

Middle Bracket

0.220kg/pcs
L109*W80*H5mm

Material: aluminum 6005-T5
Allen bolt: M8*25mm 2pcs

AS-AL-ED

End bracket

0.190kg/pcs
L75*W80*H5mm

Material: aluminum 6005-T5
Allen bolt: M8*25mm 2pcs



