Products

Data Sheet
P " Unit G5B Series GSC Series _ GSEL Seres
GSBS33 GSCS33Y,.G68 GSL—MDA GEL—MYA
Rated Stablized Power Output | Wi | 103Wp | 100Wp | 97Wp | 94Wp | 20Wp |96Wp | aawp |oowp| sowp | 75Wp | 70wp | aowp | 8swWp | sowp
Open Circult Voltage V | 1010 | 100.0 | 99.0 | 88.0 | 101.0 [100.0) 995 | 985 | 950 | 88.0 | 57.0 | 100.0 | 89.0 898.0
Short Circuit Current Al 1686 | 184 | 161 | 157 | 161 | 157 | 154 | 150 | 1.33 | 126|118 | 149 | 141 | 1.35
E‘%"—:ﬁ'ﬁ‘ Voltage at Pmax v|7ro| 760 | 785 | 750]| 770 | 780 | 755 | 750 | 755 | 745 | 740 | 780 | 753 | 745
ot STC' | cyrment at Prax Al 124 | 132 |120 | 126 | 120 |128| 123 |120| 108 | 1001 Joos | 118 | 1.13 | 1.08
Temperature Coalficlent of i —0.24 -0.15 -0.24 -0.15
it sl —0.42 029 -0.42 029
[Temparature Cosfficient of 1sc| 9%/ G 0.08 0.17 0.08 0.17
Front Cover 3.2mm TCO float glass
Active material of call Amorphous silicon with single junction
[ Material for encapsulation Palyvinylbutyral (PVB)
Back Cover 3.2mm Heat strengthened glass or tempered glass
Back Color Standard Yellow, Gray, Brown Standard Yedlow
Yallow,Gray10% + 2.5%
Physical Transmittance (T%:) at 680nm | % Standard Brown15% + 2.5% Standard 10%: = 2.5%
Data |Laser scribing ratio % = 20% £2.5% 10% 2 2.5%
Junction Box MC4 compatible with IPS7 class, cable langth 900 mm Wmﬁi'm?&mm
Junction Box by pass dicde 1 000VIGA = 1000V/BA
Dimension{LxWixT) mim 1400 mm x 1100 mm x 7 mm
[Weight Kg 255 Kg
Mechanical load Pa = = 2400 Pa
Cantification TUV InterCert, TUV Rheintand, GGG, UL |

All electrical data is stabilized performance at standard test conditions(STGC) and is subject to a measuring equipment
tolerance of +5%. (STC: 1000W/m2, AM 1.5, 25 T)
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