B Product Specifications:

NT Series

puc-Si tandem PV module

NT-150AX

NT - 145AX

Power [W][+5%] 150 145 140
ircuit Voltage [V] 85.5 85.5 84.5

t Circuit‘Current [A] 2.54 2.51 2.47
er Voltage [V] 64.7 64.2 62.8

er Current [A] 2.32 2.26 2.23

Pmax: Refer to installation manual
Voc: Approximately 2% higher than stabilized voltage

tem Voltage [V] 1000 1000 1000
Dimension [mm] 1412%1112*42
Weight [Kg] 19.8
Connector MC 4 / MC 4 Compatible

Cable Size [mm?Z2]
|

2:5

B Temperature Coefficients:

ns (STC) [Irradiance: 1000 W/m2, Spectrum: AM1.5,
erature: 25°C (77°F)].

| ratings bear with a tolerance of £10% unless

hanges without notice.

Nominal Power [W] -0.28% / °C
Open Circuit Voltage [V] -0.32% / °C
Short Circuit Current [A] 0.07% / °C
above represent stabilized values at Standard Test [ ) Power warranty /
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® IEC 61646/61730
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Current v.s.Voltage Characteristics
(Cell temperature : 25°C)
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Current v.s.Voltage Characteristics
(Irradiance : 1000 W/m2)
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