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Characteristics Packaging
Nominal Voltage v Length T11mm
Nominal Capacity (10 hour rate) 3000Ah
Width 353mm
20 hour rate (159A) 3180Ah Battery
Capacity 5 h 530A) 2650Ah Dimensions | Height 342mm
25°C(TT°F) our rate (5304)
1 hour rate (1650A) 1650Ah Total
. 383mm
Internal Resistance | Full Charged Battery 25°C | <0.08m( Height
Capacity affected by 40°C 1 Ut°F) ]02:/° Length 800mm
Temperature 25°C (77°F) 100% Box
(10 hour) 0°C (32°F) 85% I Width 770mm
-15°C (5°F) 65% Dimensions
Self-Discharge after 3 month storage 90% Height 518mm
25°C(77°F) after 6 month storage 80% .
Capacity alter 12 month storage 62% Quantily FerBox 2 PC per box
Charge [ | mitial Charging Current Less than 4504 Net weight Per Cell 200 ke£1000g
(Constant Voltage 2.23-2.27V
Vol ‘
o oo | Tl Chrging Curcerd Less than 4504 Net weight Per Box 400kg
yele
(I7°F) Neltegai2 9:2 VIV Gross Weight 420kg

Discharge Constant Current (Amperes at 77°F25°C)

EV/Time Smin 10min | 15min | 30min | 45min lh 2h 3h 5h 8h 10h 20h
1.60V 8382 5412 4488 2970 2211 1815 1155 825 561 370 3300 | 1749
1.65V 8230 5314 4406 2916 2171 1782 1134 810 551 363 3240 | 171.7
1.70v 8077 5215 4325 2862 2131 1749 1113 795 541 356 3180 | 168.5
1.75V 7925 5117 4243 2808 2090 1716 1092 780 530 349 3120 | 1654
1.80V 7620 4920 4080 2700 2010 1650 1050 750 510 330 300.0 ] 159.0
Discharge Constant Power (Watts at 77°F 25°C)

EV/Time | Smin | 10min | 15min | 30min | 45min 1h 2h 3h Sh 8h 10h 20h
1.60V 16135 | 10418 | 8639 [ 5717 | 4256 | 3494 | 2223 1588 1080 711 6353 | 336.7
1.65V 15842 | 10229 | 8482 | 5613 | 4179 | 3430 2183 1559 1060 699 623.7 | 3306
1.70Vv 15549 | 10039 | 8325 | 5509 | 4101 3367 | 2143 1530 1041 686 6122 | 3244
175V 15255 | 9850 8168 5405 4024 3303 2102 1502 1021 673 600.6 | 3183
1.80V 14669 | 9471 7854 | 5198 | 3869 | 3176 | 2021 1444 982 647 5775 | 306.1

Note The above data are average values, and can be obtained within 3 charge/discharge cycles. These are not minimum values. Cell
and battery designs/specifications are subject to modification without notice. Contact MGA for the latest information.






