6GFM24(12V24AH)

o Specification

Nominal Vollage 12v
Nominal Capacity (10HR) 241
Length
Width
DIENSIOns | oniner Height
“Total Height
Weight

Standard Terminal

o Dimensions (mm)

o Terminal Size (mm)

(tolerance +/-2mm)

B3 (Bolta
Type

and-nut lead terminal)
Bolt Type: M3

17

o Performance o Discharging curve (25°C)
20 hour rate (1.255A) 250Ah
10 hour rate (24A) 240Ah
a 5 5 te (4.1A) 203Ah
Copuy@5C) | St (Gon) 180A
Thourrate (13.2A) 132Ah
40C (14°F) 102% =
Capacity affected 25C (77F) 100% B
by Temperature 0C (321) 5% ¥
Iniemal Resistance | Fully charged battery (25 C.77 °F) 10m @ H
: Constant Voltage 14.10~14.40V.
Constant- | CY€le | Th initial currentis smaller than).60A
Voltage
" Constant Voltagel3.50~13.80Y,
Charge | Standby | The initial currentis smaller than3.60A Dischare Time
Constant Current (Amp) and Constant Power ( Watt) Discharge Table at (25C)
i Smin [ 10min | 15min [ 30mn | 1h | 2h [ 3h | 4 ] 5n S | 10n | 200
960V A 96.00 | 64.80 | 4560 | 27.60 14.40 840 6.18 496 421 2.78 227 124
W[ 1019 | 6880 | 4840 | 2930 | 1660 | 972 | 7150 | 57.40 | 4870 | 3210 | 2630 | 1440
1020V A 86.40 | 59.00 | 41.00 | 2620 13.52 8.06 6.00 430 413 273 223 121
W[ 9590 | 6540 | 4550 | 2910 | 1560 | 933 | 6950 | 5560 | 4780 | 3160 | 2580 | 1400
1050V A 8170 | 56.16 | 3840 | 2540 13.08 790 590 456 4.10 2.70 220 120
W[ 9260 | 6360 | 4350 | 2880 | 1514 | 915 | 6830 | 5280 | 4750 | 3130 | 2560 | 1390
1080V A 76.00 | 5320 | 36.00 | 24.70 12.64 7.70 5.80 448 3.90 263 215 117
W_| 8840 | 6180 | 4190 | 287.0 147.0 89.6 6150 | 5215 | 4540 3000 | 25.00 13.60
oy A 7200 [s040 5360 [ 2400 [ 1220 [ 750 ['ss0 [a0 [37 [256 |at0 [ 1ma
W[ 8570 | 5990 | 3990 | 2850 | 1450 | 890 | 6550 | 5200 | 4440 | 2900 | 2450 | 1350
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