


 

2V Solar Batteries - AGM

CBS2V1000AH

Specifications

Part Number CBS2V1000AH
Nominal Voltage 2 Volt

Nominal Capacity (20 HR) 1000 AH

Dimension Length 410 +/-2mm (16.11 inches)

Width 175 +/-2mm (6.88 inches)

Container Height 330 +/-2mm (12.97 inches)

Total Height 350 +/-2mm (13.76 inches)

Approx Weight 51.5 kg (113.51lbs)

Terminal T11

Terminal Torque 11 - 14.7 Nm 

Container Material ABS Fire Retardant

Rated Capacity 1040.0 AH / 10.4A (100hr ,1.80V/cell, 25°C/77°F)

964.0 AH / 48.2A (20hr ,1.80V/cell, 25°C/77°F)

900.0 AH / 90.0A (10hr,1.80V/cell, 25°C/77°F)

791.5 AH / 158.2A (5hr,1.75V/cell, 25°C/77°F)

- (3hr,1.75V/cell, 25°C/77°F)

529.2 AH / 529.2A (1hr,1.60V/cell, 25°C/77°F)

Plate Type Die-Cast 

Separator Type Absorbed Glass Matt 

Max. Discharge Current 7200A (5s)

Short Circuit Current 14400 

Internal Resistance Approx 0.5mΩ
Design Life 8 - 12 Years 

Warranty - Solar 3 Years 

Operating Temp. Range Discharge -15 ~ 50°C (5 ~ 122°F)

Charge 0 ~ 40°C (32 ~ 104°F)

Storage -15 ~ 40°C (5 ~ 104°F)

Nominal Operating Temp. Range 25°C +/-3° (77°F +/-5°)

Cycle Use Initial Charging Current less than 270.0A. Voltage 2.4V ~ 
2.5V 25°C (77°F) Temp. Coefficient -5mV/°C

Standby Use No limit on Initial Charging Current Voltage 2.25V ~ 2.3V 
at 25°C (77°F)Temp. Coefficient -3mV/°C

Capacity affected by temperature 40°C (104°F) 1.03

25°C (77°F) 1

0°C (32°F) 0.86

Self Discharge Fusion CBS Series batteries can be stored for up to 6 
months at 25° C (77°F) and then a freshening charge is 
required. For higher temperatures the time interval will 
be shorter.

 

Applications 

Green Energy Systems (Solar, Wind, Hydro)  

Solar Power  

Communication Systems  

House Power  

Farm & Agricultural Power  

Other Speciality Applications 

 

  

  

Constant Current Discharge (Amperes) at 25°C (77°F) 
F.V Time 5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h 48h 100h

1.85V/cell -  -  -  -  660. 5  524. 2  435. 1  271. 4  210. 0  172. 9  147. 3  -  104. 9  87. 1  46. 5  20. 6  10. 1 

1.80V/cell -  -  -  -  708. 7  551. 5  462. 2  286. 7  219. 9  180. 7  153. 4  -  108. 1  90. 0  48. 2  20. 9  10. 4 

1.75V/cell -  -  -  -  750. 5  579. 9  482. 3  297. 5  227. 4  186. 8  158. 2  -  110. 2  91. 4  48. 4  21. 3  10. 4 

1.70V/cell -  -  -  -  787. 5  601. 7  499. 2  306. 5  233. 4  190. 9  160. 9  -  111. 9  92. 3  48. 9  21. 5  10. 6 

1.65V/cell -  -  -  -  826. 1  627. 9  517. 0  313. 7  239. 1  195. 0  164. 3  -  113. 5  93. 7  49. 7  21. 8  10. 7 

1.60V/cell -  -  -  -  854. 2  644. 5  529. 2  320. 4  243. 3  197. 7  166. 7  -  115. 0  95. 0  50. 2  22. 0  10. 8 

Constant Power Discharge (Amperes) at 25°C (77°F) 
F.V Time 5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h 48h 100h

1.85V/cell -  -  -  -  1262.3  1007.8  841.5  527.8  4 10.4  339.2  2 90.1  -  208.1  173.3  92.6  4 1.1  2 0.3 

1.80V/cell -  -  -  -  1343.5  1053.3  889  554.9  4 27.7  353.1  3 00.9  -  213.9  178.7  95.7  4 1.6  2 0.6 

1.75V/cell -  -  -  -  1411.9  1101  923.6  573.5  4 41.2  363.9  3 09.2  -  217.5  181.2  96.1  4 2.3  2 0.8 

1.70V/cell -  -  -  -  1469  1134.6  950.9  588.4  4 51.1  370.3  3 13.6  -  220.7  183  97.1  4 2.7  2 1.1 



 

  

1.65V/cell -  -  -  -  1529.5  1177.3  979.3  599.7  4 60.1  377  3 19.2  -  223.3  185.4  98.4  4 3.2  2 1.3 

1.60V/cell -  -  -  -  1565.8  1197.2  995.3  608.8  4 65.7  380.6  3 22.5  -  225.7  187.6  99.3  4 3.6  2 1.5 

 

Dimensions 


