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VG Series General Information

Nom. Nom. Capa. Dimention 'Il'-le?n‘:ﬁ:al Weight Approx

Model Volt.(V) (10hr)(Ah) w H
(mm) | (in) | (mm) | (in) | (mm) | (in) | (mm) (in) (Kg) (Ib)
VG12-55 12 55 227 | 8.94 106 | 4.18 222 | 875 222 8.75 17.5 38.59
VG12-75 12 75 563 | 2218 | 115 | 4.53 188 | 7.41 188 7.41 28.5 62.84
VG12-80 12 80 394 | 1552 | 110 | 4.33 285 | 11.23 285 11.23 31 68.36
VG12-100 12 100 394 | 1552 | 110 | 4.33 285 | 11.23 285 11.23 35 77.18
VG12-100 12 100 560 | 22.06 | 125 | 4.93 222 | 875 222 8.75 31 68.36
VG12-125 12 125 551 | 21.71 | 110 | 4.33 287 | 11.31 287 11.31 41 90.41
VG12-130 12 130 551 | 21.71 | 110 | 4.33 287 | 11.31 287 11.31 43.5 95.92
VG12-150 12 150 551 | 21.71 | 110 | 4.33 287 | 11.31 287 11.31 46.5 102.53
VG12-155 12 155 551 | 21.71 | 110 | 4.33 287 | 11.31 287 11.31 48 105.84
VG12-180 12 180 521 | 2053 | 125 | 4.93 316 | 12.45 316 12.45 54 119.07

VGG Series General Information
Dimention H Over .

Nom. Nom. Capa. Terminal Weight Approx

Model Volt.(V) (10hr)(Ah) w H
(mm) | (in) | (mm) | (in) | (mm) | (in) | (mm) (in) (Kg) (Ib)
VGG 12-55 12 55 227 | 894 | 106 | 418 | 222 | 8.75 222 8.75 17.7 38.97
VGG 12-80 12 75 563 | 22.18 115 4.53 188 7.41 188 7.41 28.8 63.47
VGG 12-80 12 80 394 | 15.52 110 4.33 285 | 11.23 285 11.23 31.3 69.04
VGG 12-100 12 100 394 | 1552 | 110 | 433 | 285 |11.23 | 285 11.23 35.4 77.95
\VGG12-100 12 100 560 | 22.06 | 125 | 493 | 222 | 8.75 222 8.75 31.3 69.04
\VGG12-125 12 125 551 | 21.71 | 110 | 4.33 | 287 |11.31 287 11.31 41.4 91.31
VGG 12-150 12 150 551 | 21.71 | 110 | 4.33 | 287 |11.31 287 11.31 47.0 103.56
VGG 12-180 12 180 521 | 2053 | 125 | 4.93 316 | 1245 316 12.45 54.5 120.26

UC Series General Information
Nom. Capa. Dimention H Over o
Model Nom. | (xonn(an) w " Terminal eight Approx
Volt.(V)

(mm) | (in) | (mm) | (in) | (mm) | (in) | (mm) (in) (Kg) (Ib)
UC2-50 2 50 161 | 6.34 50 1.97 166 | 6.54 166 6.54 3.9 8.60
UC2-75 2 100 170 | 6.70 72 | 284 205 | 8.08 212 8.35 5.2 11.47
UC2-100 2 100 170 | 6.70 72 | 2.84 205 | 8.08 212 8.35 6.0 13.23
UC2-120 2 120 170 | 6.70 72 | 2.84 205 | 8.08 212 8.35 6.5 14.33
UC2-200 2 200 173 | 6.82 111 | 4.37 328 | 12.92 365 14.38 12.5 27.56
UC2-250 2 250 170 | 6.70 150 | 5.91 328 | 12.92 366 14.42 15.5 34.18
UC2-300 2 300 170 | 6.70 150 | 5.91 328 | 12.92 366 14.42 19.5 43.00
UC2-350 2 350 170 | 6.70 150 | 5.91 328 | 1292 366 14.42 21.6 47.63
UC2-400 2 400 210 | 8.27 175 | 6.90 330 | 13.00 367 14.46 27.0 59.54
UC2-420 2 420 210 | 8.27 175 | 6.90 330 | 13.00 367 14.46 275 60.64
UC2-500 2 500 241 | 950 | 172 | 6.78 | 331 | 13.04 366 14.42 31.0 68.36
UC2-600 2 600 300 | 11.82 | 175 | 6.90 330 | 13.00 366 14.42 35.0 77.18
UC2-650 2 650 300 | 11.82 | 175 | 6.90 330 | 13.00 366 14.42 37.2 82.03
UC2-750 2 750 300 | 11.82 | 175 | 690 | 330 | 13.00 366 14.42 44.0 97.02
UC2-800 2 800 410 | 16.15 | 175 | 6.90 330 | 13.00 365 14.38 50.0 110.25
UC2-1000 2 1000 475 | 18.72 | 175 | 6.90 328 | 12.92 365 14.38 57.0 125.69
UC2-1200 2 1200 475 | 18.72 | 175 | 6.90 328 | 12.92 365 14.38 73.5 162.07
UC2-1300 2 1300 401 | 15.80 | 351 | 13.83 | 342 | 13.47 378 14.89 88.0 194.04
UC2-1500 2 1500 401 | 15.80 | 351 | 13.83 | 342 | 13.47 378 14.89 93.0 205.07
UC2-2000 2 2000 491 | 19.35 | 351 |13.83 | 344 | 13.55 383 15.09 115.0 253.58
UC2-2500 2 2500 712 | 2805 | 353 [13.91 | 340 | 13.40 382 15.05 158.0 348.39
UC2-3000 2 3000 712 | 28.05 | 353 | 13.91 | 340 | 13.40 382 15.05 182.0 401.31




