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proof;

e Super

e Sealed and Non-Spillable construction

design;
e Safety valve installation for explosion

e ABS containers and covers (UL94 VO,
optional);

e Maintenance free operation;

e Lowest self-discharge characteristic;

e High quality and high reliability;

long service life.
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B SPECIFICATIONS

Nominal Voltage 2V Nominal Capacity (Cyo) 420Ah (1.80V @ 20C)
Length 145mm Weight Approx. 32.5 kg
Width  206mm Max Charging Current 84A
Dimension
Height 471mm Internal Resistance Full charged@20°C: 0.00051 Ohm
Total Height 506mm Self Discharge 2% of capacity declined per month@20°C
Capacity Affected 40C 20C 0 -15°C
by Temp. (10HR) 109% 100% 85% 65%
B CHARGE
Using Mode Cycle use Float use
Charge Voltage (20C) 2.35~2.40V(-5mV/C) 2.25~2.29V(-3mV/C)




B CONSTANT CURRENT DISCHARGE CHARACTERISTICS UNIT: A (20°C)

FV/Time | 15min | 30min 1h 2h 3h 5h 8h 10h 20h
1.70V 490 375 240 150 111 76.5 53.0 45.0 24.1
175V 4492 348 235 146 109 75.6 52.8 4.5 23.8
1.80V 3% 318 222 141 105 73.8 51.6 42.0 22.5
1.83V 348 293 210 136 102 72.0 51.0 4.8 24
187V 300 260 191 128 97.0 68.0 48.6 40.8 21.8
1.90v 250 2A 174 117 91.0 64.0 47.0 39.0 20.9

B CONSTANT POWER DISCHARGE CHARACTERISTICS UNIT: W/CELL (20°C) 5§
FV/Tme | 15min | 30mn | 1h 2h 3h 5h 8h 10h 20h £
170V | 8® 653 410 2 205 1% | 955 | 828 | 483 z
175V | 707 610 284 200 133 95.1 80 | 480 3
1.80V 588 545 400 258 192 130 93.1 78.8 47.4 2
1.83V 530 476 378 257 190 125 90.3 77.5 47.0 g
18V | 4& 430 3% 36 178 117 | 837 | 762 | 4.7 :
1.90V 445 390 34 211 14 109 81.3 73.0 43.2 =
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— 110 2
=225 - T
2.17 ~ = VR T %D
g' — g 2_ T <
S 208 — Z sf = g é
= // § g‘ ™~ E g
£200 1= § &1 3 3
1.92 z : /d \ Y il [~ g "g
R ARE S 20 3 g

Y8510 20 30 40 5 60 70 8 9% 100 L S TR T R T é é
Remained Capacity(%) Storage time:months Q E

Add: No.172, Checheng Road, Wuhan Economic & Technology Development Zone, Wuhan, China, 430056.
Tel: (86)27-8489 1318 Fax: (86)27-8489 1924 E-mail: sales@cgbbattery.com




