ML Series-Large Size Batteries

MR Series-Front Terminal Batteries

MHB ML series (2V 50Ah~3,000Ah) of VRLA batteries are recognized as the most reliable and high quality battery system in the
industry. MHB ML series batteries designed with advanced AGM(Absorbent Glass Mat) technology, Long service life designed

with 20 years, the batteries comply to the most popular international standards, such as |IEC896-2, BS6290-4, Eurobat Guide.

Main Application

Telecom; Emergency lighting systems; Electric power systems;Power station; Nuclear power station;
Solar and wind powered systems; Marine equipment; Power generation plants; Alarm systems; UPS;

Medical equipment; Fire and Security systems, etc.

Voltage Terminal "Weight" Dimension(mm)
v Type w H
1 MLS50 2V 50AH/10Hr T17 3.3 161 50 166 | 175
2 ML100 2V 100AH/10Hr T18 5.9 170 72 205 | 228
3 ML150 2V 150AH/10Hr T18 8.6 172 102 208 | 223
4 ML200 2V 200AH/10Hr B6 14.1 170 110 334 | 365
5 ML250 2v 250AH/10Hr B6 19.20 171 151 340 | 365
6 ML300 2V 300AH/10Hr B6 20.50 171 1561 340 | 365
7 ML400 2V 400AH/10Hr B6 28.40 210 175 334 | 365
8 ML450 2V 450AH/10Hr B6 3.6 240 173 338 | 365
9 ML500 2v 500AH/10Hr B6 32.80 240 173 338 | 365
10 ML600 2V B600AH/10Hr B6 40.50 300 176 335 | 365
11 ML800 2V 800AH/10Hr B6 56.0 410 175 331 | 365
12 ML1000 2V 1000AH/10Hr B6 65.0 474 173 329 | 366
13 ML1500 2V 1500AH/10Hr B5 102 398 350 341 | 383
14 ML2000 2V 2000AH/10Hr B6 136 490 350 342 | 381
15 ML2500 2V 2500AH/10Hr B5 180 712 353 341 | 382
16 ML3000 2V 3000AH/10Hr B5 198 712 353 341 | 382
17 ML200 2V 200AH/10Hr B6 14.1 170 110 334 | 365
18 ML250 2V 250AH/10Hr B6 19.20 171 131 340 | 365
19 ML300 2V 300AH/10HTr B6 20.50 171 151 340 | 365
20 ML400 2V 400AH/10Hr B6 28.40 210 175 334 | 365
21 ML450 2V 450AH/10Hr B6 31.6 240 173 338 | 365
22 MLS00 2V 500AH/10Hr B6 32.80 240 173 338 | 365
23 MLE00 2V 600AH/10Hr B6 40.50 300 175 335 | 365
24 ML800 2V 800AH/10Hr B6 56.0 410 175 331 | 365
25 ML1000 2V 1000AH/10Hr B6 65.0 474 173 329 | 366
26 ML1500 2V 1500AH/10Hr B5 102 398 350 341 | 383
27 ML2000 2V 2000AH/10Hr B6 136 490 350 342 | 381
28 ML2500 2V 2500AH/10Hr B5 180 712 353 341 | 382
29 ML3000 2V 3000AH/10Hr B5 198 712 353 341 | 382
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MHB MR series (Front Terminal, 12V 50Ah-200Ah) battery is mainly used in the area of communication, which is unique in design,
reasonable in structure and occupying the leading position in the same industry of the world. With 15 years design life, the batteries
comply to the most popular international standards, such as IEC896-2, BS6290-4, Eurobat Guide.

Main Application

Telecom System

Voltage Terminal "Weight" Dimension(mm)
A Type (kg) w H
1 MR50-12 12 S0AH/10Hr B3 17.00 291 106 223 | 230
2 MR75-12 12 75AH/10Hr B4 19.50 562 115 187 | 194
3 MR100-12 12 100AH/10Hr B5 30.00 410 110 288 | 295
4 MR105-12 12 105AH/10Hr B5 32.00 527 110 225 | 232
5 MR105-12B 12 105AH/10Hr BS 31.80 507 109 223 | 228
6 MR110-12 12 110AH/10Hr B5 33.50 410 110 288 | 295
7 MR125-12 12 125AH/10Hr B5 40.20 550 105 315 | 315
8 MR155-12 12 155AH/10Hr B5 48.50 566 110 288 | 295
o MR170-12 12 180AH/10Hr B5 51.00 561 125 316 | 316
10 MR180-12 12 180AH/10Hr B5 53.8 561 125 316 | 316
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