MNL Series-Wind/Solar Energy Storage Batteries

MHB MN series (12V 33Ah~250Ah) of VRLA batteries are designed for renewable enegery applicationss where
frequent deep cycles are reguried.

Main Application

Green Energy Systems (Solar, Wind etc)

Voltage Capacity Terminal "Weight" Dimension(mm)

v Ah Type (kg) w H
1 MNL33-12 12 33AH/20Hr B4 10.80 196 131 161 | 180
2 MNL36-12 12 36AH/20Hr B4 11.50 194 133 169 | 169
3 MNL38-12 12 3BAH/20Hr B4 12.80 196 165 170 | 170
4 MNL40-12 12 40AH/20Hr B4 12.80 196 165 170 | 170
] MNL50-12 12 S0AH/10Hr B4 16.00 230 137 210 | 215
6 MNL65-12 12 70AH/10Hr BS 21,10 350 167 174 | 174
T MNL70-12 12 7TOAH/10Hr B4 21.50 260 167 213 | 216
8 MNL75-12 12 T5AH/10Hr B4 23.10 260 167 213 | 216
9 MNL90-12 12 90AH/10Hr B5 28.30 330 173 217 | 220
10 MNL100-12 12 100AH/10Hr BS 29.30 330 173 217 | 220
i MNL120-12 12 120AH/10Hr BS 32.50 330 173 217 | 220
12 MNL150-12 12 150AH/10Hr BS 42.90 486 170 243 | 243
13 MNL200-12 12 200AH/10Hr BS 60.10 523 240 219 | 223
14 MNL230-12 12 230AHMOHr B5 65.20 521 269 203 | 208
18 MNL250-12 12 250AHMOHr T16 70.50 520 269 220 | 245
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MNG Series-Gel Batteries

MHB gel series batteries are manufactured with AGM separator and colloidal or foamed silica.
The proven silica gel technology improves battery cycle life and performance at cold ambient temperatures. The number of deep
discharge cycles is increased much compared with the normal AGM batteries.

Main Application

Solar and wind systems; Cable TV; Telecommunications; Wheelchair; Marine Equipment
Military Equipment; Emergency lighting; Power Plants; Medical Devices; Golf Cart

No. Battery Voltage Capacity Terminal "Weight™ Dimension{mm)

Type v Ah Type (kg) L w H H
1 MNG17-12 12 17AHI20Hr T1/B1 5.00 181 17 187 187
2 MMNG18-12 12 1BAH/20Hr T1/B1 5.30 181 £ 167 167
3 MNGZ0-12 12 20AHIZ0Hr T1/B1 5.60 181 7 167 167
4 MMNG26-12W 12 24AHI20Hr T3/B2 7.32 175 166 126 126
5 MMNG26-12WT 12 24AH/20Hr T3/B2 7.32 175 166 125 125
6 MNG26-12H 12 26AHIZ0Hr T8 8.00 165 126 174 174
T MNG28-12 12 2BAHI20Hr T3iB2 7.92 175 166 125 125
8 MMG30-12 12 30AHI20Hr T3/82 8.70 175 166 125 126
g MNG33-12 12 33AHI20Hr T10/B4 10.80 196 131 161 164
10 MNG34-12 12 33AHI20Hr B4 11.30 196 165 170 170
1 MNG34-120 12 34AHI20Hr T 11.30 198 165 168 168
12 MMNG36-12 12 36AHIZ0Hr B4 10.80 196 131 161 180
13 MNG38-12Q 12 3BAHI20HT Ti1 12.80 196 165 168 168
14 MNG38-12T 12 3BAHIZ0Hr B4 12.80 198 185 170 170
15 MMNG40-12 12 40AH/20Hr B4 12.80 196 165 170 170
16 MNG42-12 12 42AH20Hr T11 12.10 196 165 170 170
17 MNG45-12 12 A45AHI20Hr B4 14.20 196 165 170 170
18 MMGED-12 12 S0AHM1 0Hr B4 16.00 230 137 210 215
19 MNGE4-12T 12 S4AHI10Hr BS 18.00 350 167 174 174
20 MNGE4-12Q 12 S54AHI10Hr T12 18.00 349 165 175 175
21 MMGE5-12 12 55AH/10HR B4 17.20 230 137 210 215
22 MNGED-12 12 BOAH/10Hr B4 21.20 260 167 213 216
23 MNGES-12 12 B5AHN 0Hr B5 21.20 3N 174 165 168
24 MNGE5-12A 12 TOAHI10Hr BS 21.20 350 167 174 174
25 MNG70-128 12 B5AH/1 OHr B4 20.50 260 167 213 216
26 MNG70-12 12 70AH0Hr B4 21.50 260 167 213 218
27 MNG70-12Q 12 70AHI10Hr T9 21.50 260 167 213 218
28 MNG75-12 12 75AHM OHr B4 22.30 260 167 213 216
20 MNG80-12 12 BOAHI10Hr BS 26.90 330 173 217 220
30 MNGB5-12 12 BOAHI10Hr BS 27.70 330 173 217 220
31 MMGE0-12 12 B0AHI10Hr BS 28.30 330 173 217 220
32 MNGE0-12Q 12 S0AHI OHr T13 28.30 329 173 219 240
33 MNGE2-12T 12 S0AHI10Hr B4 28.40 307 168 211 214
34 MNGE2-12Q 12 S0AHM 0Hr T9 28.40 307 169 208 227
o MMNG100-12T 12 100AH10Hr BS 29.30 330 173 217 220
36 MNG100-12Q 12 100AHM0Hr T13 29.30 329 173 219 240
ar MNG110-12 12 110AHM0Hr B5 32.50 330 173 217 220
38 MNG110-12Q 12 110AH/M0Hr T14 32.50 408 173 238 236
39 MNG120-12 12 120AHMOHr BS 35.60 330 173 217 220
40 MNG120-120 12 120AH/M0Hr T14 35.60 406 173 236 236
41 MMNG130-12 12 130AH/M10Hr B5 30.80 486 170 243 243
42 MNG135-12H 12 135AHMOHr BS 42.00 341 172 283 286
43 MNG140-12 12 140AHMOHr BS 39.80 486 170 243 243
44 MNG150-12 12 150AH/10Hr BS 42.90 486 170 243 243
45 MMNG150-12Q 12 150AH/M0Hr Ti5 42.90 486 170 240 240
46 MNG160-12 12 160AHM0Hr T15/B5 48.20 532 207 215 220
47 MNG175-12 12 175AHMOHr B5 55,20 523 240 219 223
48 MMNG180-12 12 180AH/M0Hr BS 55.20 523 240 219 223
49 MNG180-12 1 190AH0Hr BS 58.20 523 240 219 223
50 MNG200-12 12 200AHM0Hr B5 60.00 523 240 219 223
51 MNG200-124 12 200AHM0Hr B5 62.50 523 240 219 223
52 MNG210-12 12 210AHM0Hr BS 62.50 521 269 208 208
53 MNG210-12Q 12 210AHM10Hr T18 B62.50 521 269 203 228
54 MNG230-12 12 230AHM0Hr B5 65.20 521 269 203 208
55 MNG240-12B 12 240AHMOHr T18 B67.30 520 269 220 248
56 MNGZ250-12 12 250AHM0Hr T16 70.50 520 269 220 245
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