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By combining the newly developed tubular

positive plates with fumed gelled electrolyte,

TAICO created the innovative OPzV range

of batteries. The range offers 18-20 years

design life and very high deep cycling

capabilities. This range is recommended for

power station, solar system etc.
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Container Material
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Positive Plate
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Negative Plate
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Separators
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Electrolyte
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Charging Volt in V/Cell
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Charging Current
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Operating Temp. Range
TEARRE

Cycles up to
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SPECIFICATION

2V

200Ah - 3000Ah

High-strength opaque
ABS

Tubular plate with
lead-calcium-tin grid alloy

Flat pasted plate with
lead-calcium grid alloy

Microporous PVC-SiO2
separator

Gel: SiO2 gelled sulfuric
acid

2.33-2.40V/cell

0.1CA

-15°C - 50°C

3500 @50% DOD

15-20 Year

IEC60896-21/22: 2004
DIN43539-T5 1984
DIN40742:1999
IEC61427-2005
YD/T1360-2005

GB/T 22473-2008
BSEN 61427-2002
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APPROX. DIMENSION BOX

AR WEIGHT (LXW X H x TH) MATERIAL UL
TPPV2-200 2V 200AH 18Kg 103*206*355*390mm  ABS T8
TPPV2-250 2V 250AH 21.5Kg 124*206*355*390mm ABS T8
TPPV2-300 2V 300AH 25Kg 145*206*355*390mm  ABS T8
TPPV2-350 2V 350AH 28.5Kg 124*206*471*506mm  ABS T8
TPPV2-420 2V 420AH 33Kg 145*206*471*506mm  ABS T8
TPPV2-490 2V 490AH 38.5Kg 166*206*471*506mm  ABS T8
TPPV2-500 2V 500AH 38.5Kg 166*206*471*506mm  ABS T8
TPPV2-600 2V 600AH 46Kg 145*206*646*681Tmm  ABS T8
TPPV2-770 2V 770AH 56Kg 253*210*470*506mm  ABS T8
TPPV2-800 2V 800AH 63Kg 191*210*646*681Tmm  ABS T8
TPPV2-1000 2V 1000AH 77Kg 233*210*646"681Tmm  ABS T8
TPPV2-1200 2V 1200AH 92Kg 275*210*646"681Tmm  ABS T8
TPPV2-1500 2V 1500AH 110Kg 275*210*796*831Tmm  ABS T8
TPPV2-2000 2V 2000AH 152Kg 399*210*772*807mm  ABS T8
TPPV2-2500 2V 2500AH 190Kg 487*212*772*807mm  ABS T8
TPPV2-3000 2V 3000AH 225Kg 576*212*772*807mm ABS T8
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