CSPOWER BATTERY: Constant Safe POWER for YOU

CS SERIES VRLA AGM BATTERY

Voltage: &Y, 12V
Capacity: upto 6V200AH ,12V250AH

Designed floating service |ife: 8-10 years @ 25 “C/7T °F.

SUMMARY

CSPOWER sealed free VRLA batieries are designed to
hawve a large amount of stored cument discharged
between charging sessions, with very heavy non-porous
battery plates to withstand repeated major discharging
and charging cycle, The CSPOWER AGM balfery uses
8 different chemistry for the plates aclive paste material,
and a slighfly stronger electrolyte than normal batiery

electrolyte, thus the CS range features 30% higher
cychc life with 10 years of float life when comparad 1o
the standard Duwration range.

FEATURES AND BENEFITS

A0% more cyclic life through innovation at the PAM
additives

Laong life expeciancy of 10 years in floating condifion
Thick flat plate with high Tin low Calcium alloy

Wide operating temperature range from -20 "C to 40°C
3% Low self-discharge rala

Very good cycle performance: up to 700 cycles
@ 50% DOD

Excelent desp discharge recovary capability

CONSTRUCTION

Puositive plata — Thick high Sn low Ca and with special
pasta

Megative plate — Balanced Pb-Ca grid for improved
recombination afficiency

Saparator — Advanced AGM separator for high pressure
cell dasign

Electrolyts — Diluta high purity suffuric acsd

Battary containar and cover — Fire rasistance ABS, walar
proof

Pillar seal — Two layers epoxy rasin seal

Reliaf valve — Complate with integrated flama arrastor

- 6 - www.csagmbattery.com

CHARC

Caonstant voltage charging is recommended
Recommended float charge voltage: 2.27Vicell
m20~25"C

Float voltage temperature compensation; -3m"Cloal |
Float voltage range; 2.27 to 2,30 Vicell @ 20-25°C
Cyclic application charge voltage ; 2,40 to 2.47 Vicell @
20-25°C

Max. charge current allowable : 0.25C

APPLICATIONS

= Eleciric Powered Vehicles < Golf Cars and Buggies
= Whesl| Chairs #» Power Toals

# Electric Powerad Toys # Control System

= Medical Equipments » UPS systems

& Solar and Wind #» Emergency systems

COMPLIED STANDARDS

= LIL s CE

= |EC 61427 « |EC B0896-21/22

» B5SE290 part 4 * Eurcbat guide, long life
o GBIT 22473 s |ATA and IMDG

& 1S09001M14001118001

Shenzhen CSPOWER Battery Tech Co.,Ltd.

CSPOWER Yoltage Capacity Battery Dimension {mm) “i“lm :
MOBEL (kg]  Terminal Bolt
[ Ah) Lengih  Widih Height Total Heighi  (£3%)
CS6-180 L 180 260 130 247 251 21.5 TS MBx16
CS6-180A L 180 046 [58 2 X5 27 TS MEx16
CE6-2040 b 200 260 120 247 151 20.5 T3 ME=16
CS56-2004 L 200 323 178 224 i) 28,5 TS MB® 16
CR12-15 i2 i5 52 L2 5 {13 18 Fl1F2 /
CEI2-17/18 12 17718 181 n 167 167 52 Tl M6
C811-20 12 X 181 T 167 167 f T2 M 16
CR11-14 2 24 165 126 174 I .3 T2 Mbx16
CE11-16 12 M 166 175 124 126 B3 T2 M« 16
C512-33 12 33 1496 130 155 167 10 j M6
CHE12-18/40 12 AR 1498 La6 172 173 123 T2 Mast16
CE11-45 12 45 198 L& 174 174 13 2 Mbx16
CE11-50 12 50 9 38 208 212 15.5 T3 Mix16
C811-55 12 35 9 138 20 212 162 T3 Mt 16
C8512-65 12 5 350 157 175 178 205 T3 Mox16
CE12-T0 12 il 150 157 178 178 215 T3 M= 16
CE11-T8 12 75 260 168 211 215 o) 3 M= 16
51280 12 =l 260 169 211 215 3.5 ] MH=16
CHE12-R5/90 12 R5/00 EE | 174 214 9 25 T3 Mbx16
CE12-100 I2 100 w7 L4658 211 216 7 T3 M« 16
CE12-1004 12 100 331 174 214 219 29 T4 MEx16
Cs12-120 12 120 47 173 210 33 LX) TS MAx16
CS12-120A e 120 407 173 210 33 £ TS ME=16
CE12-135 12 135 341 173 283 IBR 4] T3 ME=16
CE12-150A 12 150 484 17 241 241 4] T4 MB>16
CS512-150 i2 150 484 | 241 Ml 43.5 Td MBx16
CHE12-160 12 1&0 532 206 214 gz 485 T4 MEx16
CE12-180 12 180 532 20 216 It 53 T4 MEx16
CH12-200 12 20 222 240 219 X5 Sl TS MEx16
CR12-100A 12 i 522 240 219 x4 SR TS MEx16
C512-230 12 230 522 240 219 25 L1 TS MEx16
CE12-250 12 250 520 268 ] x5 M T3 ME=16
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