12.8V 150AH
Lithium Battery
Lead Acid Replacement

PRODUCT FEATURES

FLEXIBILITY AND COMPATIBLE
Easy to install with simple connection
No Limit On Capacity Extends
Digital Display to Show SOC And Voltage
High Energy Density
Buletooth Function Optional
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Weight: 16KG

SAFETY AND RELIABILITY
High safety grade of battery
Long cycle life
Advanced BMS Protection
Replacing Lead Acid
Lithium Battery Tech



TYPICAL SPECIFICATION

HiH Item

£% Rating

%t Note

il Type

LiFePO4 Battery

TS Cell Model

Discharge : 0.1C

AR Nominal Capacly Ll Cut-off Voltage:2 5V
. y . ) Discharge : 0.1C
#5 Cell Typical capacity StV & & 150Ah Cut-off Voltage: 2.5V
{E# L E Nominal voltage 3.2V
HIE Internal Impedance 22mQ
Length 125 :227 mm Max
Width %5161 mm Max
fi5} Dimension Thickness 75 : 11.0mmMax
FHE Weight #] 2500g
#5477 Pack Methed 432p
W ' ’ Discharge : 0.1C
I ;
SRR Hewairisl Copaeify 1atzsh Cut-off Voltage: 10V
e e . Discharge : 0.1C
3, s F
Wt Meoanum Capacity 1SN Cut-off Voltage: 10V
s E Nominal Voltage 12.8v
fE . Energy 1920Wh
JLHL L E Charge Voltage 14.6V
1A HL 8 1E L Discharge cut-off voltage | 10V
. 2775, Charge Method coicy
N FrifE S B AT Standard Charge -
Rt 2H Current
Batterypack | A Max Charge Current | 150A
FRAE L LT Standard Discharge -
Current
ﬁ%_k'}f‘?ﬁﬁﬂ?li’_l%tfﬁf Max. Continues 150A
Discharge current
& #4fr Cycle Life 3000 times (&) 80%
HEE Internal Impedance <70mQ
AT 5 -aci
R+ Dimension L484 7xH240 8<W169.7m | B:Mi%h7% Lead-acid
m shell
3] £ Output Wire /

## 7 Output Connector

M8 i1 M8 terminal

EHE Weight

ApproxT16kg

CEig [l Working Temperature
Range

Charge: 0°C—45"C
Discharge: -20°C--60°C

&5 Storage Temperature

-10°C—45°C

Product Display




