
1.5KW/2.2KW/3.0KW/3.6KW/4.4KW/5.0KW/6.0KW

Wifi/GPRS/Lan communication optional

 

PV Inverter Expert

Big LCD display 

Compact and easy to install

Power export limit

Data Sheet
Three Phase All-in-One ESS with HV Battery

Thinkpower High Voltage

4.0kW / 5.0kW / 6.0KW / 8.0KW / 10.0KW / 12.0KW

Three Phase All-in-One  ESS

Asymmetric AC output for 
both on/off-grid loading 

＜10ms UPS emergency 
grid power back-up

Integrated smart EMS support 
various power applications

paralleled to support bigger loading
Both on & off-grid ports can be＜10ms

ANYTIME,ANYWHERE

PLATFORM

REMOTE
MONITORING

Monitor system performance in

real-time via smartphone app or

web portal using out advanced

monitoring platform.

PV Hybrid Expert

Great reliability

Superior  LiFePO4 technology 
with 6,000 cycles at  90% DOD
10 years standard warranty

Modular  design promotes redundancy

A
ll-
in
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ne
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SS

For more about the Thinkpower High Voltage

Three Phase All-in-One, please visit. 

Safer

Full  high voltage protection 
for  battery instal lat ion

Superior  LiFePO4 Safety Performance
Whole system safety tested 
and cert if ied by Dekra Germany

Simpler

Quick and easy s ingle person instal lat ion
Interconnects  with standard household

S Series Single Phase

ANYTIME,ANYWHERE

PLATFORM

REMOTE
MONITORING

Monitor system performance in
real-time via smartphone app or
web portal using out advanced

monitoring platform .



Pv inverter expertSOLAR GRID TIED INVERTER

smart energy solution for your family
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Optional
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Transformerless

IP65 according to IEC60529

-25 ~ +60

Natural convection

<2000m without power derating

< 25

Graphic LCD

Standard WIFI; RS485 (optional)

5 years; 5/7/10 years for optional
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 208,220,230,240/180~270

50Hz,60Hz(auto-selection) / 44Hz-55Hz; 54Hz-65Hz

 Single phase

~1%(Adjustable from 0.8 leading to 0.8 lagging)
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Model No S1000TL S1500TL S2200TL S3000TL S3600TL S4400TL S5000TL S6000TL

Max DC power (W)

Max DC voltage (Vdc)

Min System start/Shut down voltage (Vdc)

MPPT voltage range(Vdc)

Max. input current (A)

Number of MPP trackers

Strings per MPP tracker

Nominal output power (W)

Maximum output power (W)

Nominal output voltage/range (V) 

AC grid frequency/range (Hz)

Maximum output current (A)

AC connection (with PE)

Current distortion(THDi)

Power factor

DC Side / Input Parameters

AC Side / Output Parameters

Maximum conversion efficiency

European efficiency

MPPT efficiency

ficiency

DC reverse-polarity protection

Anti-islanding / Overvoltage protection

Short circuit protection

Leakage current protection

Grid monitoring / Ground fault monitoring

DC/AC side SPD(thermally protected)

Safety and Protection

Dimension (L/W/H)(mm)

eight (kg)

Embedded DC Switch

Night power consumption (W)

Isolation type

Protection degree

Operation temperature (ºC)

Cooling concept

Operatiing Altitude (m)

Acoustic noise level (dB)

Display

Communication Interface

arranty

General Parameters

CE-(EMC/LVD) : EN(IEC) 61000-1/-2/-3/; EN(IEC) 62109-1/-2

Certificates and Approvals


