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AE P6-60 Series 270W-290W

-
= AESOLAR
POLVY-CRYSTALLINEPYV MODULES -
FULL CELLSeMONO-FACIAL
90211 % 94611
Cell type Poly-Si PERC, Full cells, 156.75 mm M ;
No. of cells 60 /4\| \
Glass 3,2 mm, high transmission, AR coated, tempered Junction
Encapsulation EVA N box |
Back cover White Backsheet ltllathode + Anode
Junction box IP68 rated, 3 Bypass Diodes - -
Frame 30 mm anodized Aluminium alloy § /,{/Qﬁ % §
Cable 1 x4 mm?, 900 mm length or customized < Grounding ® 2
Connectors MC 4 / MC 4 compatible hole
Dimension 1650 mm x 992 mm x 30 mm A L DJA Connector 7
Weight 17kg Mounting hole
Hail resistance Max. @ 25 mm at 23 m/s
Wind load 2400 Pal 244 kg/ m? i Drainage hole
Mechanical load 5400 Pa/ 550 kg/ m? Front Side Back Side
. E—
Packaging configuration 76 pcs / double pallets f_"] 8 =
Loading capacity 1064 pcs / 40 HQ ] 0 ;5774
Size / Pallet 1685 mm x 1140 mm x 2390 mm Drainage hole | Mounting hole II Section A-A Section B-B
Weight 1352 kg / double pallets
. OUR PERFORMANCE GUARANTEE

Temperature ratings

Cellstemp.=25°C
. . B Commercial modules M AE Solar

1000 W/m?
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290.1 W

Operating temperature (°C) -40 to +85 el 500 Wi §
Temp.coefficient of Prax (%/°C) -0.40 % o Em
Temp.coefficient of Vo %/°C -0.31 5 & o 80.2%
Nom. operating temp. NOCT  (°C) 45+ 2 ‘ ‘ ‘ ‘ é .
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Voltage [V] Years

Electrical specifications (STC*). AE270P6-60 AE275P6-60 AE280P6-60 AE285P6-60
Nominal Max. Power Pmax (Wp) 270 275 280 285 290
Maximum operating voltage Vuer (V) 30.82 31.24 31.65 32.07 32.48
Maximum operating current Ivep (A) 8.76 8.80 8.85 8.89 8.93
Open-circuit voltage Vo (V) 38.31 38.52 38.72 38.93 39.14
Short-circuit current lsc (A) 9.31 9185 9.38 9.44 9.47
Module efficiency n (%) 16.50 16.80 17.11 17.41 17.72
Power tolerance (W) 0~+5
Maximum system Voltage (V) 1500
Maximum series fuse rating (A) 15

*STC: Standard test conditions (Irradiance 1000 W/m?, Cell temperature 25°C and air mass of AM1.5)

Electrical specifications (NMOT*): AE270P6-60 AE275P6-60 AE280P6-60 AE285P6-60

Nominal Max. Power Pmax (Wp) 205 209 212 216 220

Maximum operating voltage Vee (V) 29.29 29.68 30.07 30.47 30.86
Maximum operating current Ivpe (A) 7.00 7.04 7.08 7.11 7.14
Open-circuit voltage Voo (V) 36.39 36.59 36.79 36.98 37.18
Short-circuit current lsc (A) 7.46 7.48 7.50 7.55 7.58

*NMOT: Normal Module Operating Temperature (Irradiance 800 W/m?, Ambient temperature 20°C, air mass of AM1.5 and wind speed of 1 m/s)
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