
540-560Watt
144cells
182 P- Type
Mono-BIFACIAL Module

0.45%



Temperature Dependence of
Isc,Voc,Pmax
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Length: ±2mm

Width: ±2mm

Height: ±1mm

Row Pitch: ±2mm
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Cell  Type

No. of cells

Dimensions

Weight
Front Glass

Frame

Junction Box

30.5 kg 

IP68 Rated

2.0mm, Anti-Reflection Coating

Back Glass 2.0mm, Heat Strengthened Glass

Anodized Aluminium Alloy

2278×1134×30mm/35mm 

144 (6×24)

182 P type Mono-crystalline

Output Cables
TUV  1×4.0mm2

(+): 300mm , (-): 300mm or Customized Length

Maximum Power (Pmax) 
Module Efficiency STC (%)

Maximum Power (Pmax) 
Module Efficiency STC (%)

Maximum Power (Pmax) 
Module Efficiency STC (%)

5%

15%

25%

22.15%

572Wp

24.26%

627Wp

26.37%

681Wp

22.36%

578Wp

24.48%

633Wp

26.61%

688Wp

22.56%

583Wp

24.71%

638Wp

26.86%

694Wp

21.95%

567Wp

24.04%

621Wp

26.13%

675Wp

BIFACIAL OUTPUT-REARSIDE POWER GAIN

-40℃~+85℃

1000/1500VDC (IEC) 

25A

0~+3%

-0.35%/℃

-0.28%/℃

0.048%/℃

45±2℃

Module Type 

Maximum Power (Pmax) 

Maximum Power Voltage (Vmp) 

Maximum Power Current (Imp) 

Open-circuit Voltage (Voc)

Short-circuit Current (Isc)

Module Efficiency STC (%)

Operating Temperature(℃)

Maximum system voltage

Maximum series fuse rating

Power tolerance

Temperature coefficients of Pmax

Temperature coefficients of Voc

Temperature coefficients of Isc

Nominal operating cell temperature  (NOCT) 

21.10% 21.32% 21.50%20.90%

GPMDG-540W(144)       GPMDG-545W(144)     GPMDG-550W(144)      GPMDG-555W(144)

21.68%

GPMDG-560W(144)

22.75%

588Wp

24.94%

643Wp

26.99%

699Wp

NOCTSTC NOCTSTC NOCTSTCNOCTSTC NOCTSTC

36pcs/pallets, 72pcs/stack,720pcs/ 40'HQ Container

545Wp

41.80V

13.04A

49.75V

14.00A

405Wp

10.60A

38.25V

46.74V

11.26A

550Wp

41.96V

13.11A

49.90V

14.07A

409Wp

10.65A

38.42V

46.84V

11.33A

555Wp

42.12V

13.18A

50.05V

14.14A

413Wp

10.70A

38.59V

46.93V

11.40A

540Wp

41.64V

12.97A

49.60V

13.93A

402Wp

10.55A

38.08V

46.65V

11.19A

560Wp

42.28V

13.25A

50.20V

14.21A

417Wp

10.77A

38.69V

47.02V

11.48A


