GEUNRower

Electrical Characteristics

Module Type M10-54-400-BG | M10-54-405-BG | M10-54-410-BG | M10-54-415-BG

Front Front Back Front Front Back Front Front Back Front Front Back
STC NOCT STC STC NOCT | STC STC NOCT STC STC NOCT | STC

Maximum Power at STC (Pmp) | 400 301 280 405 304 284 410 308 287 415 311 291
Open Circuit Voltage (Voc) 37.1 346 37.1 37.2 347 372 373 34.8 37.3 374 349 374
Short Circuit Current (Isc) 13.6010.99 9.59 13.70 11.07 9.66 13.80 11.15 9.73 13.90 11.23 9.80
Maximum Power Voltage (Vmp) 30.8 28.8 30.8 30.9 28.9 30.9 31.0 29.0 31.0 31.2 29.1 311
Maximum Power Current (Imp) 12.99 10.44 9.10 13.10 10.51 9.17 13.21 10.59 9.25 13.32 10.66 9.34

Module Efficiency at STC(nm) 20.48 20.74 21.00 21.25
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Power Tolerance
Maximum System Voltage

Maximum Series Fuse Rating

(0,4+4.99)
1500 VDC

25A
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Power Gain 10% 15% 20%

14001

Maximum Power -Pmp (W) 451 472 492

Open Circuit Voltage -Voc (V) 37.2 37.2 37.2
Short Circuit Current -Isc (A) 15.18 15.87 16.56
10:1

Maximum Power Voltage -Vmp (V) 31.1 31.1 31.1 . . - Section A-A
Maximum Power Current -Imp (A) 14.53 15.19 15.85

Temperature Characteristics
Pmax Temperature Coefficient -0.34 %/°C

Voc Temperature Coefficient -0.26 %/°C

Isc Temperature Coefficient +0.05 %/°C

Operating Temperature -40~+85°C
Nominal Operating Cell Temperature(NOCT) 45+2 °C
Fire Rating Class C

Mechanical Specifications

External Dimensions 1722 x 1134 x 28 mm

Weight 18.5kg

Solar Cells PERC Mono crystalline(108pcs)

Front Glass 1.6mm+1.6mm AR coating semi-tempered glass, low iron M1 0 — 54-40 0 -41 5w- B G
Frame Anodized aluminium alloy

Junction Box IP68,3 diodes

Output Cables 4.0 mm?,Portrait:900mm or Customized Length
‘ Connector Genuine MC4 Connector /Compatible MC4 Connector

Mechanical Load Front side 5400Pa/ Rear side 2400Pa

Packing Configuration

1722 x 1134 x 28 mm E
Container ’ /

‘ Pieces per Pallet Guarantee on product linear power
‘ Pallets per Container YEARS | material and workmanship | YEars | output warranty

Pieces per Container
' Made in China

Add:Lianrong Village,Henglin Town,Wuijin District,213101 Changzhou City,Jiangsu Province, PEOPLE’S REPUBLIC OF CHINA

Factory Address:No.1-2,Hengyao Rd,Henglin Town,Wujin Dirstrict,213000,Changzhou,China Tel:+86-519-85260699 Fax:+86

Jiangsu Guoyang Photoelectric Technology Co.,Ltd Info@gsunp.com | www
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