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Mechanical Specifications

Electrical Characteristics

Temperature Characteristics

External Dimensions

Weight

Solar Cells 

Front Glass 

Frame 

Junction Box 

Output Cables 

Connector

Mechanical Load

1640 x 992 x 30 mm

18.2kg

Poly 5BB 157x157mm (60pcs)    

3.2 mm AR coating tempered glass, low iron

Anodized aluminium alloy

IP68,3 diodes

4.0 mm²,Portrait:900mm or Customized Length

Genuine MC4 Connector /Compatible MC4 Connector

Front side 5400Pa/ Rear side 2400Pa

-0.36 %/°C

-0.28 %/°C

+0.05 %/°C 

-40～+85 °C

45±2 °C

Packing Configuration 
 

Pieces per Pallet 
Pallets per Container 

Pieces per Container

Container 40’HQ

14

1106

36+36+7

1640 x 992 x 30 mm

STC: lrradiance 1000 W/m² module temperature 25°C AM=1.5;

(0,+4.99)

1000 VDC

20A

P6-60-280 P6-60-285

Maximum Power at STC (Pmp)

Open Circuit Voltage (Voc)

Short Circuit Current (Isc)

Maximum Power Voltage (Vmp)

Maximum Power Current (Imp)

Module Efficiency  at STC(ηm)

Power Tolerance

Maximum System Voltage

Maximum Series Fuse Rating 

Pmax Temperature Coefficient

Voc Temperature Coefficient

Isc Temperature Coefficient

Operating Temperature

Module Type P6-60-290

STC

285

39.5

9.59

31.5

9.05

STC

280

39.3

9.45

31.4

8.92

17.2 17.5

STC

290

39.6

9.73

31.6

9.18

 17.8

Product Certificates

Nominal Operating Cell Temperature(NOCT)

Fire Rating Class C

Made in China

Jiangsu Guoyang Photoelectric Technology Co.,Ltd
Add:Lianrong Village,Henglin Town,Wujin District,213101 Changzhou City,Jiangsu Province,PEOPLE’S REPUBLIC OF CHINA
Factory Address:No.1-2,Hengyao Rd,Henglin Town,Wujin Dirstrict,213000,Changzhou,China

Info@gsunp.com  |  www.gsunp.com
Tel:+86-519-85260699  Fax:+86-519-85260299

P6-60-280-290W

I-V  Curve 
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