
1.Simple structure, small space occupied, flexible layout, easy installation, operation and maintenance

2.In-Built fire protection, temperature control, and early-warning systems for multiple security guarantees

3.Intelligent control system, which can be connected to the local monitoring system 

4.IP54 protection grade, available for withstanding various climatic environments
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Phylion Commerical & Industrial Products
Product Type

DC side Parameter

Battery Energy（kWh）

Cell Capacity（Ah）

BMS Interface/connector type

DC Voltage range（Vdc）

Depth of Discharge（DOD）

AC side Parameter

Rated output Power（kW)

Max. output Power (kVA)

Rated output current（A）

Max.output current（A）

DC Voltage component

Harmony（THDI）

Rated output Voltage（Vac）

AC Voltage range（Vac）

Rated output Frequency（Hz）

Frequency range（Hz）

Power factor

AC output wiring system

Topology

Long-running Power 

runtime≤10min

Power（stop running）

General parameter

System RTE

Switching time(ms)

Protect Degree

Fire system

Operating Temperature range（°C）

Relative Humidity

Dimensions/W*D*H（mm）

Weight（kg）

Installation

Noise level(dB)

Anti-corrosion grade

BMS communication protocol

EMS communication protocol

PCS cooling type

Cooling type（Battery）

Altitude（m）

Cycle number

Lifespan（year）

Warranty（year）

Certification

50kW/100kWh

109.4

150

50

55

125

150

<0.5%

950*1250*2200

≤2000

100kW/200kWh

204.2

280

100

110

250

300

<0.5%

1700*1250*2200

≤3500

RJ45/RS485/CAN

320-850

90%

<3%(Rated output power）

400

320-460

50/60

48-52/58-62

-0.9~+0.9

3W+N+PE

Transformerless

≤105%（Off grid）

105%~110%

>110%

~90%

20

IP54

Optional：heptafluoropropane/perfluorohexane

30~55

0-95%（no condensing）

Outside ,On the Ground

≤70

C4

RS485/CAN

RS485,TCP/IP

Smart Fan Cooling

Optional：Force-air/Liquid-cooling

4500（>3000，derating）

6000（0.5C ，90%DOD，RT）

10

10

IEC62619/IEC63056/UN38.3/CE/GB36276
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