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Specification & Price List for 
Hybrid Inverter with inbuilt MPPT Controller (SCI-EVO-2000 & 3200 series)

Key Features:
 ◆ P ure S ine  W ave S o lar H ybrid  Inverte r;
 ◆ O utput P ow er Fac tor 1 .0
 ◆ B u lit-in  M P P T  so lar contro lle r, m ax  charge current 80A ;
 ◆ M ax 2000W  &  3000W  so lar input pow er respective ly ;
 ◆ W ide P V  input vo ltage range  (30-400V D C ), low est vo ltage  on ly  30V ;
 ◆ B u ilt-in  an ti-dusk  k it fo r harsh  env ironm ent;
 ◆ S m art ba tte ry  charge des ign  to  m ax im ize  batte ry  lifespan;
 ◆ C om patibe w ith  lith ium  batte ry ;
 ◆ W IF I ava ilab le  fo r IO S  and A ndro id  sys tem s.

Model SCI-EVO-2000 SCI-EVO-3200

RATED POWER 2000V A /1600W 3200V A /3000W

AC INPUT

AC Input Voltage 230V A C

Selectable Voltage Range
 170-280 V A C  (For P ersona l C om puters )

90-280 V A C  (For H om e A pp liances)

Frequency Range 50 H z/60  H z (A uto  sens ing)

AC OUTPUT

AC Voltage Regulation (Batt. Mode) 230V A C  ± 5%

Surge Power 4000V A 6400V A

Efficiency (Peak) PV to Inverter 98%

Efficiency (Peak) Battery to Inverter 94%

Transfer Time 10  m s (For P ersona l C om puters );  20  m s  (For H om e A pp liances)

Waveform P ure s ine  w ave

BATTERY & AC CHARGER

Battery Voltage 12V D C 24V D C

Floating Charge Voltage 13.5V D C 27V D C

Overcharge Protection 16V D C 33V D C

Maximum AC Charge Current 60A

SOLAR CHARGER

Maximum PV Array Power 2000W 3000W

MPPT Range @ Operating Voltage 30-400V D C

Maximum PV Array Open Circuit Voltage 400V D C

Maximum Charging Current 80A



PHYSICAL

Dimension, D x W x H (mm) 360*270*100m m 390*270*100m m

Net Weight (kg) 4.4 5.4

INTERFACE

Communication interface W IF I

OPERATING ENVIRONMENT

Humidity 5%  to 95%  R ela tive  H um id ity (N on-condens ing)

Operating Temperature –10°C  - 50°C

Storage Temperature –15°C  - 60°C

Warranty 2 Y ears


