SHARED
AND BEYOND

HAHES Module Type HTL-535M10 HTL-540M10 HTL-545M10 HTL-550M10 HTL-555M10
STC NOCT STC NOCT STC NOCT S8STC NOCT S8TC NOCT
5 3 5 o 5 5 5 Wa tt RAINE Maximum Power- Pmax(W) 585 399.9 540 403.6 545 407.4 550 411.1 555 414.8
182mm 144Cells PV Module FFEEBE Open Circuit Voltage - Voc(V) 49.35 46.40 49.50 46.54 49.65 46.68 49.80 46.82 49.95 46.97
TR Short- Circuit Current - Isc(A) 13.78 1112 | 13.85 1117 13192 11.23 13.89 11.29 | 14.056 11.34
IE{ETHZRBE Voltage at Pmax -Vmp(V) 4150 38.72 41.65 38.86 41.80 39.00 41.95 39.14 42.10 39.28
BLACK “BLACK FRAME/BLACK BAC -
' AR UPON IE{EThERrR Current at Pmax - Imp(A) 12.90 10.33 12.97 10.39 13.04 10.45 13.12 10.51 13.19 10.56
LEILEES Module Efficiency -nm(%) 20.7 / 20.9 / 214 / 203 /215
mERE Power Tolerance(W) (0/+5)
BARFRE Maximum System Voltage(V) 1500Vdc (IEC)
| BB R5{RI8 22 8EE Maximum Series Fuse Rating (A) 30A
STC : Irradiance 1000W/m? Cell Temperature 25°C, Air Mass 1.5 NOCT : Irradiance 800W/m?, Ambient Temperature 20°C, Air Mass 1.5, Wind Speed 1m/s
. Additional Value from
HTL Linear Warranty
SMERT External Dimensions 2279 x 1134 x 35mm
Eoh--o Weight 27.5kg
APHBEER Solar Cells Mono crystalline 182*91mm (6x24pcs)
bivee] Front Glass AR Coated 3. 2 mm tempered glass
BHE Frame Anodized aluminum alloy
BLE Junction Box 2|P67
EE HER 4 Output Cables 4.0mm?, 30cm (+),30cm (-), length can be customized
st Connector MC4 Compatible
R Mechanical Load Front Side Max. 5400Pa, Rear Side Max. 2400Pa
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PRODUCT FEATURE .
2279 x 1134 x 35mm I&EINZR Pmax Temperature Coefficient -0.350%/°C
s = Container 20'GP 40’HQ FFRREE Voc Temperature Coefficient -0.275%/°C
ﬁ;@_ g @ BIEHE Pieces per Pallet 31 31 SIREE Isc Temperature Coefficient +0.045%/°C
FERER 2 Pallet: Contai AE: SRS EE| Operating T t ~40 ~ o
High Using high Excellent High quality ~ 100% inspection, ~ Anti LID AntiPID  Lower temperature SREMITR  Pallets per Container g 20 A LARRESBE] Operating Temperature 40~ +85°C
transmissivity:  efficiency mono performance  junction box and to guarantee coefficient FERFEEE  Pieces per Container 155 620 tET{ERE Nominal Operating Cell Temperature(NOCT) 45 +2°C
low-iron solar cells in low-light connector the reliability of =
tempered glass. environments systems solar systems
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