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Specification & Price List for 
Hybrid Inverter with inbuilt MPPT Controller (SCI-EVO-7200/8200/10200 series)-Jun-2023

Key Features:
 ◆ P ure  S ine W ave  S o la r H ybrid  Inverte r;
 ◆ B e ab le  to  run  w ithou t ba tte ry ;
 ◆ O ne -key  res to ring  to  fac to ry de fau lt se ttings ;
 ◆ B u ilt-in  L ith ium  batte ry  au tom atic  ac tiva tion ;
 ◆ B u lit- in  160A  M P P T so la r con tro lle r(fo r 10 .2K W ), 
     140A (fo r 7 .2K W );
 ◆ M ax 7500W  &  10800W  so la r inpu t pow er respec tive ly ;
 ◆ W ide  P V  inpu t vo ltage range  (90 -450V D C );
 ◆ B u ilt- in  an ti-dusk  k it fo r harsh env ironm ent.
 ◆ S m art ba tte ry  charge des ign  to  m ax im ize ba tte ry  lifespan
 ◆ D ua l P V  Inpu t &  A C  ou tpu t;
 ◆ W IF I ava ilab le  fo r IO S  and A ndro id  sys tem s.

Model SCI-EVO-7200 SCI-EVO-8200 SCI-EVO-10200

RATED POWER 7200W 8200W 10200W

Maximum PV Input Power 7500W 8200W 10800W

GRID-TIED OPERATION

PV INPUT (DC)

Nominal DC Voltage/Maximum DC Voltage 360V D C /500V D C

Start-up Voltage/Initial Feeding Voltage 90V D C /120V D C

MPPT DC Voltage Range 90-450V D C

Number of MPPT Trackers/Maximum Input Current 1/27A 1/27A 2/18A

GRID OUTPUT (AC)

Nominal AC Output Voltage 220/230/240V A C

AC Output Voltage Range 195.5-253V A C

Nominal AC Output Current 31.3A 35.6A 44.3A

Power Factor >0.99

Feed-in Grid Frequency Range 49-51±1H z / 59 -61±1H z

EFFICIENCY

Maximum Conversion Efficiency (Solar to AC) 98%

TWO LOADS OUTPUT POWER

Full Load 7200W 8200W 10200W

Maximum Main Load 7200W 8200W 10200W

Maximum Second Load (battery mode) 2400W 2733W 3400W

Main Load Cut Off Voltage 44V D C 44V D C 44V D C

Main Load Return Voltage 48V D C 48V D C 48V D C

OFF-GRID OPERATION

AC Start-up Voltage/Auto Restart Voltage 120 -140V A C /180V A C

Acceptable AC Input Voltage Range 90-280V A C  or 170-280V A C

Maximum AC Input Current 40A 40A 50A

Nominal Operating Frequency 50/60H z

Surge Power 14400W 16400W 20400W

BATTERY MODE OUTPUT (AC)

Nominal Output Voltage 220/230/240V A C

Output Waveform P ure s ine w ave

Efficiency (DC to AC) 94%

BATTERY & CHARGER

Nominal DC Voltage 48V D C 48V D C 48V D C

Maximum Charging Current(Solar to AC) 140A 160A 160A

Maximum AC Charging Current 120A 140A 160A

GENERAL

Dimension, D x W x H (mm) 500*390*130m m 500*390*130m m 530*390*130m m

Net Weight (kgs) 13.1kg 13.1kg 14.5kg

Communication interface W IF I

Humidity 5%  to  95%  R e la tive  H um id ity  (N on-condens ing)

Operating Temperature –10 °C  - 50°C

Storage Temperature –15 °C  - 60°C

Warranty 2 Y ears
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