
Intelligence
• Support Wifi view real-�me data through APP
• Large LCD screen with real-�me data

Designed for families
• Support Off-grid/Hybrid/On-Grid output
• Mul�ple charge and discharge modes available

User-friendly
• Get started quickly and use it instantly
• Min. width of just 13cm, saving space in the home

Safety
• High quality lithium iron phosphate cells
• Proven Li-ion ba�ery management solu�ons

Technical parameters
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Intelligent
• Support grid-connected and off-grid opera�on and cooperate with STS to realize 
automa�c and seamless switching between grid- connected and off-grid status to ensure 
con�nuity of load power supply.

User-friendly
• Friendly man-machine opera�on interface;  convenient and prac�cal opera�on and 
with func�on of remote data transmission at background.

Efficient
• The power factor can be adjusted arbitrarily, which can realize independent control of 
ac�ve power and reac�ve power to meet different load requirements.
• It can be adapted to a variety of ba�eries and implement different charging and discharging 
strategies for different ba�eries.

Reliable
• Modulariza�on and string input design are adopted to reduce the series and parallel 
connec�on of ba�eries, which is beneficial to u�liza�on of cascade ba�eries and improve 
system stability, which is convenient for installa�on and maintenance and for capacity 
expansion.

Performance characteris�cs ＞＞＞

Model LS-PCS50 LS-PCS100 LS-PCS150

DC(Ba�ery)

Voltage range 600~900V

Max. charge/discharge 
current

110A 220A 330A

Max. power 55kW 110kW 165kW

AC (Grid-
connected)

Rated output power 50kW 100kW 150kW

Rated voltage 400V±15%

Rated frequency 50Hz/60Hz±2.5Hz

Rated current 72A 144A 216A

THDi ≤3%

Power factor -1~1

AC(off grid)

Rated voltage 400V±10% Adjustable

Rated frequency 50Hz/60Hz

Rated current 72A Max.79A 144A Max.158A 216A Max.237A

Rated power 50kW 100kW 150kW

Max. power 55kW 110kW 165kW

THDu ≤3% linear

Power factor 0.1 lagging~1 leading

Overload capability
110% 10min

120% 1min

General Data

Cooling Forced-air

Noise emission ≤70dB

Opera�ng temperature -20 50 45  Dera�ng

Ingress protec�on IP20 IP54 customizable

Al�tude 3000m 2000m Dera�ng

Rela�ve humidity 0 95% non-condensing

Dimension (W/H/D) 800*2200*900mm

Weight kg) 950 1070 1600

Others

Max. efficiency 97.30% 97.30% 97.30%

AC connec�on 3W+N+PE

Isola�on mode with isola�on transformer

Protec�on func�on
under/over voltage,over-heat,Abnormal frequency,AC phase 

disloca�on,over-current,communica�on malfunc�on,Fan 
Failure,Insula�on impedance detec�on,An�-islanding

Display Touch screen

Communica�on RS485,CAN,LAN
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