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PRODUCT 
SPECIFICATION

ELECTRICAL PARAMETERS AT STANDARD TEST CONDITIONS 
(STC:AM=1.5 ,  1000W/M2,  CELLS TEMPERATURE 25 )

Dimensions 

Weight 

Front glass 

Output cables

Connectors 

Cell type

Number of cells

Temp.Coe�.of lsc(TK lsc)

Temp.Coe�.of Voc(TK Voc)  Temp.Coe�.of

Pmax(TK Pmax) 

Operating temperature 

Normal operating cell temperature 

Container 

Pieces per pallet 

Pallets per container

Pieces per container 

Standard tests 

System certs 

Certi�cations 

Withstand extreme wind

now loads testing 

Positive tolerance

Junction box 

DIMENSIONS AND STRUCTURE

I-V CURVES AT DIFFERENT IRRADIANCEI-V CURVES AT DIFFERENT IRRADIANCEI-V CURVES AT DIFFERENT IRRADIANCEI-V CURVES AT DIFFERENT IRRADIANCE

I-V CURVES AT DIFFERENT TEMPERATUREI-V CURVES AT DIFFERENT TEMPERATUREI-V CURVES AT DIFFERENT TEMPERATUREI-V CURVES AT DIFFERENT TEMPERATURE

Juntion Box

Label

90
0

Negtive ( - )

Conector

( + ) Positive

MECHANICAL DATA

TEMPERATURE CHARACTERISTICS

PACKING CONFIGURATION

TESTS,CERTIFICATIONS

3.2 mm tempered glass

4  leng  900 mm

≥

 cells in series

0.05% / 
(-0.32%) / 

(-0.41%) / 

(-40~+85%) 

45±2

IEC 61215, IEC 61730 

ISO 9001, ISO14001 

CQC,TUV,CE

Withstand extreme wind ( 00 Pascal) 
Snow loads ( 00 Pascal) 

≥

10


