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SOLAR PV MODULE - 156 HALF CUT MONO PERC CELL 
RANGE : 555 - 595 WP 
  

ELECTRICAL CHARACTERISTICS (STC) 

  

CY Tay or) PLY AS560 AS565 AS570 PLY AS580 AST: 1 AS590 PTL EV MODULE: ER ENO ENERGIES EHOTOVOUTAREVLLTO. RE _SS0HM 
UT) rb RT} Ub) by) UT) bY) Ub) Ry) VT) Cells temp.=25°C 

Maximum Power (Pmax) 555 560 565 570 575 580 585 590 595 

Maximum Voltage (Vmp) 45.04 45.1 45.17 45.25 45.31 45.36 45.4 45.45 45.49 _ bese RTE 

Maximum Current (Imp) 12.33 12.42 12.51 12.6 12.7 12.8 12.9 12.99 13.09 5 Incident Imad. = 

Open Circuit Voltage (Voc) 53.3 53.36 53.4 53.45 53.5 53.55 53.6 53.66 53.68 S 

Open Circuit Current (Isc) 13.17 13.26 13.35 13.44 13.54 13.64 13.74 13.83 13.9 

Module Efficiency (%) 19.88 20.05 20.22 20.4 20.59 20.78 20.96 21.13 21.31 

STC : Irradiance 1000W/m/?, 25°C Cell Temperature and AM 1.5 

  

  

Voltage [V] 
     Cells temp.=25°C 

== Incident Irrad. =L000W/m’ 
== Incident Irrad. = 800W/nY 

=== Incident Irrad. = 600W/m? 
== Incident Irrad. = 400W/m" 
== Incident Irrad. = 200W/n? 

       

    

  

      

ELECTRICAL CHARACTERISTICS (NOCT) 
Witte TM ory 

  

    
  

  

  
  

  

  

  

  

      

  

                                            

z 
Maximum Power (Pmax) 410 414 418 422 426 430 434 438 442 g 300 

oO 

Maximum Voltage (Vmp) 41.28 41.35 41.4 41.45 41.5 41.55 41.6 41.65 417 “ 10 

Maximum Current (Imp) 9.94 10.02 10.11 10.19 10.27 10.36 10.44 10.52 10.6 

Open Circuit Voltage (Voc) 48.85 43.9 48.95 49 49.05 49.1 49.15 49.22 49.3 ” 

Open Circuit Current (Isc) 10.68 10.76 10.84 10.92 11 11.08 11.15 11.23 11.3 oF fa van u a Pr a 
ta 

Module Efficiency (%) 14.67 | 1482 | 1496 | 15.1 15.25 | 15.39 | 15.53 | 15.68 | 15.82 ne 

NOCT : Irradiance 800W/m2, Ambient Temperature 20°C and Wind Speed 1m/s 

Module Dimensions 2464mm(L) X 1134mm(W) X 35mm(H) 

Weight 32 Kg 
1088 

Solar Cell Type Mono Perc - 91mm X 182mm 

Front glass 3.2mm, Low Iron, High Transmission, Tempered Glass, ARC Coated 

Frame Anodized aluminium Frame 

Junction Box IP 68 Split Jubnction Box P 

Cable 500 mm Length cable, 4mm? | Haig hole 
ot Now Grounding hole 

Connector Mc4 Compatible TT BI 2 p 
Split Junction Box 

+ + 

TEMPERATURE CHARACTERISTICS tee , 
i o 

Current-temperature coefficient at short circuit, %/°C: 0.05 

Voltage-temperature coefficient at open circuit, %/°C: -0.31 
o 

Power-temperature coefficient at maximum power, %/°C: -0.35 

Nominal operating cell temperature (NOCT), °C: 45£2°C Mounting hole b 

Maximum Series Fuse Ratings 25A 

Temperature Range -40°C to 85°C Drain hole 
7 5*3.5-16Nos 

Maximun System Voltage 1500 V lf 
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\ Module Back View 33 Side View ) 

  

  

OD GN Sd eel UY 25 YEARS WARRANTY FOR LINEAR OUTPUT 

 


