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LUXPOWER® Mono | 530 - 550W BIFACIAL DG

Quality Maker

MECHANICAL CHARACTERISTICS

Solar Cells Mono
No. of Cells 144 (6x24)
Dimensions 2279 x 1134 x 30mm - — UL g
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Front Gless 20mm coated semitermpered glass  FIIINEA || | oows
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Back Glass 2.0mm semi-tempered glass AR L) .
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Connectors Mc4 compatible ¢
Mechanical load test 5400Pa
ELECTRICAL PARAMETERS
POWER CLASS LNVU-530MD LNVU-535MD LNVU-540MD LNVU-545MD LNVU-550MD
STC STC STC STC STC
Maximum power (Pmax) 530w 535w 540W 545W 550W
Open Circuit Voltage (Voc) 49.74V 49.89V 50.04V 50.18V 50.32v
Short Circuit Current (Isc) 13.62A 13.69A 13.76A 13.83A 13.90A
Voltage at Maximum power (Vmpp) 41.63V 41.80V 41.96V 4212V 42.28V
Current Maximum Power (Impp) 12.73A 12.80A 12.87A 12.94A 13.01A
MODULE EFFICIENCY (%) 20.51% 20.70% 20.89% 21.09% 21.28%
STC: Irradiance 1000W/m?, cell temperature 25°C, AM1.5G
BIFACIAL OUTPUT-REARSIDE POWER GAIN
Maximum power (Pmax) 557W 562W 567W 572W 578W
5%
Module Efficiency STC (%) 21.53% 21.74% 21.94% 22.14% 22.35%
15% Maximum power (Pmax) 610W 615W 621W 627W 633W
(]
Module Efficiency STC (%) 23.58% 23.81% 24.03% 24.25% 24.47%
. Maximum Power (Pmax) 663W 669W 675W 681W 688W
0
Module Efficiency STC (%) 25.63% 25.88% 26.12% 26.36% 26.60%
PACKING CONFIGURATION 1-V CURVE LNVU-540MD/I-V
16 T
Container 20'GP 40'HQ L ] ]
Pieces per pallet 36 36 wf posow ] ]
Pallets per container 5 20 r foonine 1 = ]
Pieces per container 180 720 ] 1 1

1000W/m*

—— CellTemp =
—— Cell Temp = 25°

—— Cell Temp =
CellTemp =

o 10 2 30 0 50 w0 30 w0
Voltage [V] Voltage [V]
OPERATING CHARACTERISTICS TEMPERATURE CHARACTERISTICS
Operating Module Temperature -40°C to +85°C Nominal Operating Temperature (NMOT) 45+2°C
Maximun System Voltage 1500 DC (IEC) Temperature Coefficient of Pmax -0.32%°C
Maximun Series Fuse Rating 25A Temperature Coefficient of Voc -0.26%°C
Power Tolerance 0/+5W Temperature Coefficient of Isc +0.046%°C

Note: The specifications, data and technical characteristics provided in this data sheet are subject to changes due to continuous R&D, product innovation and
improvement. LUXEN SOLAR reserves the right to modify the information any time without prior notice.
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