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LUXPOWER® Mono | 355 - 375W BIFACIAL DG

Quality Maker

MECHANICAL CHARACTERISTICS

Solar Cells Mono
No. of Cells 120 (6x20) 0o
Dimensions 1768 x 1039 x 30mm %&geholes A
Weight 22.0kg |
Front Glass 2.0mm coated semi-tempered glass %ﬁngholes
Back Glass 2.0mm semi-tempered glass E E v ) Qg §§ E
Junction Box 1p68 rated (3 by pass diodes) Grounding holes
4.0mm? *
Output Cables 300mm (+) / 300mm (-) 232 T Semgg AA
Length can be customized Abba :; 35
Connectors Mc4 compatible 1039 ss @ 1030 9 e BB
Mechanical load test 5400Pa
ELECTRICAL PARAMETERS
POWER CLASS LNSK-355MD LNSK-360MD LNSK-365MD LNSK-370MD LNSK-375MD
STC STC STC STC STC
Maximum power (Pmax) 355W 360W 365W 370W 375W
Open Circuit Voltage (Voc) 40.59V 40.79V 40.99V 41.18V 41.37V
Short Circuit Current (lsc) 11.10A 11.18A 11.26A 11.34A 11.42A
Voltage at Maximum power (Vmpp) 33.49V 33.71V 33.92v 34.13V 34.34V
Current Maximum Power (Impp) 10.60A 10.68A 10.76A 10.84A 10.92A
MODULE EFFICIENCY (%) 19.33% 19.60% 19.87% 20.14% 20.41%
STC: Irradiance 1000W/m?, cell temperature 25°C, AM1.5G
BIFACIAL OUTPUT-REARSIDE POWER GAIN
. Maximum power (Pmax) 373W 378W 383W 389W 394W
o Module Efficiency STC (%) 20.29% 20.58% 20.86% 21.15% 21.43%
15% Maximum power (Pmax) 408W 414W 420W 426W 431W
Module Efficiency STC (%) 22.22% 22.54% 22.85% 23.16% 23.48%
25% Maximum Power (Pmax) 444W 450W 456W 463W 469W
Module Efficiency STC (%) 24.16% 24.50% 24.84% 25.18% 25.52%
PACKING CONFIGURATION 1-V CURVE LNSK-375MD/I-V
16 .
Container 20'GP 40'HQ B 1 WL 1
Pieces per pallet 36 36 2} 1 12 1
Pallets per container 6 26 oo 1 = N 1
Pieces per container 216 936 ] - 1 u ’ 1

| 1000w/m:
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OPERATING CHARACTERISTICS

TEMPERATURE CHARACTERISTICS

Operating Module Temperature -40°C to +85°C
Maximun System Voltage 1500 DC (IEC)
Maximun Series Fuse Rating 20A

Power Tolerance 0/+5W

Nominal Operating Temperature (NMOT) 45+2°C

Temperature Coefficient of Pmax -0.36%°C
Temperature Coefficient of Voc -0.28%°C
Temperature Coefficient of Isc +0.05%°C

Note: The specifications, data and technical characteristics provided in this data sheet are subject to changes due to continuous R&D, product innovation and

improvement. LUXEN SOLAR reserves the right to modify the information any time without prior notice.
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