
Microinverter——For Germany & Switzerland

Specs EcoFlow Microinverter

General

Model EFWN511B

Dimensions 242 × 169 × 33 mm

Weight Approximately 3 Kg

Waterproof IP67

Communication Wi-Fi and Bluetooth

Warranty 10 Years

Input

PV Max. Input Power 400W × 2

PV Max. Input 
Voltage/Current

55V / 13A

DC Input Output 600W

Output

AC Output-Grid Tied 600W (Upgradable to 800W)

Max. AC Output Current
2.8A

Operating 
Conditions

Operating Temperature -40℃ to 50℃

Humidity 0% to 100%

Altitude ≤2000 m



Microinverter——For other EU countries

Specs EcoFlow Microinverter

General

Model EFWN511

Dimensions 242 × 169 × 33 mm

Weight Approximately 3 Kg

Waterproof IP67

Communication Wi-Fi and Bluetooth

Warranty 10 Years

Input

PV Max. Input Power 400W × 2

PV Max. Input Voltage/Current 55V / 13A

DC Input Output 600W

Output
AC Output-Grid Tied 800W

Max. AC Output Current 3.7A

Operating 
Conditions

Operating Temperature -40℃ to 50℃

Humidity 0% to 100%

Altitude ≤2000 m
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