
Roof Mount System

中压组件
Middle Clamp

H型导轨
H-Rail H导轨连接件

Rail Connector

夹具
Standing Seam Clamp

侧压
End Clamp

Technical Details:
1.Installation site；Metal Roof。
2.Module Orientation: ：Module Vertical Or Landscape
3.Clamp Pull-Out Eesistance：≥1.5KN
4.Wind load：≤60m/s

Applicable standard：Japan JIS C8955:2017、China  GB 50009 2001、Europe EN 1991-1-4:2005、India：IS:875、
Australia AS NZ 1170、USA ASCE7 wind load、Malaysia MS 1553:2002 And other national standards。
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5.Snow load：≤1.6KN/㎡
6.Material：Aluminum AL6005-T5（AA10~AA20）
7.Surface Treatment：Natural anodized、Black anodized、
  And other color customizations
8.Quality Warranty 12 years，Service life of 25 years.

Metal Roof Mounting Series - H-Rail

Vertical locking Clamp 
      (Mosaic type)

Vertical locking Clamp 
    （Clasclasic type）

T-Type Clamp Camber Angular 
Dispersion Clamp

Angular Dispersion Clamp

Suitable For Metal Roof Type

Metal Roof Mounting Series-UNB-Rail
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Technical Details:
1.Installation site；Metal Roof。
2.Module Orientation: ：Module Vertical Or Landscape
3.Clamp Pull-Out Eesistance：≥1.5KN
4.Wind load：≤60m/s

Applicable standard：Japan JIS C8955:2017、China  GB 50009 2001、Europe EN 1991-1-4:2005、India：IS:875、
Australia AS NZ 1170、USA ASCE7 wind load、Malaysia MS 1553:2002 And other national standards。

5.Snow load：≤1.6KN/㎡
6.Material：Aluminum AL6005-T5（AA10~AA20）
7.Surface Treatment：Natural anodized、Black anodized、
  And other color customizations
8.Quality Warranty 12 years，Service life of 25 years.
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