
Global Tier 1 brand as announced by Bloomberg NEF
Higher Power OutputLower shading and resistive loss 
Outstanding mechanical load resistance2400 Pa wind load, 5400 Pa snow load

Anti-PID(potentialinduced degradation)Passed anti-PID test under 85% damp heat85% relative humidity for 96 hours

DOUBLE‑GLASS BIFACIALN‑TYPE 440~455 Watt

Cutting Free TechnologyMinimized micro-crack



UL‑440M‑108DGN UL‑445M‑108DGN UL‑450M‑108DGN UL‑455M‑108DGN445 33733.02 30.3813.48 11.1039.58 36.0213.93 11.2422.27
440 33332.81 30.1913.41 11.0539.38 35.8413.86 11.1822.02

450 34133.22 30.5613.55 11.1639.78 36.2014.00 11.2922.52
455 34533.42 30.7513.61 11.2139.98 36.3814.06 11.3422.77

STC*  NOCT* STC*  NOCT* STC*  NOCT* STC*  NOCT* 47042037032027022017012070

151311 9 7 5 3

45039.8039.8039.8039.8039.8039.8039.80
14.0014.7015.4016.1016.8017.5018.20

33.2033.2033.2033.2033.2033.2033.20
13.5514.2214.9015.5816.2616.9317.61

 450 473 495 518 540 563 585

[450W]

151311 9 7 5 3

182.2×94mm
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