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Technical parameters

Product specification

182mm*182mm±0.25mm，Diameter 247mm±0.25mm

160μm±30μm（Back side up, press to no grid line test）

10 Bus-bars(Silver), 0.05±0.02mm

168 finger grids，Blue anti-reflecting coating(silicon nitride)

10 Bus-bars(Silver), width of back electrode 1.3±0.2mm, 

180 finger grids(Al)

RM-182M10

SKYMAX seriesMADE FOR

PERC+SE+BISOLAR CELL

182 Mono PERC Bifacial SE Solar Cell

Product Appearance 
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Electrical performance parameter

*Disclaimer: The technical parameters contained in this technical parameter file may have slight deviations, and Ronma Solar does not guarantee their complete accuracy. Due to continuous technological 

innovation and product optimization, Ronma Solar has the right to adjust the information in this technical parameter file at any time without prior notice. When signing the contract, the customer should 

obtain the latest technical parameter documents and make them a binding part of the contract signed by both parties.
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182 Mono PERC Bifacial SE Solar Cell

STC (Standard Testing Conditions)：1000W/㎡，AM1.5，25℃

Comprehensive Products and System Certificates 

IEC61215/IEC61730/IEC61701/IEC62716

ISO 9001: Quality Management System

ISO 14001: Environmental Management System

ISO14064: Greenhouse Gases Emissions Verification

OHSAS 18001: Occupational Health and Safety Management System

Light intensity response
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