
Monocrystalline Solar Module

CE-170M60
WARRANTY

TYPICAL ELECTRICAL CHARACTERISTICS

• 10-year repair and workmanship warranty

*Note: the specifications are obtained under the Standard Test Condition 
(STC): 1,000W/㎡, Am 1.5, Cell Temperature 25℃

• 12-year warranty at 90% power output

• 25-year warranty at 80% power output

Models CE-170M60

Max. Power (Pmax) 170Wp

Optimum Operating Voltage (Vmp) 27.2V

Optimum Operating Current (Imp) 6.25A

Open-circuit Voltage (Voc) 32.4V

Short-circuit Current (Isc) 6.77A

Module Efficiency 19.37%

Solar Cell Mono-crystalline

Power Tolerance (Pmax) 0 ~ +3%

Numbers Of Cells 48 pcs of cells in series

Module Dimension 758×1158×30mm

Weight 10kg

Max. System Voltage 1000VDC

Max. Series Fuse Rating 15A

Operating Temperature -40℃ ~ +85℃

NOCT 47±2℃

Temperature Coefficients Of Isc (0.065 ±0.01%/℃)

Temperature Coefficients Of Pmax (-0.5±0.05%/℃)

Temperature Coefficients Of Voc -(0.40 ± 0.05%/℃)

Add:Jingmin Rd, Jintan District, Changzhou, Jiangsu Province, China
Email: info@centro-energy.com
www.centro-energy.com

Tel: +86 25 8655 0862

I-V Curves of PV module CE-170M60

Cell Temp.25°C

I-V Curves of PV module CE-170M60 at various cell 
temperatures
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