


N-type Mono

144(6×24)

2278×1134×30mm

31.5kg

2.0mm coated tempered glass

2.0mm coated tempered glass

IP68 (3 by pass diodes)

4.0mm2,300mm(+)/300mm(-), Length can be customized

MC4 compatible

5400Pa

DC1500V

-40°C~+85°C

30A

0/+5W

585W

585W

51.81V

14.36A

42.86V

13.65A

22.65%

 

5%

614W

23.56%

15%

673W

26.04%

25%

731W

28.31%

Mechanical Characteristics

PV Cells

No. of Cells

Dimensions

Weight

Front Glass

Back Glass

Junction Box

Output Cables

Connectors

Mechanical Load Test

Operating Characteristics

Maximum System Voltage

Operating Module Temperature

Maximum Series Fuse Rating

Power Tolerance

Temperature Characteristics

Temperature Coefficient of Pmax

Temperature Coefficient of Voc

Temperature Coefficient of Isc

Nominal Operating Temperature (NMOT)

STC: Irradiance 1000W/m², cell temperature 25°C, AM1.5G

Module Type / M585-N-DG

Maximum Power (Pmax)STC

Open Circuit Voltage (Voc)

Short Circuit Current (Isc)

Voltage at Maximum Power (Vmpp)

Current Maximum Power (Impp)

Module Efficiency (%)

Electrical Parameters At Stc
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Maximum Power(Pmax)

Module Efficiency(%)
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I-V Curve
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Cell Temp = 25°C
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1000 W/m2

1000 W/m2

800 W/m2

Cell Temp = 10°C
Cell Temp = 25°C
Cell Temp = 40°C
Cell Temp = 55°C
Cell Temp = 70°C

info@lsh-ess.comLEI SHING HONG ENERGY No. 432 Kuntai Rd. Kunshan City, Jiangsu Province, China http://www.lsh-ess.com

Specification

-0.29%°C

-0.25%°C

+0.045%°C

45±2°C


