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elf-locking series
Wherever there are high requirements for electrical connections, our male and 

female mating waterproof connector series are capable. No matter how challeng-

ing your on-site environment is, the tight sealing and high mechanical strength of 

the connectors ensure that your application scenarios can be powered on, 

installed at an astonishing speed, and most importantly, safely.

With its compact design, this series of connectors can not only be used in the 

smallest spaces and environments, but also offers different sizes and wiring meth-

ods according to your requirements, such as screw lock wire type, soldering type, 

quick wiring type, etc. It is a plug-and-play self-locking connector that can be 

opened by twisting to the left or right, so it can be connected immediately accord-

ing to the plug-and-play principle.

Overview of characteristics

IP68 rating, multiple protections

magnetic requirements.
structure, suitable for various environments with high corrosivity and 
The shell is made of PA66 material, with an overall non-magnetic 

Non-magnetic, corrosion-resistant

lenges of various harsh environments.
-ronments ranging from -40 to 105℃, easily withstanding the chal
-The self-locking series is suitable for high and low temperature envi

Resistant to severe cold and enduring 
intense heat

stable connection.
design, it locks tightly upon insertion, ensuring convenient and 
Adopting the self-developed three-point push-pull connection 

Three-point push-pull, quick connection 
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Self-locking series

Make electrical connections safer and more convenient

dard: 2m/12H).
-can reach IP68 level, allowing it to be used underwater (Test stan

With a multi-layer waterproof structure design, the connection status 



Self-lockin
g
 series

Product Series

Core count

Working Voltage

Rated current

Wiring range

Outer straight line

Applicable wire diameter

Waterproof rating

Application Type
cross-sectional view

Material

Flange seat

Example diagram

Plastic

Part Number

EW-M15 product information diagram

3pin

Male Female

EW-M15F-03201BB06

EW-M15M-03201BB06

EW-M15P-03201B

2pin

Male Female

EW-M15F-02201BB06

EW-M15M-02201BB06

EW-M15P-02201B

4pin

Male Female

EW-M15F-04201BB06

EW-M15M-04201BB06

EW-M15P-04201B

EW-M15P-03201GEW-M15P-02201G /

EW-M15

450V

10A

0.5-1.5mm²

2.5-4.5mm, 3.5-7mm

-40°C~+105°C

IP68

Docking socket

Panel base

Plug

Category and style

Multiple sizes available to accommodate 
different devices

Multiple installation categories, applicable 
to different environments

allows for the customization of logos and other elements.
various colored shells, such as blue, yellow, and white, but also 
Currently, the self-locking series not only supports customization of 

Multiple types are customizable to meet 
special needs

stable.
nect are more convenient, while welding is more professional and 

-ods: lockwire, quick connect, and welding. Lockwire and quick con
-The self-locking series offers product types with three wiring meth

Multiple wiring methods, suitable for differ-
ent operations

Product Structure Diagram
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Make electrical connections safer and more convenient

Self-locking series

needs of devices with different current requirements.
M28, with larger sizes corresponding to higher currents, meeting the 
Covering products ranging from small to large sizes, from M15 to 

can choose according to your actual usage environment.
nut type, rear nut type, flange type, and mobile docking type. You 
The self-locking series offers four different installation options: front 
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Core count

Working Voltage

Rated current

Wiring range

Outer straight line

Applicable wire diameter

Waterproof rating

Application Type
cross-sectional view

Make electrical connections safer and more convenient
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Self-locking series

2pin

Male Female

3pin

Male Female

4pin

Male Female

5pin 

Male Female

Example 
diagram

EW-M19 Product Infographic

Mate-
rial

Plastic

Wiring

Wire 
bond-

ing

Thread 
sewing

Wire 
bond-

ing

Thread 
sewing

Wire 
bond-

ing

Thread 
sewing

Part 
Number    

Thread 
sewing

Part Number

EW-M19M-02201BB09

EW-M19M-02101BB09

EW-M19F-02201BB09

EW-M19F-02101BB09

EW-M19P-02299B

EW-M19P-02199B

EW-M19P-02201B

EW-M19P-02101B

EW-M19P-02151G

EW-M19M-03201BB09

EW-M19M-03101BB09

EW-M19F-03201BB09

EW-M19F-03101BB09

EW-M19P-03299B

EW-M19P-03199B

EW-M19P-03201B

EW-M19P-03102B

EW-M19P-03151G

EW-M19M-04201BB09

/

EW-M19F-04201BB09

/

EW-M19P-04299B

/

EW-M19P-04201B

/

/

EW-M19M-05201BB09

/

EW-M19F-05201BB09

/

EW-M19P-05299B

/

EW-M19P-05201B

/

/

EW-M19

450V

20A (2/3pin), 16A (4/5pin)

0.5-2.5mm² (2/3pin), 0.5-1.5mm² (4/5pin)

3.5-7mm, 5-8mm, 7-10mm

-40°C~+105°C

IP68

Flange seat

Docking socket

Front panel

Rear panel

Plug

EW-M15 product size diagram

Male end and female end

Front panel
18

.4

Φ
19

52REF52REF

Mounting hole size

Φ
16

.4

52REF

Φ16.3 +0.30
-0.10

15.7 +0.30
-0.10

Flange
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32.2

Φ
16

Φ
1935

.2

72REF

Φ16.20±0.10

20.10±0.1

20
.10

±0
.1

Mounting hole size

4-Φ3.2 +0.20
-0.00

Wire 
bond-

ing
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Product Series

Core count

Working Voltage

Rated current

Wiring range

Outer straight line

Applicable wire diameter

Waterproof rating

Application Type
cross-sectional view

Make electrical connections safer and more convenient

Self-locking series

Example diagram

EW-M23 Product Infographic

Wiring

Wire 
bond-

ing

Thread 
sewing

Wire 
bond-

ing

Thread 
sewing

Wire 
bond-

ing

Thread 
sewing

Wire 
bond-

ing

Thread 
sewing

Thread 
sewing

Mate-
rial

Plastic

Part Number

2pin

Male Female

EW-M23M-02101BB11

EW-M23M-02201BB11

EW-M23F-02101BB11

EW-M23F-02201BB11

EW-M23P-02199B

EW-M23P-02299B

EW-M23P-02101B

EW-M23P-02201B

EW-M23P-02299G

EW-M23M-03101BB11

EW-M23M-03201BB11

EW-M23F-03101BB11-1

EW-M23F-03201BB11

EW-M23P-03199B

EW-M23P-03299B

EW-M23P-03101B-1

EW-M23P-03201B

EW-M23P-03299G

EW-M23M-04101BB11

EW-M23M-04201BB11

EW-M23F-04101BB11

EW-M23F-04201BB11

EW-M23P-04199B

EW-M23P-04299B

EW-M23P-04101B

EW-M23P-04201B

/

EW-M23M-05199BB11

EW-M23M-05201BB11

EW-M23F-05101BB11

EW-M23F-05201BB11

EW-M23P-05199B

EW-M23P-05299B

EW-M23P-05101B

EW-M23P-05201B

/

3pin

Male Female

4pin

Male Female

5pin

Male Female

EW-M23

450V

30A (2/3pin), 16A (4/5pin)

0.5-4mm² (2/3pin), 0.5-2.5mm² (4/5pin)

5-9mm, 9-12mm

-40°C~+105°C

IP68

Flange seat

Docking socket

Front panel

Rear panel

Plug

EW-M19 Product Dimension Drawing

Male end and female end 

Front/rear panel

22
.7

Φ
23

.9

55REF55REF

Flange seat

Φ
16

Φ
23

32.2
78.50REF

35
.2

Front mounting hole size

Φ20.4 +0.30
-0.10

19.0 +0.30
-0.10 77REF

Φ
20

.3

Rear mounting hole size

Φ16.4 +0.30
-0.10

15.5 +0.30
-0.10 76REF

Φ
20

.3
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Φ16.20±0.10

20.10±0.1

20
.10

±0
.1

Flange seat

4-Φ3.2 +0.20
-0.00
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Rated current

Wiring range

Outer straight line

Applicable wire diameter

Waterproof rating

Application Type
cross-sectional view

Make electrical connections safer and more convenient
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Self-locking series

EW-M23 Product Dimension Drawing

Male end and female end

Front/rear panel

26
.9

66REF66REF

Flange 

34.2

37
.2

87.2REF

Front mounting hole size

Φ20.5 +0.30
-0.10

19.6 +0.30
-0.10 86.80REF

Rear mounting hole size

Φ20.5 +0.30
-0.10

19.6 +0.30
-0.10 86.8REF

Φ
24

.2
Φ

24
.2
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Φ20.20±0.10

22.00±0.1

22
.0

0±
0.1

Mounting hole size

4-Φ3.2 +0.20
-0.00

Example diagram

EW-M23 Product Infographic

Ma-
terial

Part Number

EW-M23H-03001B EW-M23H-030010

Wear a dust cap Without dust cap

EW-M23T-03001B EW-M23T-030010

EW-M23Y-03001B EW-M23Y-030010

3pin

EW-M23

450V

30A

0.5-4mm²

1900 times

-40°C~+105°C

IP68

Y-shaped

T-shaped

H-type

T-shaped Y-shapedH-type

Plastic



Self-lockin
g
 series

Product Series

Core count

Working Voltage

Rated current

Wiring range

Outer straight line

Applicable wire diameter

Waterproof rating

Application Type
cross-sectional view

Make electrical connections safer and more convenient

Self-locking series

Wiring

plastic

Wire 
bonding

Thread 
sewing

Wire 
bonding

Thread 
sewing

Wire 
bonding

Thread 
sewing

Wire 
bonding

Thread 
sewing

Thread 
sewing

Mate-
rial

Example 
diagram

EW-M28 Product Infographic

Part Number

Male Female

EW-M28M-
02201BB14

EW-M28M-
02101BB14

EW-M28F-
02201BB14

EW-M28F-
02101BB14

EW-M28P-
02299B

EW-M28P-
02199B

/

EW-M28P-
02101B

EW-M28P-
02201G

EW-M28M-
03201BB14

EW-M28M-
03101BB14

EW-M28F-
03201BB14

EW-M28F-
03101BB14

EW-M28P-
03299B

EW-M28P-
03199B

/

EW-M28P-
03101B

EW-M28P-
03201G

EW-M28M-
04201BB14

EW-M28M-
04101BB14

EW-M28F-
04201BB14

EW-M28F-
04101BB14

EW-M28P-
04299B

EW-M28P-
04199B

/

EW-M28P-
04101B

/

EW-M28M-
05201BB14

EW-M28M-
05101BB14

EW-M28F-
05201BB14

EW-M28F-
05101BB14

EW-M28P-
05299B

EW-M28P-
05199B

/

EW-M28P-
05101B

/

EW-M28M-
06201BB14

EW-M28M-
06101BB14

EW-M28F-
06201BB14

EW-M28F-
06101BB14

EW-M28P-
06299B

EW-M28P-
06199B

/

EW-M28P-
06101B

/

Male Female Male Female Male Female

2pin 3pin 4pin 5pin 6pin

Male Female

EW-M28

450V

41A (2/3/4pin), 20A (5/6pin)

0.5-6mm² (2/3/4pin), 0.5-2.5mm² (5/6pin)

5-9mm, 9-12mm, 10-14mm

-40°C~+105°C

IP68

Flange seat

Docking socket

Front panel

Rear panel

Plug
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EW-M23 Product Dimension Drawing

M23H

M23T

M23Y
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Product Series

Core count

Working Voltage

Rated current

Wiring range

Outer straight line

Applicable wire diameter

Waterproof rating

Application Type
cross-sectional view

Make electrical connections safer and more convenient

Self-locking series

2pin

Male Female

3pin

Male Female

Material

Flange seat

Example diagram

Plastic

Part Number

EW-P23 Product Infographic

EW-P23P-03301B

EW-P23P-03399G

EW-P23P-02301B

EW-P23P-02399G

EW-P23M-03301BB11EW-P23M-02301BB11

EW-P23F-03304BB08EW-P23F-02304BB08

//

EW-P23

450V

16A

0.5-2.5mm²

5-9mm, 9-12mm

-40°C~+105°C

IP68

Docking socket

Front panel

Rear panel

Plug

EW-M28 Product Dimension Drawing

Male end and female end

Front/rear panel

32
.9

Φ
30

80.5REF81.4REF

Flange seat

Front mounting hole size

Φ26.8 +0.30
-0.10

25.4 +0.30
-0.10 105REF

Rear mounting hole size

Φ25.6 +0.30
-0.10

24.5 +0.30
-0.10 105REF

Φ
30

.4
Φ

30
.4

Φ
24

Φ
3241
.2

105REF38.2
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Φ24.20±0.10

26.00±0.1

26
.0

0±
0.1

Mounting hole size

4-Φ3.2 +0.20
-0.00
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Product Series

Core count

Working Voltage

Rated current

Wiring range

Outer straight line

Applicable wire diameter

Waterproof rating

Application Type
cross-sectional view

Make electrical connections safer and more convenient

Self-locking series

Material

Flange seat

Example diagram

Plastic

Part Number

EW-P25 Product Infographic

EW-P25F-05301B

EW-P25P-05301G

EW-P25F-04301B

EW-P25P-04301G

EW-P25M-05301BB08EW-P25M-04301BB08

EW-P25F-05301BB08EW-P25F-04301BB08

//

EW-P25

450V

16A

0.5-2.5mm

5-9mm, 9-12mm, 10-14mm

-40°C~+105°C

IP68

Docking socket

Front panel

Rear panel

Plug

4pin

Male Female

5pin

Male Female

EW-P23 Product Dimension Drawing

Male end and female end

Front panel

Mounting hole size

Φ
24

.4

96REF

Φ16.3 +0.30
-0.10

15.2 +0.30
-0.10

Flange seat

34.2

37
.2

72REF

Φ
24

.4

131REF
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Φ20.20±0.10

22.00±0.1

22
.0

0±
0.1

Mounting hole size

4-Φ3.2 +0.20
-0.00



Make electrical connections safer and more convenient

Self-lockin
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Self-locking series

EW-P25 Product Dimension Drawing

Male end and female end

Front panel

Mounting hole size

Φ
16

.4

52REF

Φ16.3 +0.30
-0.10

15.2 +0.30
-0.10

Φ
30

RE
F

159.1REF

Flange seat

110REF38.2

41
.2
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Φ25.20±0.10

26.00±0.1

26
.0

0±
0.1

Mounting hole size

4-Φ3.2 +0.20
-0.00


	2026-pvlinktech-Product-Catalog_compressed_compressed-2 48
	2026-pvlinktech-Product-Catalog_compressed_compressed-2 49
	2026-pvlinktech-Product-Catalog_compressed_compressed-2 50
	2026-pvlinktech-Product-Catalog_compressed_compressed-2 51
	2026-pvlinktech-Product-Catalog_compressed_compressed-2 52
	2026-pvlinktech-Product-Catalog_compressed_compressed-2 53
	2026-pvlinktech-Product-Catalog_compressed_compressed-2 54
	2026-pvlinktech-Product-Catalog_compressed_compressed-2 55
	2026-pvlinktech-Product-Catalog_compressed_compressed-2 56

