
Model Specifications EVMS ONE-120 EVMS ONE-240

Charging Power 120kW 240kW
Output Voltage Range 300-1000VDC

Maximum Output Current 250A/300A

Charging Standard CCS1,CCS2,CHAdeMO,GB/T
Cable Length 6.5m
Input Power Supply 3-Phase+N+PE
Input Frequency 50Hz
Input Voltage Range 400V(-15%~+10%)
Input Power 125kW
Battery Type LFP
Battery Rated Voltage 832VDC
Battery Capacity 260kWh 520kWh
Discharge Rate 0.5C
Cycle Life 25°℃,2C,80%DOD,EOL80%≥4000 Cycles
Battery Cooling Liquid Cooling
System Cooling Air Cooling

Protection Rating
IP54(Charging System);IP67(Battery 
System);IK8(LCD Display & Payment 
Terminal)Enclosure Material Galvanized Steel Enclosure

Advertisement Content 
Update

Local USB,Ethernet or Remote Update

HMI 43"HD Touchscreen
RFID ISO/IEC14443A,Mifare
Payment Terminal 4.Nayax (Optional)
Dimensions(W*D*H) 2178*1300*2250mm
Total Weight 3.2t
Operating Temperature -20℃~+40℃
External Communication OCPP Remote Diagnostics
Communication Protocol OCPP 1.6J (Upgradeable to OCPP 2.0.1)
DC Meter MID DC Meter
Noise Level Optimized for Urban Environments


