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AmSolar Plus series (Super-efficiency half-cell Modules) Assembled with the advanced half-cell

technology offer the advanages of higher power output, reduced series resistance loss, and lower risk
of hot spot. In order to meet the Clients' requirements of best quality and efficiency.

L 1509001:2015/ISO1400 HAZIAIE
W ISO9001:2015 & 15014001 management systems

FEIEC61215F0IEC61730/RmENE
[EC61215 & IEC61730 standard quality
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J Superior low irradiance performance, Lower LCOE
Uodll  EAHRUE : 3800pa , BAHERS400pa

< X Wind load up to 3800Pa, Snow load up to 5400Pa
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0-5W positive power sorfing
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Stable performance under weaklight conditions

25FFRINERIE , 105 RRERIE
25-year power warranty, 10-year product warranty
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ER B2 MONO 420-435W 144cells 9BB Black
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ELECTRICAL PARAMETERS FLSU-420M FLSU-425M  FLSU-430M  FLSU-435M ~
HEERESE STIC NOCT SIC NOCT SIC NOCT STC NOCT % i 1000W/rd
AT P W) 420 312 425 315 430 318 435 32 S of  soowmd \\
Open Circuit Voltage(Voc) 488 49.00 45.45 49.00 4545 4939 4545 : 600W/nd
}F%%E(VOCM B 4 ‘ 40.40 & 40.40 o —
ot < 400W/nd
ST A) 11.04 850 11.11 896 11.18 9.03 11.25 9.09 o ! \
Voltage at Maximum Power(Vmpp) = e g e ey 2 : 200W/rd \ \ l
= 40.19 37.23 40.40 37.32 40.60 37.46 40.81 37 o ! | ! ot
IE{BIhEREBE(Vmpp/V) 0 10 20 30 40 50 60
Current at Maximum Power(Impp) q b Ui 2 40 Qcc 1
IEEINZRERImpp/A) 10.45 838 10.52 8.44 10.59 8.49 10.66 8.55 Voltage(V)
Module Efficiency(%) e PR, e PR
LBAFRIER (%) le:e8 Jiz:l0 17,33 19.55 MAXIMUM RATINGS  #RIRE#
Operating Module Temperature -40~+85C
PRI AR (STC): SERREFLO00W/m? , ESRE25°C , HBAMLSG =i
*fiﬁ%}mlf’ﬁfﬁlﬁ(NOCT) EEREESOOW/WI? r Wiﬁfn’?‘l}gmf ¥ %ﬁatAM 1.5G B mﬁlm/s '\;u;g%u;%ig};m Voltage 1500V DC (IEC)
BARSEE
STC: Irradiance 1000W/m?,cell temperature 25C, AM1.5G Maximun Series Fuse Ratfing 20A
NOCT: Iradiance 800W/m?, ambient temperature 20°C, AM1.5G, wind speed 1m/s BARKAEEE
Power Tolerance
mEAE Or+oW
TEMPERATURE RATINGS RESEE
PACKAGING CONFIGURATION @%7A= e
Nominal Operating Cell Temperature (Noct) 45°C (+2°C)
Container . . TR IAERE (Noct ) -
%%%ﬁ?é?ﬁ! 0GP 40HQ Temperature Coefficient of Pmax 0.36%/°C
28 # -U. 0,
Picecs per pallet ” a2 ED SR A
ETEEE Tempemiu):e Coemsienr of Voc -0.28%/°C
FIERERE R S
Ej”eTS p‘(?r;om‘oiner 5 22 Temperature Coefficient of Isc -
ﬂ*ﬁ}%ﬁ?&i STRRER R A +0.05%/°C
Pieces per container
S =0 572
DIMENSIONS OF PV MODULE AR
MECHANICAL CHARACTERISTICS  #li&&# 4-8*8 .
4 Drainage holes
el £166*8385K MONO16683mm 16-8%3 P
NI f: i 16 Drainage holes @
@(;g’ﬁ%e 144 (6*24) 144 (6*24) )
,_{Dé;;‘fi?ifns 2115105240853 2115%1052*40mm
Weight 8-9%14 - -
=== 1002
AHER 55F5 255G 8 Mounting holes
g;ﬁ?f 3. 22 XKEENM ISR 3.2mm tempered glass
Frame . - el o9
smmiE EelpkatiEss Black anodized aluminium alloy = é_®4mg_] - P S = S 5 =
i rounding holes
gg;on Box IP68(3/N5ERE IR E) 1068 rated(3by pass diodes) . e ®
4.0 /=K 4.0mm?
i%gg;ﬁ;obla RKE Symmetrical length AT
300 300mm o
e MCAsEZ EiEsL MC4 compatible
M e TEEIS4000/&E24000  Front 5400Pa/Back 2400Pa
L140 1052
w), BB R AR IR A 7]
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Add:No.2,penglai Rd,Economy Development Zone, Huangshang,China
[E AR 15251554047  Tel: 0086-18915207598

1EH: 0086-559-2583992  Email:Sales@amsolars.com
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