Track Sun Solar Energy Technology Co.,Limited I ra C ks u n S .I a r

MONOCRYSTALLINE
MODULE 100W - 110W

PHYSICAL CHARACTERISTICS Unit:mm (inch
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SOLAR MODULE:
TS-100M, TS-110M

ELECTRICAL SPECIFICATIONS

Model Type TS-100M TS-110M
Nominal Maximum Power (Pmax) 100W 110W

Optimum Operating Voltage (Vmp) 18.05V 18.08V
Optimum Operating Current (Imp) 5.54A 6.08A

Open Circuit Voltage (Voc) 22.44v 22.47V

,,,,,,, Short Gireuit Current (Ise) S8 B2BA

Module Efficiency 14.70% 16.17%
Cell Efficiency 17.50% 18.60%

Power Tolerance

MECHANICAL DATA ELECTRICAL CHARACTERISTICS

Cell Type 156mm x 104mm

,,,,,,, Dimensions . 1006x676x30mm Current-Voltage Characteristic (I-V Curve)
Lo Weight ... 828kgfapprox)
,,,,,,, Front Cover ... 32mmiemperedglass 7 1 000W/m?
,,,,,,, Frame Material  Anodizedaluminumalloy _ 6
LB .. IPes2dodes < 5| 800W/m? N\
Cable ] \
——————————————————————————————————————————————————————————————————————————————————————————————————————————————————————— S 4 600W/m2
,,,,,,, Connectors  MC4orMC4compatible 3 A\
3 400W/m \\\
2
2
1 200W/m A\

TEMPERATURE CHARACTERISTICS K : ) s 20 55

,,,,,,, Temperature Coefficient (Pmax) ~~ -0420%/C Voltage (V)

,,,,,,, Temperature Coefficient (Vo) ~~~~~~ -0836%/°C_

,,,,,,, Temperature Coefficient(Isc) ____ 0042%/C Tiiv @D 1EC ﬂ@ iy
,,,,,,, Norminal Operating Cell Temperature  453+2°C ) gy — - 4 L
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