
 



 

Model 
MIR285P 

60C/M 
MIR290P 

60C/M 
MIR295P 

60C/M 
MIR300P 

60C/M 
MIR305P 

60C/M 
MIR310P 

60C/MPERC 
MIR315P 

60C/MPERC 
MIR320P 

60C/MPERC 
Type Monocrystalline & PERC Monocrystalline 6 Inch x 6 Inch Square, 6 x 10 Pieces in series 

Rated Power (Pmpp) 285 290 295 300 305 310 315 320 
Tolerance 0~+5W 

Rated Voltage (Vmpp) 32,01 32,12 32,28 32,37 32,75 33,21 33,56 33,59 
Rated Current (Impp) 8,91 9,04 9,16 9,28 9,32 9,37 9,39 9,53 



Open Circuit Voltage (Voc) 38,65 39,40 39,62 39,78 39,90 40,21 40,33 40,90 
Short Circuit Current (Isc) 9,34 9,65 9,72 9,82 9,91 9,89 9,93 10,10 

Module Efficency (%) 17,52 17,83 18,13 18,44 18,75 19,05 19,36 19,67 
Nominal Operation Cell Temperature 45°C ± 2°C 45°C ± 2°C 

Voltage Temperature Coefficient ‐0,31%/°C ‐0,29%/°C 
Current Temperature Coefficient +0,06%/°C +0,05%/°C 
Power Temperature Coefficient ‐0,39%/°C ‐0,37%/°C 

 


