MPPT Solar Charge Controller
MC4885N15/MC48100N15/MC4885N25/MC48100N25
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MPPT Solar Charge Controller

Product Accessories

RM-7 display, USB to TTL cable, BTS temperature
SEnsor.

10-40% higher than PWM mode.

MPPT tracking efficiency is up to 99.9%.

Full-range electronic protection functions.

Built-in temperature detection.

RS485 Modbus protocol Built-in bluetooth module.
Lead-acid batteries, colloidal batteries, open-ended
batteries, lithium batteries.

12/24/36/48Y identification.

Current-limiting charging mode.

Historical data storage.

Parameters

Model
Systern voltage

Static power consumption

Maxirurn input voltage of
solar energy (25°C)
Voltage Range at MPP
(Maxi murm Power Point)

Charging current

Solar panel powerdzv bsttery
Solar panel power(v bsttery)
Solar panel powWerEsy bsttensd
Solar panel powWerHEy bsttens

Support battery type

Ternperature carnpensation
coefficient

Operating terperaturs range
Hurmidity

Protection grade

Weight

Communication mode
Produrt Dimensions
Terminal blocks

Functional authentication

Safety certification

MC4885N15

BSA
1100w
2200%
3300W
4400w

150V
Battery voltage +2- 120V
1004
1320W
26400
2060W
5280w

MC48100N15

MC4885M25

12v/24/36,/48Y

0.54%

Battery voltage +2- 180V

B5A
1100W
22000
3300W
4400W

MC48100M25

250V

AGM Battery,GEL Battery, Flooded BatteryLithium Battery

-3MV/C/2Y (default)
-35°C 4 65°C

95%, no condensation

P2
5.7kg

TTL(2.3W)/RS485/Bluctonth Medule

Product connection diagram

MPPT Solar Charge Controller
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Technical requirements
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