i PAHAL 48 SERIES
) SOLAR POLYCRYSTALLINE

Solar PV Madule Manufacturer

Technical Data

Electrical Parameter at STC’

Maximum Power Pmax(Wp) 210 215 220 225
Power Tolerance Module 0~+5W

Efficiency (%) 15.93 16.32 16.70 17.08 yunetion Box

Maximum Voltage Vmp (V) 57T 25.54 25.76 26.01 -—D
Maximum Current Imp (A) 8.3 841 8.54 8.66
Open Circuit Voltage Voc (V) 30.28 30.48 30.62 30.8
Short Circuit Current Isc (A) 891 8.97 9.09 9.17
“STC=1000 W/m’ irradiance, 25°C modul ire, AM 1.5 spectrum

Maximum Power Pmax(Wp) 151.32 154.92 158.53 162.13
Maximum Voltage Vmp (V) 22079 2303 23.20 2341
Maximum Current Imp (A) 6.64 6.73 6.83 6.93
Open Circuit Voltage Voc (V)  28.11 28.29 2842 28.59
Short Circuit Current Isc (A) 7.02 7.07 7.16 7.23 o

"NOCT=800 W/m’ irradiance, 20°C ambient temperature, AM 1.5 spectrum Drain Hole Wounting Hole

Back Label

Ground Hole

Temperature coefficients (TC) & Permissible Operating Conditions

Te of Open Circuit Voltage (B ) -0.308 % /°C

Tc of Short Circuit Current (0l) 0.057 % /°C .

Tc of Power (Y) -0.406 % /°C
Maximum System Voltage 1000 vV DC All dimension are in mm
NOCT 45°C+ 2°C

Temperature Range -40°C to +85°C e

Mechanical Specification "

Cells 48 Pcs poly-crystailline silicon, 156.75mm x 156.75 mm
Cell encapsulation Ultra-PID Resistant & Weather Stable EVA
(Ethylene-Vinyl-Acetate)
Back Sheet Fluoro based UV & Weather Stable White Backsheet
Frame Silver Anodised Aluminum Alloy (Screwless)
Weight 1574 Kg
Junction Box IP 67, 4-rail, 3 diodes JB
Glass 3.2 mm, High transmission, ARC Glass
Cable & Connectors Cable 1000 mm length, 4 mm?,
MC4 compatible connectors
Application Class Class A
Electrical Safety Class Il o
Fire Safety Class C (Type 1) ** Refer to Pahal Solar's warranty document for terms and conditions.
Jos e L 5400 Pa-front ; 2400 Pa-back Disclaimer : specifications included in the datasheet are subject to

Maximum Series Fuse Rating 15 A change without prior notice owing to conditions innovation on the

. . product Development and R&D Activities. PAHAL SOLAR reserves the
Canyihiesid it tiieighy 1330mim x 290mm x 36mm right to make any adjustment to the information described here,

Guarantees and Certifications aD:'lt:gsﬁ: :nogdtiilzzc:':z-thls specification do not form a representative of
Product Warranty** 10 Years 7 x
Performance Guaranteed Output power :- 90% for 10 years, Packing Information
Warranty** 80% for 25 years

. N IS 14286:2010 / IEC 61215:2005, IS 61730-1:2004 / Modules Quantity / Outer Box : 2
pprovals & Certificates  IEC 61730-1:2005, IS 61730-2:2004 / IEC 61730-2:2005 o
SO 9001:2015/ SO 14001:2015/ OHSAS 18001:2007 Outer Box Size : 1350 x 1020 x 90 mm
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