MANYU STLAR

MY-S144/M6H

Electrical Characteristics

STC 460 455 450 445 440 435
Maximum Power at STC (Pmax) 460W 455W 450W 445W 440W 435W
Optimum Operating Voltage (Vmp) 41.8V 41.6V 41.4V 41.2V 41.0V 40.8V
Optimum Operating Current (Imp) 11.01A 10.94A 10.87A 10.8TA 10.74A 10.67A
Open Circuit Voltage (Voc) 49.6V 49.4V 49.2V 49.0V 48.8V 48.6V
Short Circuit Current (Isc) 11.25A 11.68A 11.61A 11.54A 11.47A 11.4A
Module Efficiency 20.8% 20.6% 20.4% 20.1% 19.9% 19.7%
M Y-S 1 44/M 6 H Operating Module Temperature -40 °C to +85 °C
Maximum System Voltage 1500V DC (IEC)
1 66 Half CEII Series Maximum Series Fuse Rating 20 A
Power Tolerance O/+5W
STC: Irradiance 1000 W/m?, module temperature 25 °C, AM=1.5; Tolerances of Pmax, Voc and Isc are all within +/- 5%.
4 ; ; - 4 6 0 W NMOT 460 455 450 445 440 435
e Maximum Power at NMOT (Pmax) 356.80W 352.24W 348.10W 335W 331.2W 327.5W
144-CELL HALF CUT MONOCRYSTALLINE SOLAR MODULE Optimum Operating Voltage (Vmp) 39.6V 394V 39.2V 38.5V 38.3V 38.1V
Optimum Operating Current (Imp) 9.01A 8.94A 8.88A 8.7A 8.65A 8.59A
Open Circuit Voltage (Voc) 47.8V 47 6V 474V 46.8V 46.6V 46.4V
Short Circuit Current (Isc) 8.96A 942A 9.36A 9.19A 9.14A 9.08A
NMOT: Irradiance 800 W/m?, ambient temperature 20 °C, AM=1.5, wind speed 1 m/s;
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@ J . Y warranty Solar Cell Monocrystalline silicon 166 mm (9BB)
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100% Frame Anodized aluminium alloy

Current-Voltage & Power-Voltage Curve (445)
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Product Certification Company Profile

The management of MANYU Solar has been active in the solar market in Europe for more than 10 years. We developed solar projects across Europe.
Our references are in Germany, Spain, Italy, Bulgaria and other European countries. For the implementation of our projects, we are constantly

";:.{ca'cﬁ iImproving the technology of PV modules we have made and carry out recurring tests. The quality control is especially important for us and we also
\t{%wﬂg have random tests for the PV modules in Germany. Our products have the currently valid test standards and certificates for the pv market.




