SK T14 5'-"1 9 OM 6'12 Customized 36Cells Monocrystalline PV Module
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WARRANTY
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Material & Craft

Quality
assurance

Power
guarantee

Safety

& @. Safely for salt mist corrosion
maanm | (IECG1701, tesled in TUV)

"""" Safety for ammonia corrosion
222 (IEC62716, tesled in TUV)

Safety for fire risk
(Class A, tested in TUV)

WUXI SUNKET NEW ENERGY TECHNOLOGY CO., LTD.

145W~155W

Guaranteed Power

80% Output
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ﬂ "BLACK FRAMEBLACK BACHK-SHEET PRODUCTS ARE AVAILABLE UFON RECHIEST

MANAGEMENT SYSTEM

COEF. 15O 9001: Quality management system
R\ SO 14001: Standard for environmental management system

(5 OHSAS 18001: International standard for occupational health
and safety assessment system

PRODUCT CERTIFICATES

Power 0. 5
guarantes TEars

High stability of the aluminium
frame

High quality junction box and
connector systems

100% inspection, to guarantee
the reliability of solar systems

Technology

Using high efficiency mono

SESSE | solarcells
nus :
;1 11 Excellent performance in
o
_'EE__‘J low-light environments

High transmissivity, low-iron

tempered glass,
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_ SKT145~190M6-12 Customized 36Cells Monocrystalline PV Module

Electrical Characteristics (STC) : E
| L unction
Negative () me-amT
Module Type SKT145M6-12 | SKT150ME-12 | SKT155M8-12 | SKT160ME-12 | SKT185M6-12 _\{'} ;_,,N/J:l Bamcde L .
Masarmium Power- Pmax) 145 150 156 160 185 |__ _J
A A
Open Circuit Voltage - Voc(V) 224 226 2.7 228 23.1
Short- Circuit Cument - ISC{A) 860 8.80 9.05 9.29 9.53 ‘\ =
Voltage at Pmax -Vimp(V) 18.2 18.4 18.5 188 18.7 SLO g B ~|
places
Current at Pmax - Imip{A) 787 815 238 8.80 282
Module Efficiency -nm (%) 14.60 15.10 15.80 16.11 16.561 | Ga4125) |
Il | Drainage holos
Module Type SKT1TOME-12 | SKT175ME-12 SKT180ME-12 SKT185M6-12 SKT190M6-12 —7\
Maximum Power- Pmax(W) 170 175 180 185 190 e :
i/ 4] 20,6) 35{1
Open Circuit Voltage - Voo (V) 234 236 23.9 24,1 24.4 S = =k
i
Short- Cirguil Curmrent - 15C{A) 8.38 8,61 2,81 .93 10.08
Voltage at Pmax -Vmp{V) 192 19.3 19.5 19.7 199 ] funchon i " 1
Current at Pmanx - InpA) 886 8.07 8.24 9.39 9.55 —\' /!:] Bar [ |
Module Efficiency -nm (%) 17.11 17.61 18.12 18.63 19.14 | || ] Labe
Allr e = =
&TC: Imadiance 1000Wim?, Cell Temperature 25 C, Air Mass 1.5 I = £l =
\Grounding holea Bl oo
2 ploces
Power Tolerance(W) {0,+4.99)
Maximum System Voltage(V) 715 nm h—
Maximum Sernes Fuse Rating (A) 20 “—>r Drainagi hoks
Fal i 1
Temperature Characteristics : 674(26.6 ] 3
Pmax Temperature Coatficient -0.40%/C ~
_ : | I Section:A-A
Vioe Temperature Coefficient -0.32%/C LR
lsc Temperature Coefficient +0.05%/1C \ . ! *
Operating Temperature 40~ +85C 4 1 i -
Nominal Operating Cell Temperature(NOGT) 4542 ——t S oes | || Toas

All Dimensions in mmiinch)
) ) ) The above drawing is a graphical representation of the product.
Mechanical Specifications For engineering quality drawings please contact SUNKET.

I-V Curve (SKT160M6-12)

Module Type SKT160~190MG-12 SKT145~155M6-12
it Colls tomp. = 35 °C
External Dimensicns 14 T4x67d=35mm 1270x674x3I5mm Irdon bmad = 1000 Wime
Weight 1ikg 8.5kg 8 eiadent I # B it
Mono Solar Calls 156x156mm (36pcs) 133.25%156mm (36pcs) % 8 veient imps o 4483
Front Glass . 3.2 mamy lempered glass, low iron 3.2 mm lempered glass, low ion :", g FTrran:
Frame Anodized aluminum alloy Anodized aluminum alloy
= e el = O Wi
Junchon Box IPaT IPET
Mechanical Load 5400 Pa 5400 Pa % e P [\":5 = 5
Packing Configuration w0
Modude Typss SKT160~-190ME-12 SHET145~155M8-12 8
Carton Dimensions 1515%1110%689mm 1310%1110%689mm < o
£
i . & Incident birad, & 1000 Win?
Pallet Dimensions 1525%1120%830mmi 1320= 1120=830mm oy — Coits temg. = 10°C
Pallet Weight 380kg 335Kg ol TR m . ?5:“
Pieces per Pallet 30(Spcsicarton) 30(5pcs/canton) N ik
ql) & 1] 14 F21) F]
oilage [V]
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