GEL BATTERY e AlRRAEZ 8 JYRY1210006(12V100AR)

Specification & 4< ¥ PerformanceCharacteristics 1 fig 2 4%

¢ Micro millimeter SiO2 and H2S04 techologyfor Efficient gasrecombination e 10 hour rate(10.0A) 100Ah
of up to 99% and Freedom from electrolyte maintenance or water adding. é;ﬂiif%

N s 5 hourrate(17A) 85Ah

AR AR T RB AS R AT RABIE R S N 3 iR 99% B L 77° E (25° &)

& UL-recognized component. = i UL, CEAE 1 hour rate(60A) 60Ah

& Can be mounted in any orientation. &I 'E 4>, nEREJ7 A 2231 T A FHInternal Resistance Approx.8m €

& Computer designed lead,calcium tin alloy grid for high power density. T Discharge :-30°C ~60°C i Hi (3 i i)
AT Iﬂ]%%% 2 %;"E %*ﬁﬁ”} Operatlng Charge:_zouc ~50°C ?EE_‘» (ﬁﬁﬁ ﬂ )

¢ Low self discharge. B i HL{5: TemperatueRange

Storage:-30°C~60°C i #H (EEHEE)

¢ low gas escape XS AT H

¢ good consistence on deep discharge,long cyclic life iR & i i — 2 i b #2381 48 % 76 [ Normal Operating Tempe rature Range:  25°C+5°C
& With float charging,the designed service life for the Gel battery WA, £%EHE25% KERHET 2D UEFI2MA
S A te H R MM 2R, N ARAERERR, CRETRNEE.
isuptol1Zyears JeprHiMbBUN R #F AL, Bt A iTik12 Self-Discharge GEL batteries can be stored for more than 12 months
¢ Solid state electrolyte stratification gel electrolyte can be avoided and at 25°C.please charge batteries before using .For
reduced corrosivity [ PR 7 i 4 L f2 J5 RT 8 50 B R 70 B e B b higher temperature,the time interval will be shorter.
® Using a special partition can effectively prevent short circuit of battery, and to B HBEBHEZE<1.3% Selfdischarge rate < 1.3% monthly
ensure that the extreme ambient temperature can be used m AN Bt Max,discharge current77° F (25° C) : 650A(5S)
STV B BB T 205 LG B, L MR BRI T _ AT | ﬁ
¢ SPECIFICATION %% Id ik 75 H Float charging Voltage | 13-810 13.8VDC/unitAverage at 25°C
| per i SN I
Nominal voltage AUE HiHs «esesveeseeneese: 12V (Constant Voltage)  gqglztononandCyde Senice | 14-6 to 14.8VDClunitAverage at 25°C
Number of cell FFEGHL coeveercecerecnnis
ADPIOX. WEIGHt(KG) 5T+ v+ +vssesseeens KC a3 7 B S KL U HB30A Recommended Maximum Current Limit:30A

P2 i ST (47 : 22K) Dimensions (Unit:mm) :327(L)X 172(W)x225(H)
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1yl &5 #2)Battery Construction

Jnﬁ IE AR R AR R 7 I i 74 i f b AR HEL %
Component positive plate negative plate Container Cover Safety valve Terminal Separator electrolyte

B — AL i ABS ABS R e W3 41 4/ PE i V8 e
Raw material Lead dioxide Lead Rubber Copper Fiberglass/PE colloidal silicon

fE VR R4 Constant current discharge characteristicsUnit:A(20°C

F.V/TIME | 10min | 15mm | 30min | 60min 2h 3h dh Sh 8h [0h 20h
9, 60V 165 152 96. () 60. 0 36.0 24.5 19.4 16. 9 12,0 10.2 5.24

1909001:2008 Certificate

9. 90V 60 148 94. 1 59.1 35,8 | 24.3 19.3 16. 8 12.0 10.2 52
10,2V 153 143 0.2 | 5.6 | 355 | 242 19.1 6.7 1.9 10, 5,22 @ @
0.5V 147 138 89.0 | 56.5 | 35.0 | 24.0 9.0 6. 6 11.8 0.1 5.19
10, 8V 139 131 8.7 | 4.7 | 3.1 23,5 8.4 16, 1 1.4 10.0 5.15
H T2 R Constant power discharge characteristicsUnit: W(20°C) EMC
F.V/TIME | 10min | I5min | 30min | 60min 2h 3h 4h 5h 8h 10h 20h e A

9. 60V 1782 1669 1077 084 417 288 228 200 143 122 62,9
9. 90V 1729 1629 1056 674 415 286 227 199 142 [2] 62, &
10,2V 1657 1569 1023 637 411 284 225 198 14] 2] 62. 6
[0, 5V 1586 1515 998 644 405 282 223 196 140 120 62,2

| | el £ & FHIASE
[0, 8V 1497 1435 062 624 395 274 217 190 136 119 ol. &

N O

All mentioned values are average values
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Temperatu re effects curve
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Life charactenstlcs of cyclic use
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Discharge characteristics at various rates
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Charging Procedures(12V series)
ChargeVoltage(V)7: 1 H J&
$ri ¢ N I
Application | i wEwE | apgmam | Max-Charge
Temperature Setpomt Allowable range Current
Cycle use 25°C 14.8 14.6~14.8 0.3C
‘ Standby 25°C 13.7 13.6~13.8 0.3C
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Storage characteristic
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Effect of temperature on long term float life
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Charge characteristics for cycle use
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Dlscharge Cu rrent VS.Discharge Voltage

2t 1k | ks

Final Discharge 1.75V 1.70V
Voltage V/cell

1.60V

JIRHE, L

Current(A)

Discharge (A)QU.EC ﬂ20<(A)<10C (;&\)% 1.0C

? E RS 4 China Service Hotline: 400-670-5670

M 4 Website: www. jyhybattery. com




