RS195P-48 Q'DIDV

®RS185P-48 RUNDA SOLAR
® R5190P-48 Jiangsu Runda PV Co.,Ltd.
® RS200P-48
® RS205P-48
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100% Runda's linear performance warranty
97%
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Material&Craft 90% output 80% output

Quality Power Power
assurance guarantee guarantee

ificati Efficienc ~2400Pa -
Certification —5400Pa —

High Module Efficiency

Salt Mist Corrosion Protect
Ammonia Resistance

Jiangsu Runda PV Co.,Ltd.

TEL : +86-0510-86926600 FAX: +86-0510-86926601 !: ,: ’

WEB: www.rundapv.com E-MAIL: sales@runda.pv.com . RUNDA SOLAR
ADD : Beishan Road 9,Gushan,Jiangyin City,Jiangsu Province,P.R.China
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RS195P-48 Q'D W

® RS190P-48 :
Jiangsu Runda PV Co.,Ltd.
® RS200P-48
® RS205P-48 ) o
Electrical Characteristics
TYPE RS185P-48 RS190P-48  RS195P-48 RS200P-48 RS205P-48
______POWEROUTPUT 185 10 198 200 205
STC __MAXPOWER TOLERANCE o-sw. o-5w o-sw o-sw ! o-5w
hOOgV\I//M MODULE EFFICIENCY (%) 14.1 14.5 14.8 15.2 15.6
1@ 10 11 1
Temperature  YOLTAGEMPPVmpp 232 234 287 289 244
25 CURRENT MPPImpp (A) 797 114 825 837 85
AMAS T VOLTAGE OPEN CIRCUIT Vo 295 296 298 301 203
SHORT CIRCUIT CURRENT Isc (A) 8.54 8.64 8.75 8.84 8.89
NOCT . POWEROUTPUT 1401 1439 14r7 1514 1552
800W/M° VOLTAGEMPPVmpp (v) 212 214 216 218 220
Environment CURRENT MPP Impp (A) 6.62 6.74 6.85 6.95 7.06
JOUPEratiTe VOLTAGE OPEN CIRCUIT Voc (V) 268 269 274 213 215
AM.1.5 SHORT CIRCUIT CURRENT Isc (A)  7.32 r40 r0 757 762
TEMPERATURE COEFFICIENTS Isc | S o088
TEMPERATURE COEFFICIENTS Voc ~ (%/°¢) 0852
TEMPERATURE COEFFICIENTS Pmpp (%/°C) ~ -0442
NOCT Q) L AsEC
Mechanical Data Working Conditions
DIMENSIONSOF MODULE 1324*992*45mm_ MAXSYSTEM VOLTAGE (VDO) 1000V __
WEIGHT(Kg) o0 SERIES FUSERATING 15A
CABLE _TUVCertified 4mm’ _~ MECHANICALLOAD  >5400Pa
GLASS High transmission glass 3.2mm OPERATING TEMPERATURE (°C) -40~+85
JUNCTIONBOX 3Bypass-Diode APPLICATION CLASS A
TYPE OF CONNECTOR Compatible with MC 4 plug -V CURVES
P a C ka g I n g C O n fl g u ra t I O n PV MODULE:RUNDA,RS185P-48
7
Loading Capacity 288 pcs/20GP | Cells temp=25C
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Jiangsu Runda PV Co.,Ltd.
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