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SPECIFICATIONS

STC NOCT
Rated Power (Pmax): 320W 330W 340W 320W 330W 340W
Maximum Power (Pmax): 320W 330W 340W 236.32W  243.71W 251. 30W
Rated Voltage at Pmax (Vmp): 33.6V 33.9V 34.1V 31. 24V S 2 N/ S
Rated Current at Pmax (Imp): 9. 52A 9. 73A 9.97A 7. 66A 7.83A 8. 02A
Open-circuit Voltage (Voc): 40.7V 41. 0V 41.2V 37.89V 38.17V 38.37V
Short-circuit Current (Isc): 9. 97A 10. 15A 10. 38A 8.07A 8. 22A 8. 42A
Module Efficiency (nm): 19. 2% 19. 8% 20. 4%
Maximum System Voltage: 1000vVDC
Application Class: ClassA
Fire Resistance Class: Class C
Maximum Over-Current Rating: 16A
Operating Temperature: 85% Rh,-40°C ~+85°C
Maximum Snow Loads (front): 5400Pa
Maximum Wind Loads (front & back): 2400Pa
Maximum Hailstone Impact (diameter @ 23m/s): 25mm

- STC: Irradiance 1000W/m, Cell temperature 25°C, Air mass AM1.5 according to EN60904-3.

- NOCT: Irradiance 800W/m;Ambient temperature 20°C/s , wind Speed 1m/s.
- Average efficiency reduction of 4.5% at 200W/ m*according to EN60904-1.
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Construction Characteristics: 3 ol 17 \\} L
Front Cover : low-iron tempered glass/3.2mm ! 4 \‘\\ \ e
Cell: 60 pcs mono-crystalline 158.75x158.75mm N m/ NI =8
Anodized aluminum alloy Frame : silver Eblack 2 —— \\\Q B
Junction Box (protection degree): P67 12/ \\\ 32
Cable (length/cross-sectional area): 1000mm/4mm? 0 : P TR~ e w1
Connector ( protection degree): P67 Voltage (V)
Module Dimension (LxWxH): 1665%1002%35mm
Weight: 18. 5+3% kg Temperature Dependence
of Isc, Voc, Pmax
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Please refer to Sun Earth East Solar Product Warranty for details.

Ningbo Sun Earth East Solar Co.,Ltd. TEL: +86-574-87910948 FAX:+86-574-86880129
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