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Microtex offers CALCIUM-Plus Standby-Power cells–OPzS series capacities ranging from 100Ah to 3000Ah. These 
flooded cells are designed to provide superior performance for both high cycling , float/long duration applications and 
reliability over the life of the battery. These cells are manufactured using state of the art techniques quality components and
materials  for reduced maintenance and extended battery life.

             FEATURES  ADVANTAGES 
Special Calcium+ low Antimony Selenium grid alloy Reduced watering requirements 

Thicker spines for Positive Tubular plates Cast at 150 bars pressure  ensures better 
compression  and packing of lead ensuring 
long cycle life of 20 years plus.

High Impact Transparent SAN Containers Allows visual internal condition of cells 

High Impact ABS covers with polarity indicators Enhances cell  safety and easy visual of 
terminal polarity 

Hardened, Lead-alloy copper inserted terminal posts Provides faster conductivity and failproof
connections requiring less maintenance

 Terminal bushing with rubber rings Stops acid creeping and corrosion.
Allows growth  of the positive terminal
ensuring no breakage of cover in service life,

Rugged construction for robust performance 20  year float life and seismic qualification

Factory Preformed Plates For reliable performance and no excess cycling
of the cells required in the field to reach rated
capacity-saves money and time for users. 

Batteries comply with Standard DIN 40 736 part 1,IS 1651-1993,Tests according IEC 60 896 – 11, IS 1651-1993 
and Safety standard, ventilation DIN EN 50 272-2

The company is  ISO 9001:2015 and ISO 14001:2015 certified

Microtex is a leading manufacturer of Industrial Batteries in Bangalore, India. The factory has a covered area of 
26700 Sq ft on 5 acres of land, with 300 trained people.  Established 50 years ago it is a company well known for 
its high quality. Microtex produces in house, the specially designed lead alloys, lead oxides, grid castings, pasted plates, 
injection molded containers, multi-tubular gauntlets, separators and produces the complete battery using state of the art 
industry standard battery making machinery. The Company started producing Industrial Batteries in the seventies for 
applications like Traction, Stationary and Rail road Batteries. 
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For Nuclear Power plants, Electric Power Generation facilities, Petrochemical plants,
Switchgear and control applications, Wind, hydro & solar photovoltaic, Large UPS Systems, 
Railway signaling, Telecommunications.

Advantages of using CALCIUM-Plus Standby-Power batteries.

OPzS Stands for :-
O  = Ortsfest (Stationary)
Pz = PanZerplatte (Tubular plate)
S   = Flussig (Flooded)
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1 MIN 5 MIN 10 MIN 15 MIN 20 MIN 30 MIN 45 MIN 1 HR 2 HR 3 HR 4 HR 5 HR 6 HR 7 HR 8 HR 9 HR 10 HR 11 HR 12 HR 13 HR 14 HR

2 OPzS 100 100 108.14 105.45 95.20 91.17 84.71 74.10 62.39 53.78 34.37 25.71 21.07 17.98 15.66 13.85 12.41 11.24 10.27 9.95 9.66 9.57 9.41
4 OPzS 200 200 216.28 210.91 190.39 182.35 169.43 148.19 124.79 107.56 68.73 51.41 42.15 35.96 31.32 27.70 24.81 22.47 20.55 19.90 19.32 19.13 18.82
5 OPzS 250 250 270.35 263.64 237.99 227.94 211.78 185.24 155.99 134.45 85.92 64.26 52.69 44.95 39.15 34.63 31.02 28.09 25.69 24.87 24.14 23.91 23.53
6 OPzS 300 300 324.42 316.36 285.59 273.52 254.14 222.29 187.18 161.34 103.10 77.11 63.22 53.93 46.98 41.55 37.22 33.71 30.82 29.85 28.97 28.70 28.23
5 OPzS 350 350 378.49 369.09 333.19 319.11 296.49 259.33 218.38 188.23 120.28 89.96 73.76 62.92 54.81 48.48 43.42 39.33 35.96 34.82 33.80 33.48 32.94
6 OPzS 400 400 432.56 421.82 380.79 364.70 338.85 296.38 249.58 215.12 137.47 102.82 84.30 71.91 62.64 55.40 49.63 44.95 41.10 39.80 38.63 38.26 37.65
6 OPzS 420 420 454.18 442.91 399.83 382.93 355.79 311.20 262.05 225.87 144.34 107.96 88.51 75.51 65.78 58.17 52.11 47.19 43.15 41.78 40.56 40.18 39.53
7 OPzS 450 450 486.63 474.54 428.39 410.28 381.21 333.43 280.77 242.01 154.65 115.67 94.83 80.90 70.47 62.33 55.83 50.56 46.24 44.77 43.46 43.04 42.35
7 OPzS 490 490 529.88 516.72 466.46 446.75 415.09 363.07 305.73 263.52 168.40 125.95 103.26 88.09 76.74 67.87 60.79 55.06 50.34 48.75 47.32 46.87 46.12
6 OPzS 600 600 648.84 632.73 571.18 547.05 508.27 444.57 374.36 322.68 206.20 154.23 126.44 107.87 93.96 83.11 74.44 67.42 61.65 59.69 57.95 57.39 56.47
8 OPzS 800 800 865.11 843.63 761.58 729.40 677.70 592.76 492.15 430.24 274.94 205.64 168.59 143.82 125.29 110.81 99.26 89.89 82.20 79.59 77.26 76.52 75.29

10 OPzS 1000 1000 1081.39 1054.54 951.97 911.74 847.12 740.95 623.94 537.80 343.67 257.05 210.74 179.78 156.61 138.51 124.07 112.36 102.74 99.49 96.58 95.65 94.11
12 OPzS 1200 1200 1297.67 1265.45 1142.36 1094.09 1016.55 889.14 748.73 645.36 412.40 308.46 252.89 215.74 187.93 166.21 148.88 134.84 123.29 119.38 115.90 114.79 112.94
12 OPzS 1500 1500 1622.09 1581.81 1427.96 1367.62 1270.68 1111.43 935.91 806.69 515.50 385.57 316.11 269.67 234.91 207.76 186.11 168.54 154.12 149.23 144.87 143.48 141.17
16 OPzS 2000 2000 2162.79 2109.08 1903.94 1823.49 1694.25 1481.91 1247.88 1075.59 687.34 514.10 421.48 359.56 313.21 277.02 248.14 224.73 205.49 198.97 193.16 191.31 188.23
20 OPzS 2500 2500 2703.48 2636.35 2379.93 2279.36 2117.81 1852.38 1559.85 1344.49 859.17 642.62 526.85 449.45 391.52 346.27 310.18 280.91 256.86 248.72 241.45 239.14 235.28
24 OPzS 3000 3000 3244.18 3163.62 2855.91 2735.23 2541.37 2222.86 1871.82 1613.39 1031.01 771.15 632.22 539.34 469.82 214.53 372.21 337.09 308.23 298.46 289.74 286.96 282.34

DISCHARGE CURRENT IN AMPS AT 1.70 ECV AT 27 ̊C

Model Type

Capacity(Ah
) at C₁₀ rate 

of 
discharge 

to 1.85 ECV

1 MIN 5 MIN 10 MIN 15 MIN 20 MIN 30 MIN 45 MIN 1 HR 2 HR 3 HR 4 HR 5 HR 6 HR 7 HR 8 HR 9 HR 10 HR 11 HR 12 HR 13 HR 14 HR

2 OPzS 100 100 87.45 86.83 83.38 79.00 74.20 66.23 57.13 50.13 33.47 25.60 21.07 17.98 15.66 13.85 12.41 11.24 10.27 9.95 9.66 9.57 9.41
4 OPzS 200 200 174.91 173.66 166.75 158.00 148.41 132.47 114.25 100.27 66.95 51.20 42.15 35.96 31.32 27.70 24.81 22.47 20.55 19.90 19.32 19.13 18.82
5 OPzS 250 250 218.63 217.08 208.44 197.49 185.51 165.58 142.81 125.33 83.68 64.00 52.68 44.95 39.15 34.63 31.02 28.09 25.69 24.87 24.14 23.91 23.53
6 OPzS 300 300 262.36 260.50 250.13 236.99 222.61 198.70 171.38 150.40 100.42 76.80 63.22 53.93 46.98 41.55 37.22 33.71 30.82 29.85 28.97 28.70 28.23
5 OPzS 350 350 306.08 303.91 291.82 276.49 259.71 231.82 199.94 175.47 117.16 89.60 73.76 62.92 54.81 48.48 43.42 39.33 35.96 34.82 33.80 33.48 32.94
6 OPzS 400 400 349.81 347.33 333.50 315.99 296.81 264.93 228.50 200.54 133.89 102.40 84.30 71.91 62.64 55.40 49.63 44.95 41.10 39.80 38.63 38.26 37.65
6 OPzS 420 420 367.30 364.69 350.18 331.79 311.65 278.18 239.93 210.56 140.59 107.52 88.51 75.51 65.78 58.17 52.11 47.19 43.15 41.78 40.56 40.18 39.53
7 OPzS 450 450 393.54 390.74 375.19 355.49 333.91 298.05 257.06 225.60 150.63 115.20 94.83 80.90 70.47 62.33 55.83 50.56 46.24 44.77 43.46 43.04 42.35
7 OPzS 490 490 428.52 425.48 408.54 387.09 363.59 324.54 279.91 245.66 164.02 125.44 103.26 88.09 76.74 67.87 60.79 55.06 50.34 48.75 47.32 46.87 46.12
6 OPzS 600 600 524.71 520.99 500.26 473.98 445.21 397.40 342.75 300.80 200.84 153.60 126.44 107.87 93.96 83.11 74.44 67.42 61.65 59.69 57.95 57.39 56.47
8 OPzS 800 800 699.62 694.65 667.01 631.98 593.62 529.86 457.00 401.07 267.79 204.80 168.59 143.82 125.29 110.81 99.26 89.89 82.20 79.59 77.26 76.52 75.29

10 OPzS 1000 1000 874.52 868.32 833.76 789.97 742.02 662.33 571.25 501.34 334.73 256.00 210.74 179.78 156.61 138.51 124.07 112.36 102.75 99.49 96.58 95.66 94.11
12 OPzS 1200 1200 1049.43 1041.98 1000.51 947.97 890.43 794.79 685.50 601.60 401.68 307.20 252.88 215.74 187.93 166.21 148.88 134.84 123.29 119.39 115.90 114.79 112.94
12 OPzS 1500 1500 1311.79 1302.48 1250.64 1184.96 1113.04 993.49 856.88 752.01 502.10 384.00 316.11 269.67 234.91 207.76 186.11 168.54 154.12 149.23 144.87 143.48 141.17
16 OPzS 2000 2000 1749.05 1736.63 1667.52 1579.95 1484.05 1324.66 1142.50 1002.67 669.46 512.00 421.47 359.56 313.21 277.02 248.14 224.73 205.49 198.97 193.16 191.31 188.23
20 OPzS 2500 2500 2186.31 2170.79 2084.40 1974.93 1855.06 1655.82 1428.13 1253.34 836.83 640.00 526.84 449.45 391.52 346.27 310.18 280.91 256.86 248.72 241.45 239.14 235.29
24 OPzS 3000 3000 2623.57 2604.95 2501.28 2369.92 2226.07 1986.98 1713.75 1504.01 1004.20 768.00 632.21 539.34 469.82 415.53 372.21 337.09 308.23 298.46 289.74 286.97 282.34

DISCHARGE CURRENT IN AMPS AT 1.75 ECV AT 27 ̊C
Model Type

Capacity 
(Ah) at C₁₀ 

rate of 
discharge 

1 MIN 5 MIN 10 MIN 15 MIN 20 MIN 30 MIN 45 MIN 1 HR 2 HR 3 HR 4 HR 5 HR 6 HR 7 HR 8 HR 9 HR 10 HR 11 HR 12 HR 13 HR 14 HR

2 OPzS 100 100 68.35 68.35 67.15 65.07 62.77 57.36 50.44 44.96 31.37 24.55 20.51 17.67 15.47 13.74 12.35 11.21 10.27 9.95 9.66 9.57 9.41
4 OPzS 200 200 136.70 136.70 134.31 130.13 125.54 114.72 100.87 89.92 62.74 49.10 41.02 35.34 30.95 27.48 24.70 22.42 20.55 19.90 19.32 19.13 18.82
5 OPzS 250 250 170.88 170.88 167.88 162.66 156.92 143.40 126.09 112.40 78.43 61.37 51.28 44.18 38.69 34.35 30.87 28.03 25.69 24.87 24.14 23.91 23.53
6 OPzS 300 300 205.05 205.05 201.46 195.20 188.31 172.08 151.31 134.88 94.11 73.64 61.53 53.01 46.42 41.22 37.04 33.64 30.82 29.85 28.97 28.70 28.23
5 OPzS 350 350 239.23 239.23 235.04 227.73 219.69 200.76 176.53 157.36 109.80 85.92 71.79 61.85 54.16 48.09 43.22 39.24 35.96 34.82 33.80 33.48 32.94
6 OPzS 400 400 273.40 273.40 268.62 260.26 251.08 229.44 201.74 179.84 125.49 98.19 82.04 70.68 61.90 54.96 49.39 44.85 41.10 39.80 38.63 38.26 37.65
6 OPzS 420 420 287.07 287.07 282.05 273.27 263.63 240.91 211.83 188.83 131.76 103.10 86.15 74.21 64.99 57.71 51.86 47.09 43.15 41.78 40.56 40.18 39.53
7 OPzS 450 450 307.58 307.58 302.19 292.79 282.46 258.11 226.96 202.32 141.17 110.46 92.30 79.52 69.63 61.83 55.57 50.45 46.24 44.77 43.46 43.04 42.35
7 OPzS 490 490 334.92 334.92 329.05 318.82 307.57 281.06 247.14 220.31 153.72 120.28 100.50 86.58 75.82 67.33 60.50 54.94 50.34 48.75 47.32 46.87 46.12
6 OPzS 600 600 410.11 410.11 402.92 390.39 376.61 344.15 302.62 269.76 188.23 147.28 123.07 106.02 92.85 82.44 74.09 67.27 61.65 59.69 57.95 57.39 56.47
8 OPzS 800 800 546.81 546.81 537.23 520.52 502.15 458.87 403.49 359.68 250.97 196.38 164.09 141.36 123.80 109.92 98.78 89.70 82.20 79.59 77.26 76.52 75.29

10 OPzS 1000 1000 683.51 683.51 671.54 650.65 627.69 573.59 504.36 449.60 313.71 245.47 205.11 176.70 154.74 137.40 123.48 112.12 102.74 99.48 96.58 95.65 94.11
12 OPzS 1200 1200 820.21 820.21 805.85 780.78 753.23 688.31 605.23 539.52 376.46 294.57 246.13 212.04 185.69 164.88 148.17 134.54 123.29 119.38 115.90 114.79 112.94
12 OPzS 1500 1500 1025.26 1025.26 1007.31 975.98 941.53 860.38 756.54 674.40 470.57 368.21 307.66 265.05 232.12 206.10 185.22 168.18 154.12 149.23 144.87 143.48 141.17
16 OPzS 2000 2000 1367.02 1367.02 1343.08 1301.30 1255.38 1147.18 1008.72 899.21 627.43 490.95 410.22 353.40 309.49 274.80 246.96 224.24 205.49 198.97 193.16 191.31 188.23
20 OPzS 2500 2500 1708.77 1708.77 1678.84 1626.63 1569.22 1433.97 1260.90 1124.01 784.29 613.68 512.77 441.75 386.86 343.51 308.70 280.30 256.86 248.72 241.45 239.14 235.28
24 OPzS 3000 3000 2050.53 2050.53 2014.61 1951.96 1883.07 1720.76 1513.08 1348.81 941.14 736.42 615.32 530.10 464.23 412.21 370.44 336.36 308.23 298.46 289.74 286.96 282.34

DISCHARGE CURRENT IN AMPS AT 1.80 ECV AT 27 ̊C

Model Type

Capacity 
(Ah) at C₁₀ 

rate of 
discharge 

to 1.85 ECV
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1 MIN 5 MIN 10 MIN 15 MIN 20 MIN 30 MIN 45 MIN 1 HR 2 HR 3 HR 4 HR 5 HR 6 HR 7 HR 8 HR 9 HR 10 HR 11 HR 12 HR 13 HR 14 HR

2 OPzS 100 100 53.23 53.23 53.23 52.94 51.90 49.70 44.94 40.57 29.59 23.83 20.15 17.42 15.31 13.64 12.29 11.19 10.00 9.68 9.40 9.31 9.16
4 OPzS 200 200 106.45 106.45 106.45 105.88 103.81 99.40 89.88 81.14 59.18 47.66 40.30 34.84 30.62 27.27 24.58 22.37 20.00 19.37 18.80 18.62 18.32
5 OPzS 250 250 133.07 133.07 133.07 132.35 129.76 124.25 112.34 101.42 73.97 59.58 50.38 43.55 38.28 34.09 30.72 27.97 25.00 24.21 23.50 23.28 22.90
6 OPzS 300 300 159.68 159.68 159.68 158.82 155.71 149.10 134.81 121.71 88.77 71.49 60.45 52.27 45.93 40.91 36.86 33.56 30.00 29.05 28.20 27.93 27.48
5 OPzS 350 350 186.29 186.29 186.29 185.29 181.66 173.95 157.28 141.99 103.56 83.41 70.53 60.98 53.59 47.73 43.01 39.16 35.00 33.89 32.90 32.59 32.06
6 OPzS 400 400 212.91 212.91 212.91 211.76 207.61 198.80 179.75 162.28 118.35 95.32 80.60 69.69 61.25 54.54 49.15 44.75 40.00 38.73 37.60 37.24 36.64
6 OPzS 420 420 223.55 223.55 223.55 222.35 217.99 208.74 188.74 170.39 124.27 100.09 84.63 73.17 64.31 57.27 51.61 46.99 42.00 40.67 39.48 39.10 38.47
7 OPzS 450 450 239.52 239.52 239.52 238.23 233.56 223.65 202.22 182.56 133.15 107.24 90.68 78.40 68.90 61.36 55.29 50.34 45.00 43.57 42.30 41.90 41.22
7 OPzS 490 490 260.81 260.81 260.81 259.41 254.33 243.53 220.19 198.79 144.98 116.77 98.74 85.37 75.03 66.82 60.21 54.82 49.00 47.45 46.06 45.62 44.88
6 OPzS 600 600 319.36 319.36 319.36 317.64 311.42 298.20 269.62 243.42 177.53 142.98 120.90 104.53 91.87 81.82 73.73 67.12 60.00 58.10 56.40 55.86 54.96
8 OPzS 800 800 425.81 425.81 425.81 423.52 415.23 397.60 359.50 324.55 236.71 190.65 161.20 139.37 122.49 109.09 98.30 89.50 80.00 77.46 75.20 74.48 73.28

10 OPzS 1000 1000 532.26 532.26 532.26 529.40 519.03 497.00 449.37 405.69 295.88 238.31 201.50 174.22 153.11 136.36 122.88 111.87 100.00 96.83 94.00 93.10 91.60
12 OPzS 1200 1200 638.72 638.72 638.72 635.28 622.84 596.39 539.25 486.83 355.06 285.97 241.80 209.06 183.74 163.63 147.45 134.25 120.00 116.20 112.80 111.72 109.92
12 OPzS 1500 1500 798.39 798.39 798.39 794.10 778.55 745.49 674.06 608.54 443.83 357.46 302.25 261.32 229.67 204.54 184.31 167.81 150.00 145.25 141.00 139.65 137.40
16 OPzS 2000 2000 1064.52 1064.52 1064.52 1058.80 1038.06 993.99 898.75 811.39 591.77 476.61 403.01 348.43 306.23 272.72 245.75 223.74 200.00 193.66 188.00 186.20 183.20
20 OPzS 2500 2500 1330.66 1330.66 1330.66 1323.50 1297.58 1242.49 1123.43 1014.23 739.71 595.77 503.76 435.54 382.78 340.90 307.19 279.68 250.00 242.08 235.00 232.75 229.00
24 OPzS 3000 3000 1596.79 1596.79 1596.79 1588.20 1557.09 1490.99 1348.12 1217.08 887.65 714.92 604.51 522.65 459.34 409.08 368.63 335.61 300.00 290.49 282.00 279.30 274.80

DISCHARGE CURRENT IN AMPS AT 1.85 ECV AT 27 ̊C
Model Type

Capacity 
(Ah) at C₁₀ 

rate of 
discharge 

1 MIN 5 MIN 10 MIN 15 MIN 20 MIN 30 MIN 45 MIN 1 HR 2 HR 3 HR 4 HR 5 HR 6 HR 7 HR 8 HR 9 HR 10 HR 11 HR 12 HR 13 HR 14 HR

2 OPzS 100 100 40.34 40.34 40.34 40.34 40.34 39.90 38.20 35.96 27.91 23.11 19.67 17.07 15.06 13.48 12.20 11.16 10.28 9.95 9.66 9.57 9.41
4 OPzS 200 200 80.67 80.67 80.67 80.67 80.67 79.79 76.40 71.92 55.82 46.21 39.33 34.13 30.12 26.95 24.41 22.32 20.55 19.90 19.32 19.13 18.82
5 OPzS 250 250 100.84 100.84 100.84 100.84 100.84 99.74 95.50 89.90 69.78 57.77 49.16 42.67 37.65 33.69 30.51 27.91 25.69 24.87 24.14 23.91 23.53
6 OPzS 300 300 121.01 121.01 121.01 121.01 121.01 119.69 114.60 107.88 83.73 69.32 58.99 51.20 45.18 40.43 36.61 33.49 30.82 29.85 28.97 28.70 28.23
5 OPzS 350 350 141.18 141.18 141.18 141.18 141.18 139.64 133.70 125.86 97.69 80.87 68.83 59.73 52.71 47.17 42.71 39.07 35.96 34.82 33.80 33.48 32.94
6 OPzS 400 400 161.35 161.35 161.35 161.35 161.35 159.59 152.80 143.84 111.65 92.43 78.66 68.27 60.24 53.90 48.82 44.65 41.10 39.80 38.63 38.26 37.65
6 OPzS 420 420 169.42 169.42 169.42 169.42 169.42 167.56 160.44 151.04 117.23 97.05 82.59 71.68 63.26 56.60 51.26 46.88 43.15 41.78 40.56 40.18 39.53
7 OPzS 450 450 181.52 181.52 181.52 181.52 181.52 179.53 171.90 161.82 125.60 103.98 88.49 76.80 67.78 60.64 54.92 50.23 46.24 44.77 43.46 43.04 42.35
7 OPzS 490 490 197.65 197.65 197.65 197.65 197.65 195.49 187.18 176.21 136.77 113.22 96.36 83.63 73.80 66.03 59.80 54.69 50.34 48.75 47.32 46.87 46.12
6 OPzS 600 600 242.02 242.02 242.02 242.02 242.02 239.38 229.20 215.76 167.47 138.64 117.99 102.40 90.37 80.86 73.22 66.97 61.65 59.69 57.95 57.39 56.47
8 OPzS 800 800 322.70 322.70 322.70 322.70 322.70 319.17 305.60 287.69 223.29 184.85 157.32 136.53 120.49 107.81 97.63 89.30 82.20 79.59 77.26 76.52 75.29

10 OPzS 1000 1000 403.37 403.37 403.37 403.37 403.37 398.96 382.00 359.61 279.11 231.06 196.65 170.66 150.61 134.76 122.04 111.62 102.75 99.49 96.58 95.66 94.11
12 OPzS 1200 1200 484.05 484.05 484.05 484.05 484.05 478.75 458.40 431.53 334.94 277.27 235.98 204.80 180.73 161.71 146.45 133.94 123.29 119.39 115.90 114.79 112.94
12 OPzS 1500 1500 605.06 605.06 605.06 605.06 605.06 598.44 573.00 539.41 418.67 346.59 294.97 256.00 225.92 202.14 183.06 167.43 154.12 149.23 144.87 143.48 141.17
16 OPzS 2000 2000 806.74 806.74 806.74 806.74 806.74 797.92 764.00 719.21 558.23 462.12 393.29 341.33 301.22 269.52 244.08 223.24 205.49 198.98 193.16 191.31 188.23
20 OPzS 2500 2500 1008.43 1008.43 1008.43 1008.43 1008.43 997.40 955.01 899.02 697.78 577.65 491.61 426.66 376.53 336.90 305.10 279.05 256.86 248.72 241.45 239.14 235.29
24 OPzS 3000 3000 1210.11 1210.11 1210.11 1210.11 1210.11 1196.89 1146.01 1078.82 837.34 693.18 589.94 511.99 451.83 404.28 366.12 334.86 308.24 298.46 289.74 286.97 282.34

DISCHARGE CURRENT IN AMPS AT 1.90ECV AT 27 ̊C
Model  Type

Capacity 
(Ah) at C₁₀ 

rate of 
discharge 
to 1.85 ECV

1 MIN 5 MIN 10 MIN 15 MIN 20 MIN 30 MIN 45 MIN 1 HR 2 HR 3 HR 4 HR 5 HR 6 HR 7 HR 8 HR 9 HR 10 HR 11 HR 12 HR 13 HR 14 HR

2 OPzS 100 100 201.14 196.15 177.07 169.58 157.57 137.82 116.05 100.03 63.92 47.81 39.20 33.44 29.13 25.76 23.08 20.90 19.11 18.50 17.96 17.79 17.50
4 OPzS 200 200 402.28 392.29 354.13 339.17 315.13 275.64 232.11 200.06 127.85 95.62 78.40 66.88 58.26 51.53 46.15 41.80 38.22 37.01 35.93 35.58 35.01
5 OPzS 250 250 502.85 490.36 442.67 423.96 393.91 344.54 290.13 250.08 159.81 119.53 97.99 83.60 72.82 64.41 57.69 52.25 47.78 46.26 44.91 44.48 43.76
6 OPzS 300 300 603.42 588.43 531.20 508.75 472.69 413.45 348.16 300.09 191.77 143.43 117.59 100.32 87.39 77.29 69.23 62.70 57.33 55.51 53.89 53.38 52.52
5 OPzS 350 350 703.99 686.51 619.73 593.55 551.48 482.36 406.18 350.11 223.73 167.34 137.19 117.04 101.95 90.17 80.77 73.15 66.89 64.77 62.87 62.27 61.27
6 OPzS 400 400 804.56 784.58 708.27 678.34 630.26 551.27 464.21 400.12 255.69 191.24 156.79 133.76 116.52 103.05 92.31 83.60 76.44 74.02 71.85 71.17 70.02
6 OPzS 420 420 844.78 823.81 743.68 712.25 661.77 578.83 487.42 420.13 268.47 200.81 164.63 140.44 122.34 108.20 96.92 87.78 80.26 77.72 75.45 74.72 73.52
7 OPzS 450 450 905.13 882.65 796.80 763.13 709.04 620.18 522.24 450.14 287.65 215.15 176.39 150.48 131.08 115.93 103.85 94.05 86.00 83.27 80.84 80.06 78.77
7 OPzS 490 490 985.58 961.11 867.63 830.96 772.07 675.30 568.66 490.15 313.22 234.27 192.07 163.85 142.73 126.24 113.08 102.41 93.64 90.67 88.02 87.18 85.78
6 OPzS 600 600 1206.83 1176.87 1062.40 1017.51 945.39 826.90 696.32 600.18 383.54 286.87 235.19 200.63 174.77 154.58 138.46 125.40 114.66 111.03 107.78 106.75 105.03
8 OPzS 800 800 1609.11 1569.16 1416.53 1356.67 1260.52 1102.54 928.42 800.24 511.38 382.49 313.58 267.51 233.03 206.10 184.62 167.20 152.88 148.04 143.71 142.33 140.04

10 OPzS 1000 1000 2011.39 1961.45 1770.66 1695.84 1575.65 1378.17 1160.53 1000.30 639.23 478.11 391.98 334.39 291.29 257.63 230.77 208.99 191.10 185.05 179.64 177.92 175.05
12 OPzS 1200 1200 2413.67 2353.74 2124.80 2035.01 1890.78 1653.81 1392.63 1200.36 767.07 573.73 470.37 401.27 349.55 309.15 276.92 250.79 229.32 222.05 215.56 213.50 210.06
12 OPzS 1500 1500 3017.09 2942.17 2656.00 2543.76 2363.47 2067.26 1740.79 1500.45 958.84 717.17 587.96 501.58 436.93 386.44 346.16 313.49 286.66 277.57 269.46 266.88 262.58
16 OPzS 2000 2000 4022.78 3922.89 3541.33 3391.69 3151.30 2756.35 2321.05 2000.60 1278.45 956.22 783.95 668.78 582.58 515.25 461.54 417.99 382.21 370.09 359.27 355.83 350.10
20 OPzS 2500 2500 5028.48 4903.62 4426.66 4239.61 3939.12 3445.43 2901.32 2500.75 1598.06 1195.27 979.94 835.97 728.22 644.07 576.93 522.49 477.76 462.61 449.09 444.79 437.63
24 OPzS 3000 3000 6034.17 5884.34 5311.99 5087.53 4726.94 4134.52 3481.58 3000.90 1917.68 1434.33 1175.93 1003.17 873.86 772.88 692.31 626.98 573.31 555.14 538.91 533.75 525.15

DISCHARGE POWER IN WATTS AT 1.70 ECV AT 27 ̊C
Model  Type

Capacity 
(Ah) at C₁₀ 

rate of 
discharge to 

1.85 ECV
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1 MIN 5 MIN 10 MIN 15 MIN 20 MIN 30 MIN 45 MIN 1 HR 2 HR 3 HR 4 HR 5 HR 6 HR 7 HR 8 HR 9 HR 10 HR 11 HR 12 HR 13 HR 14 HR

2 OPzS 100 100 164.85 163.68 157.16 148.91 139.87 124.85 107.68 94.50 63.10 48.26 39.72 33.89 29.52 26.11 23.39 21.18 19.37 18.75 18.20 18.03 17.74
4 OPzS 200 200 329.70 327.36 314.33 297.82 279.74 249.70 215.36 189.00 126.19 96.51 79.45 67.78 59.04 52.22 46.77 42.36 38.74 37.51 36.41 36.06 35.48
5 OPzS 250 250 412.12 409.19 392.91 372.28 349.68 312.12 269.20 236.26 157.74 120.64 99.31 84.72 73.80 65.27 58.47 52.95 48.42 46.88 45.51 45.08 44.35
6 OPzS 300 300 490.54 491.03 471.49 446.73 419.61 374.55 323.04 283.51 189.29 144.77 119.17 101.67 88.56 78.33 70.16 63.54 58.10 56.26 54.62 54.09 53.22
5 OPzS 350 350 576.97 572.87 550.07 521.18 489.55 436.97 376.88 330.76 220.84 168.90 139.03 118.61 103.32 91.38 81.86 74.13 67.79 65.64 63.72 63.11 62.09
6 OPzS 400 400 659.39 654.71 628.66 595.64 559.49 499.40 430.72 378.01 252.39 193.02 158.90 135.55 118.08 104.44 93.55 84.72 77.47 75.01 72.82 72.12 70.96
6 OPzS 420 420 692.36 687.45 660.09 625.42 587.46 524.36 452.26 396.91 265.01 202.68 166.84 142.33 123.99 109.66 98.23 88.96 81.34 78.76 76.46 75.73 74.51
7 OPzS 450 450 741.81 736.55 707.24 670.09 629.42 561.82 484.56 425.26 283.94 217.15 178.76 152.50 132.84 117.49 105.24 95.31 87.15 84.39 81.92 81.14 79.83
7 OPzS 490 490 807.75 802.02 770.10 729.66 685.37 611.76 527.64 463.06 309.17 236.45 194.65 166.05 144.65 127.93 114.60 103.78 94.90 91.89 89.21 88.35 86.93
6 OPzS 600 600 989.09 982.07 942.98 893.46 839.23 749.09 646.09 567.01 378.58 289.54 238.34 203.33 177.12 156.65 140.32 127.08 116.20 112.52 109.23 108.19 106.44
8 OPzS 800 800 1318.78 1309.42 1257.31 1191.28 1118.97 998.79 861.45 756.02 504.78 386.05 317.79 271.11 236.16 208.87 187.10 169.44 154.94 150.03 145.64 144.25 141.92

10 OPzS 1000 1000 1648.48 1636.78 1571.64 1489.10 1398.71 1248.49 1076.81 945.02 630.97 482.56 397.24 338.88 295.20 261.09 233.87 211.80 193.67 187.53 182.05 180.31 177.41
12 OPzS 1200 1200 1878.17 1964.13 1885.96 1786.92 1678.46 1498.19 1292.17 1134.02 757.16 579.07 476.69 406.66 354.24 313.31 280.65 254.16 232.41 225.04 218.46 216.37 212.89
12 OPzS 1500 1500 2472.72 2455.17 2357.46 2233.65 2098.07 1872.73 1615.21 1417.53 946.45 723.84 595.86 508.33 442.80 391.63 350.81 317.71 290.51 281.30 273.08 270.47 266.11
16 OPzS 2000 2000 3296.95 3273.56 3143.27 2978.20 2797.43 2496.98 2153.61 1890.04 1261.94 965.12 794.48 675.77 590.41 522.18 467.74 423.61 387.35 375.07 364.11 360.62 354.81
20 OPzS 2500 2500 4121.19 4091.94 3929.09 3722.75 3496.79 3121.22 2692.02 2362.55 1577.42 1206.40 993.10 847.21 738.01 652.72 584.68 529.51 484.18 468.84 455.13 450.78 443.51
24 OPzS 3000 3000 4945.43 4910.33 4714.91 4467.30 4196.14 3745.46 3230.42 2835.06 1892.91 1447.68 1191.72 1016.65 885.61 783.27 701.62 635.41 581.02 562.60 546.16 540.93 532.22

DISCHARGE POWER IN WATTS AT 1.75 ECV AT 27 ̊C

Model  Type

Capacity (Ah)
 at C₁₀ rate 

of 
discharge to 

1.85 ECV

1 MIN 5 MIN 10 MIN 15 MIN 20 MIN 30 MIN 45 MIN 1 HR 2 HR 3 HR 4 HR 5 HR 6 HR 7 HR 8 HR 9 HR 10 HR 11 HR 12 HR 13 HR 14 HR

2 OPzS 100 100 130.55 130.55 128.26 124.28 119.89 109.56 96.33 85.87 59.92 46.89 39.18 33.75 29.56 26.24 23.58 21.42 19.62 19.00 18.45 18.27 17.98
4 OPzS 200 200 261.10 261.10 256.53 248.55 239.78 219.11 192.67 171.75 119.84 93.77 78.35 67.50 59.11 52.49 47.17 42.83 39.25 38.00 36.89 36.54 35.95
5 OPzS 250 250 326.38 326.38 320.66 310.69 299.72 273.89 240.83 214.69 149.80 117.21 97.94 84.37 73.89 65.61 58.96 53.54 49.06 47.50 46.12 45.67 44.94
6 OPzS 300 300 391.65 391.65 384.79 372.82 359.67 328.67 289.00 257.62 179.76 140.66 117.53 101.25 88.67 78.73 70.75 64.24 58.87 57.01 55.34 54.81 53.93
5 OPzS 350 350 456.93 456.93 448.92 434.96 419.61 383.44 337.17 300.56 209.72 164.10 137.12 118.12 103.45 91.85 82.55 74.95 68.69 66.51 64.56 63.95 62.92
6 OPzS 400 400 522.20 522.20 513.06 497.10 479.55 438.22 385.33 343.50 239.68 187.54 156.70 135.00 118.22 104.98 94.34 85.66 78.50 76.01 73.79 73.08 71.90
6 OPzS 420 420 548.31 548.31 538.71 521.95 503.53 460.13 404.60 360.67 251.66 196.92 164.54 141.75 124.14 110.22 99.05 89.94 82.42 79.81 77.48 76.73 75.50
7 OPzS 450 450 587.48 587.48 577.19 559.24 539.50 493.00 433.50 386.43 269.64 210.98 176.29 151.87 133.00 118.10 106.13 96.37 88.31 85.51 83.01 82.22 80.89
7 OPzS 490 490 639.70 639.70 628.49 608.94 587.45 536.82 472.03 420.78 293.60 229.74 191.96 165.37 144.82 128.59 115.56 104.93 96.16 93.11 90.39 89.52 88.08
6 OPzS 600 600 783.30 783.30 769.58 745.65 719.33 657.33 578.00 515.25 359.52 281.31 235.05 202.50 177.34 157.46 141.51 128.49 117.75 114.01 110.68 109.62 107.85
8 OPzS 800 800 1044.40 1044.40 1026.11 994.20 959.11 876.44 770.66 686.99 479.36 375.08 313.41 270.00 236.45 209.95 188.68 171.32 156.99 152.02 147.57 146.16 143.81

10 OPzS 1000 1000 1305.50 1305.50 1282.64 1242.75 1198.89 1095.55 963.33 858.74 599.19 468.85 391.76 337.50 295.56 262.44 235.84 214.15 196.24 190.02 184.47 182.70 179.76
12 OPzS 1200 1200 1566.60 1566.60 1539.16 1491.29 1438.66 1314.66 1156.00 1030.49 719.03 562.63 470.11 405.00 354.67 314.93 283.01 256.98 235.49 228.02 221.36 219.24 215.71
12 OPzS 1500 1500 1958.25 1958.25 1923.96 1864.12 1798.33 1643.33 1444.99 1288.11 898.79 703.28 587.63 506.25 443.34 393.66 353.77 321.22 294.36 285.03 276.70 274.05 269.64
16 OPzS 2000 2000 2611.00 2611.00 2565.27 2485.49 2397.77 2191.10 1926.66 1717.48 1198.39 937.71 783.51 674.99 591.12 524.88 471.69 428.29 392.48 380.04 368.93 365.40 359.51
20 OPzS 2500 2500 3263.75 3263.75 3206.59 3106.86 2997.21 2738.88 2408.32 2146.85 1497.99 1172.14 929.39 843.74 738.90 56.10 589.61 535.37 490.60 475.05 461.17 456.75 449.39
24 OPzS 3000 3000 3916.50 3916.50 3847.91 3728.24 3596.66 3286.66 2889.99 2576.22 1797.58 1406.56 1175.27 1012.49 886.68 787.31 707.53 642.44 588.73 570.06 553.40 548.10 539.27

DISCHARGE POWER IN WATTS AT 1.80 ECV AT 27 ̊C
Model  Type

Capacity (Ah)
 at C₁₀ rate 

of 
discharge to 

1.85 ECV

1 MIN 5 MIN 10 MIN 15 MIN 20 MIN 30 MIN 45 MIN 1 HR 2 HR 3 HR 4 HR 5 HR 6 HR 7 HR 8 HR 9 HR 10 HR 11 HR 12 HR 13 HR 14 HR

2 OPzS 100 100 102.99 102.99 102.99 102.44 100.43 96.17 86.95 78.50 57.25 46.11 38.99 33.71 29.63 26.39 23.78 21.65 19.35 18.74 18.19 18.01 17.72
4 OPzS 200 200 205.99 205.99 205.99 204.88 200.87 192.34 173.91 157.00 114.51 92.23 77.98 67.42 59.26 52.77 47.55 43.29 38.70 37.47 36.38 36.03 35.45
5 OPzS 250 250 257.48 257.48 257.48 256.10 251.08 240.42 217.38 196.25 143.13 115.28 97.48 84.28 75.07 65.96 59.44 54.12 48.38 46.84 45.47 45.04 44.31
6 OPzS 300 300 308.98 308.98 308.98 307.32 301.30 288.51 260.86 235.51 171.76 138.34 116.97 101.13 88.88 79.16 71.33 64.94 58.05 56.21 54.57 54.04 53.17
5 OPzS 350 350 360.48 360.48 360.48 358.54 351.51 336.59 304.34 274.76 200.39 161.39 136.47 117.99 103.70 92.35 83.22 75.77 67.73 65.58 63.66 63.05 62.04
6 OPzS 400 400 411.97 411.97 411.97 409.76 401.73 384.67 347.82 314.01 229.01 184.45 155.96 134.84 118.51 105.54 85.11 86.59 77.40 74.95 72.76 72.06 70.90
6 OPzS 420 420 432.57 432.57 432.57 430.24 421.82 403.91 365.21 329.71 240.46 193.67 163.76 141.59 124.44 110.82 89.36 90.92 81.27 78.69 76.39 75.66 74.44
7 OPzS 450 450 463.47 463.47 463.47 460.97 451.95 432.76 391.29 353.26 257.64 207.51 175.46 151.70 133.32 118.74 106.99 97.41 87.08 84.31 81.85 81.07 79.76
7 OPzS 490 490 504.66 504.66 504.66 501.95 492.12 471.23 426.07 384.66 280.54 225.95 191.05 165.18 145.18 129.29 116.50 106.07 94.82 91.81 89.13 88.27 86.85
6 OPzS 600 600 617.96 617.96 617.96 614.63 602.60 577.01 521.72 471.01 343.52 276.68 223.94 202.26 177.77 158.31 142.66 129.88 116.10 112.42 109.13 108.09 106.35
8 OPzS 800 800 823.94 823.94 823.94 819.31 803.46 769.35 695.63 628.01 458.03 368.90 311.93 269.69 237.02 211.09 190.21 173.18 154.80 149.89 145.51 144.12 141.80

10 OPzS 1000 1000 1029.93 1029.93 1029.93 1024.39 1004.33 961.69 869.54 785.02 572.54 461.12 389.91 337.11 296.27 263.86 237.77 216.47 183.50 177.68 172.49 170.84 168.09
12 OPzS 1200 1200 1235.91 1235.91 1235.91 1229.27 1205.19 1154.02 1043.45 942.02 687.04 553.35 467.89 404.53 355.53 316.63 285.32 259.77 232.20 224.84 218.27 216.18 212.70
12 OPzS 1500 1500 1544.89 1544.89 1544.89 1536.58 1506.49 1442.53 1304.31 1177.52 858.80 691.69 584.86 505.66 444.41 395.78 356.65 324.71 290.25 281.05 272.84 270.22 265.87
16 OPzS 2000 2000 2059.86 2059.86 2059.86 2048.78 2008.65 1923.37 1739.08 1570.03 1145.07 922.25 779.81 670.21 592.55 527.71 475.53 432.94 387.00 374.73 363.78 360.30 354.49
20 OPzS 2500 2500 2574.82 2574.82 2574.82 2560.97 2510.81 2404.21 2173.85 1962.54 1431.34 1152.81 974.77 842.77 740.69 659.64 594.41 541.18 483.75 468.42 454.73 450.37 443.12
24 OPzS 3000 3000 3089.78 3089.78 3089.78 3073.16 3012.98 2885.06 2608.61 2355.05 1717.61 1383.37 1169.72 1011.32 888.82 791.57 713.30 649.41 580.50 562.10 545.67 540.45 531.74

DISCHARGE POWER IN WATTS AT 1.85 ECV AT 27 ̊C
Model  Type

Capacity (Ah)
 at C₁₀ rate 

of 
discharge to 

1.85 ECV
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1 MIN 5 MIN 10 MIN 15 MIN 20 MIN 30 MIN 45 MIN 1 HR 2 HR 3 HR 4 HR 5 HR 6 HR 7 HR 8 HR 9 HR 10 HR 11 HR 12 HR 13 HR 14 HR

2 OPzS 100 100 79.06 79.06 79.06 79.06 79.06 78.20 74.87 70.48 54.71 45.29 38.54 33.45 29.52 26.41 23.92 21.88 20.14 19.50 19.00 18.75 18.50
4 OPzS 200 200 158.12 158.12 158.12 158.12 158.12 156.39 149.75 140.97 109.41 90.58 77.09 66.90 59.04 52.83 47.84 43.76 40.28 39.00 37.86 37.50 36.89
5 OPzS 250 250 197.65 197.65 197.65 197.65 197.65 195.49 187.18 176.21 136.77 113.22 96.36 83.63 73.80 66.03 89.80 54.69 50.35 48.75 47.32 46.87 46.12
6 OPzS 300 300 237.18 237.18 237.18 237.18 237.18 234.59 224.62 211.45 164.12 135.86 115.63 100.35 88.56 79.24 71.76 65.63 60.41 58.50 56.79 56.25 55.34
5 OPzS 350 350 276.71 276.71 276.71 276.71 276.71 273.69 262.05 246.69 191.47 158.51 134.90 117.08 103.32 92.45 83.72 76.57 70.48 68.25 66.25 65.62 64.56
6 OPzS 400 400 316.24 316.24 316.24 316.24 316.24 312.79 299.49 281.93 218.83 181.15 154.17 133.80 118.08 105.65 95.68 87.51 80.55 78.00 75.72 74.99 73.79
6 OPzS 420 420 332.06 332.06 332.06 332.06 332.06 328.43 314.46 296.03 229.77 190.21 161.88 140.49 123.98 110.93 100.46 91.88 84.58 81.90 79.50 78.74 77.47
7 OPzS 450 450 355.77 355.77 355.77 355.77 355.77 351.88 336.93 317.17 246.18 203.80 173.44 150.53 132.84 118.86 107.64 98.45 90.62 87.75 85.18 84.37 83.01
7 OPzS 490 490 387.40 387.40 387.40 387.40 387.40 383.16 366.87 345.37 268.06 221.91 188.86 163.91 144.65 129.42 117.21 107.20 98.68 95.55 92.76 91.87 90.39
6 OPzS 600 600 474.36 474.36 474.36 474.36 474.36 469.18 449.23 422.90 328.24 271.73 231.26 200.70 117.12 158.48 143.52 131.26 120.83 117.00 113.58 112.49 110.68
8 OPzS 800 800 632.49 632.49 632.49 632.49 632.49 625.57 598.98 563.86 437.65 362.30 308.34 267.60 226.16 211.30 191.36 175.02 161.10 156.00 151.44 149.99 147.57

10 OPzS 1000 1000 790.61 790.61 790.61 790.61 790.61 781.97 748.72 704.83 547.06 452.88 385.43 334.50 295.20 264.13 239.20 218.77 201.38 195.00 189.30 187.48 184.46
12 OPzS 1200 1200 948.73 948.73 948.73 948.73 948.73 938.36 898.47 845.80 656.48 543.46 462.51 401.40 354.24 316.95 287.03 262.53 241.66 234.00 227.16 224.98 221.36
12 OPzS 1500 1500 1185.91 1185.91 1185.91 1185.91 1185.91 1172.95 1123.09 1057.25 820.59 679.32 578.14 501.75 442.79 396.19 358.79 328.16 302.07 292.50 283.95 281.23 276.70
16 OPzS 2000 2000 1581.22 1581.22 1581.22 1581.22 1581.22 1563.93 1497.45 1409.66 1094.12 905.76 770.85 669.00 590.39 528.25 478.39 437.55 402.76 389.99 378.60 374.97 368.93
20 OPzS 2500 2500 1976.52 1976.52 1976.52 1976.52 1976.52 1954.91 1871.81 1762.07 1367.66 1132.20 963.56 836.25 737.99 660.32 597.99 546.93 503.45 487.49 473.24 468.71 461.16
24 OPzS 3000 3000 2371.82 2371.82 2371.82 2371.82 2371.82 2345.89 2246.17 2114.49 1641.19 1358.64 1156.28 1003.50 885.59 792.38 717.59 656.32 604.14 584.99 567.89 562.46 553.39

DISCHARGE POWER IN WATTS AT 1.90 ECV AT 27 ̊C

Model  Type

Capacity (Ah)
 at C₁₀ rate 

of 
discharge to 

1.85 ECV

Battery racks offered as per customer requirements either steel,  Iron(GI),  Fibre Reinforced Plastic (FRP), Galvanized
Wood (Sal wood or Teak wood) painted with acid resistant paint. 

The racks are of Single Tier - Single row/ Double row, Double Tier -  Single row/ double row or stepped.

Battery racks for special applications supplied meet seismic qualification by Analysis /Testing 

Battery racks:
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Charging
IU - characteristic Imax without limitation

U = 2.23 V/cell ± 1%, between 10°C and 55°C
temperature compensation factor 3mV/°C beyond this temp. range

Float current 15mA/100Ah, increasing to 30mA/100Ah at the end of life
Boost charge U = 2.35 to 2.40V/cell, time limited
Charging time up to 88%               6h with1.5*I10 initial current, 2.23 V/cell, which was 

 previously discharged up to 80% C3 rate

Discharge characteristics
Reference temperature                 25°C
initial capacity 100%
Depth of discharge (DOD)             Normally up to 80%
Deep discharges More than 80% DOD or discharges beyond final discharge voltages 

    (based on discharge rate) have to be avoided`

Maintenance
Every 6 months   Check battery voltage, pilot cell voltage, temperature
Every 12 months Record battery voltage, cell voltages and temperatures

Operational data
Operational life 20  year in stand-by float operation, 27°C
Water refilling interval                  More than 2-3 years at 20°C
IEC 60896-11 cycles >1500
IEC 61427 cycles > 3000
Self-discharge Approx. 3% per month at 20°C
Operational temperature              -20°C to 55°C  recommended 10°C to 30°C

SPECIFICATIONS :

CELL AND CONNECTION LAY OUT

3 OPzS 150 - 6 OPzS 420
6 OPzS 600 7 OPzS 490 8 OPzS 800 - 12 OPzS 1500

16 OPzS 2000

20 OPzS 2500 -  24 OPzS 3000

2 2 3 30 3

H H

20 mm 29 mm 30 mm 30 mm 30 mm L L L L L

Manufactured by

 Microtex Energy P Ltd.
42&43, 2nd Main, 2nd Phase, Peenya Industrial Area, Bangalore - 560 058, India

        Phone :  +91 9686 448899        email : info@microtex.in

www.microtexindia.com   

Any data, descriptions or specifications mentioned in this catalogue are subject to revision by Microtex without notice. While such information is believe to be accurate as 

mentioned in this catalogue, Microtex makes no warranty and hereby disclaims all warranties, express or implied, with regards to the accuracy or completeness of such information.  

Further, because the product(s)  mentioned in this catalogue may be used under conditions beyond its control, Microtex hereby disclaims  all warranties, express or implied, 

concerning the fitness of suitability of such products(s) for any particular use or any specific applications or arising from any  course of dealing or usage of trade. The user is solely 

responsible for determining the suitability of the products(s) mentioned in this catalogue users intended and in users specific applications.

Protect eyes from 
electrolyte 

Electrical
Hazard

Read instruction
Manual

Completely
recyclable 

Hand over to authorised 
MOEF recyclers 

Since 1969
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