ELECTRICAL SPECIFICATIONS VEGA-175 VEGA-180  VEGA-190 VEGA-200 VEGA-210 VEGA-220 VEGA-230 VEGA-240

MAX. POWER -Pmax- WATTS 175 180 180 200 210 230 240
OPEN CIRCUIT VOLTAGE Vac, VOLTS 32 iz 3z 3z 36 36 36 36
SHORT CIRCUIT CURRENT-sc, AMPS T4 78 B1 B3 81 B3 B85 B8
VOLTAGE AT MAX POWER POINT-Vmpp VOLTS 26 26 26 26 29 29 29 28
CURRENT AT MAX.POWER POINT Impp-AMPS 65 7A T4 7.7 7.4 T B 83
NO.OF CELLS IN SERIES CONNECTED.N 54 54 54 54 60 60 60 60
MAX SYSTEM VOLTAGE, vV DC 1000 1000 1000 1000 1000 1000 1000 1000
MODULE SIZE- L XW X T , mm 1500X990X42 1500X990X42 1500X990X42 1500X990%42 16604900X42 1660XI00X42 1660X990X42 1660X900%42
MODULE WEIGHT{BARE)- KG 18 18 18 18 20 20 20 20
MOUNTING HOLE PITCH ON LENGTH-Y mm 800 900 900 900 a00 a00 900 900
MOUNTING HOLE PITCH ON WIDTH-X mm 940 949 949 949 049 049 849 949

1 All modules are made with MONO/POLY CRYSTALLINE SOLAR CELLS
2 ANl measurement tolerances on electrical parameters are lies in +- 5%
3 Al electrlcal parameters specified above are measured al STC conditions
Cell tamparalure 25 deg.C, 10000 M2 lrradiance and 1.5 AM Spectrum
4 Al above power modules equipped with (PE5 4 TERMINAL
3 DIODE JUNCTION BOXES(TUWUL APPROVED)

5 Al specifications are subjeat to change without notice
& Al modules having Cable glands and cablea of 1 mir length along with meleffemeale connectora
T Al modules having 25 years limited extendad warranty
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STANDARD SOLAR PV MODULE SPECIFICATIONS

ELECTRICAL SPECIFICATIONS VEGA-DEV03 VEGA-DEV04  VEGA-12V04  VEGA-D6VOE  VEGA-12V05 VEGA-DEVOE  VEGA-12V06 ELECTRICAL SPECIFICATIONS VEGA-12v40 VEGA-12V50 VEGA-12V60 VEGA-12V70 VEGA-12V7S VEGA-12V80 VEGA-12V80 VEGA-12V100
MAX. POWER -Priia ; : ‘ MAX, POWER -Pmax- WATTS 40 50 B0 TO 75 80 80 100
; : VR . " ' . 3 s $ OPEN CIRGUIT VOLTAGE-Voc, VOLTS 2 21 21 21 21 21 21 21

OPEN CIRCUIT VOLTAGE-Voc, VOLTS 105 10.5 21 10.5 21 10.5 21 . # 2 o - ; ? i

: S e 5 - SHORT CIRCUIT CURRENT-|sc, AMPS 3 41 46 53 57 81 6.8 78
SHART CIRCUIT CURRENT Jsc, AVPS 948 0.58 93 072z 0.36 883 046 VOLTAGE AT MAX POWER POINT-Vmpp VOLTS 16.4 16.4 16.4 16.4 16.4 16.4 16.4 16.4
VOLTAGE AT MAX POWER POINT-Vmpp VOLTS 8.2 82 16.4 82 164 8.2 16.4 CURRENT AT MAX.POWER POINT-Impp-AMPS 24 341 a7 43 48 49 55 6.1
CURRENT AT MAX.POWER POINT-Impp-AMPS 038 05 0.25 o062 034 o078 038 NO.OF CELLS IN SERIES CONNECTED.N 36 36 36 36 36 36 36 36
NO.OF CELLS N SERIES CONNECTEDN 18 18 35 18 36 18 36 NOMINAL VOLTAGE -V, VOLTS DC. 12 12 12 12 1: 12 12 12
NOMINAL VOLTAGE -V . VOLTS DC & B 12 & 12 & 12

| MECHANICAL SPECIFICATIONS |
MECHANICAL SPECIFICATIONS M AN S SEICALONS
- . . . ’ . . MODULE SIZE- L XWX T, mm 'B55X530X34 775X655X34 1000X655X34 1000X655X34 1000XB55X34 1000X655X34 1205X655X34 1205X655X34
MODULE SIZE- L X\W X T, mm 215X180X22  375X175X22  375X175X22  S7SX175M22 37SX175X22 375X176X22 a7EX175X22 MODULE WEIGHT(BARE)- KG 55 65 7 7 7 7 85 a5
MODULE WEIGHT(BARE)- KG o7 1.2 1.2 1.2 12 12 12 MOUNTING HOLE PITCH ON LENGTH-Y mm 450 450 642 842 642 642 542 642
MOUNTING HOLE PITCH ON LENGTH-Y mm 100 200 200 200 200 200 200 MOUNTING HOLE PITCH ON WADTH-X mm 488 810 811 811 811 611 811 811
MOUNTING HOLE PITCH ON WIDTH-X mm 115 150 150 150 150 150 150
1 Al modules are made with MONCO/POLY CRYSTALLINE SOLAR CELLS 4 Our standard modules supplied without bypass diode and can be arranged on request
1 Al modules are made with MONCOYPOLY CRYSTALLINE SOLAR CELLS 4 Our standard modules supplied without bypass diode and can be arranged on request 2 All measurament Wlerances on electrical parameters are les in +/- 5% 5 Al specifications are subject to change without nofice,
M| measurement olerances on electnical parameters are lles in +/- 5% 5 Al specifications are subject o change without notice 3 All electrical parameters specified above are measured at STC conditions 6 Cable glands and cables will be provided on request at extra cost

3 Al electrical parameters specified above are measured at STC conditions
Cell temperature 25 deg.C, 10000/ M2 lrradlance and 1.5 AM Spectrum

6 Al our modules having 10 years LIMITED EXTENDED WARRANTY Cell temperature 25 deg.C, 10000 M2 lrradiance and 1.5 AM Spectrum

ELECTRICAL SPECIFICATIONS VEGA-12V07 VEGA-12V08 VEGA-12V10 VEGA-12ME VEGA-12V18 VEGA-12V20 VEGA-12V25 VEGA-12V30 VEGA-12Var ELECTRICAL SPECIFICATIONS VEGA-12V110  VEGA-1ZvI5  VEGA-1ZVIZ0 VEGA-12VIZ5 VEGA-1ZVII0  VEGA1ZVIAD  VEGA-150 VEGA-160
MAX. POWER -Pmax- WATTS 7 8 0 b 1 20 % % S¥ MAX. POIER -Pmax- WATTS 110 115 120 125 130 140 150 160
OPEN CIRCUIT VOLTAGE-Voc, VOLTS 21 i bl iyl 21 21 21 21 21 OPEN CIRCUIT VOLTAGE-Voc, VOLTS 21 21 21 21 vy 21 30 30
SHORT CIRCUIT CURRENT-Ise, AMPS 0.49 0.56 07 11 18 18 22 245 28 SHORT CIRCUIT CURRENT-Isc, AMPS 74 78 78 B.1 8.3 8.8 74 78
VOLTAGE AT MAX POWER POINT-Vmpp, VOLTS 16.4 16.4 16.4 16.4 16.4 16.4 16.4 16.4 16.4 VOLTAGE AT MAX POWER POINT-Vimpp VOLTS w 17 17 17 17 17 258 255
CURRENT AT MAX FOWER FOINT-Impp-AMPS D44 048 082 082 14 125 3 d 18 22 CURRENT AT MAX.POWER POINT-Impp-AMPS. 85 58 71 7.4 .7 ‘83 8 85
MO.OF CELLS |N SERIES CONNECTED,N 36 36 36 36 38 36 36 36 36 NO.OF CELLS IN SERIES CONNECTED,N 36 36 36 38 36 38 48 48
NOMINAL VOLTAGE -V, VOLTS DG 12 12 12 12 12 12 12 12 12 NOMINAL VOLTAGE -V , VOLTS DC 12 12 12 12 12 12 18 18

MECHANICAL SPECIFICATIONS

MODULE SIZE- L XWX T, mm

205X340X22 340X340%22 340X340X22 455X340X22 S55XI40X34 555X340X34 TTENIM0KI4 TTSAI40X34 855X530X34

MECHANICAL SPECIFICATIONS

MODULE SIZE- L XWX T , mm 1200X655X35 1200X655X35 1490X655X35 1490X655X35 1400X655X35 1490X655X35 1340X990X42 1340X090X42

MODULE WEIGHT{BARE)- KG 09 16 1.6 2 3 3 42 42 55 MODULE WEIGHT(BARE)- KG 95 a5 12 12 12 12 15 15
MOUNTING HOLE PITCH ON LENGTH-Y mm 150 150 200 250 300 300 450 450 450 MOUNTING HOLE PITCH ON LENGTH- ¥ mm 900 900 900 900 900 900 800 800
MOUNTING HOLE PITCH OM WIDTH-X mm 318 36 316 316 296 296 298 296 488 MOUNTING HOLE PITCH ON WIDTH-X mm B11 811 B11 811 611 B11 949 9489
1 Al modules are made with MONO/POLY CRYSTALLINE SOLAR CELLS 4  Our standard modules supplied without bypass diode and can be armanged on request

All measurement tolerances on electrical parameters are lies in +/~ 5% 5 Al specifications are subject to change without notice 1 Al modules are made with MONO/POLY CRYSTALLINE SOLAR CELLS 4 Qur standard modules supplied without bypass diede and can be arranged on request
3 All electrical parameters specified above are measured at 3TC conditions & Cable glands and cables will be provided on reguest al extra cost 2 Al measurement tolerances on eleckrical parameters are lies in +- 5% 5 All specifications are subject to change without notice.

Cell temperaiuvre 25 deg.C, 1000W M2 Iradiance and 1.5 AM Spectrum 7 Al above modules have 10 years limited extendad warranty 3 All electrical parameters specified above are measured at STC condilions & Cable glands and cables wall be provided on reguest at exira cost

Cell temparature 25 deg,C, 1000W M2 Iradiance and 1.5 AM Spectrum 7 Al above modules have 10 years Hmited sxtended warranty
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